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Terms and Conditions:

In order for you to use and operate the excavator correctly and
obtain satisfactory results, you must read this manual carefully
and pay attention to the meaning of the following tips:

Caution: This warning word emphasizes that if the operator
does not comply, parts may be damaged.

Note: This prompt word emphasizes that if the operator fails to
comply, the excavator may not work properly or perform poorly.



ATTENTION

1 First of all, thank you for choosing and
using Kenshi products.

2. When equipment fails, it should be
repaired by our company or a designated
maintenance company using genuine
parts.

3 At present, there are counterfeit and
shoddy parts and parts imported through
illegal means on the market, and
companies or individuals without
authorization and training are repairing
our company's products, causing many
remaining problems and seriously
affecting the performance and service life
of the equipment.

4 In view of the above situation, we kindly
ask our customers to pay attention to:

1) Using non-genuine parts may not
have any obvious impact on the
equipment in the short term, but it will
definitely cause a series of adverse
consequences. In order to avoid
equipment damage, performance
degradation, and more serious losses, do
not use non-genuine parts.

2) When purchasing parts, customers
must purchase them from our company or
a company authorized to sell parts, and
pay attention to screening. If there is any
suspicious phenomenon, please contact
our company for confirmation.

3) When the customer needs to repair
the equipment, please call the Kenshi
national unified service hotline 0635-
5663999 to report for repair.

4) If the equipment fails due to the use
of non-genuine parts or repairs by
unauthorized companies or individuals,
our company has no warranty liability
even during the warranty period.

5) As the product improves, the content
of this manual may lag behind. If
customers need the latest product
information, please contact our company
or our authorized dealers.

5 Thank you again for your usual
business cooperation.

Shandong Ken Stone Heavy Machinery
Co., Ltd
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Preface

An excavator, also known as an excavator, is a construction machinery that
uses a boom and a bucket to drive a bucket to excavate work materials and
load them into transport vehicles. It has the advantages of multi-function and
high efficiency, and is favored by the majority of construction units.

Common excavator structures include power unit, working device, slewing
mechanism, control mechanism, transmission mechanism, traveling
mechanism and auxiliary facilities.

The excavator has a history of more than 140 years since its invention. The
first excavator in history was manufactured at the Poclain factory in France.
With the development of the times, the types of excavators have become
increasingly diverse. According to specifications and tonnage, they can be
divided into three categories: large, medium and small. Small excavators are
mainly used in municipal administration, trenching, factory construction,
gardens, farmland, mountainous areas and other working conditions that
require careful operation. Medium-sized excavators can be used in almost all

working conditions, such as earthmoving, road construction, mining, etc.
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Safety warning symbol

A\ L

This symbol indicates a safety warning.
The information following the symbol
contains important safety information.
Please read and understand this
information to avoid personal injury or
death.

The owner or employer of the machine is
responsible for instructing each operator
in the correct and safe operation of the
equipment in detail. All personnel
operating this machine should be fully
familiar with the contents of this manual.
Before operating the machine, all
operators must accept instructions on
the relevant functions of the excavator.
Before operating the machine on the
construction site, you should learn and
practice how to use the machine control
correctly in a safe and open place.
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malntalnlng the machlne, improper
methods can result in injury or death.
Please read and understand this manual
before performing any operation,
inspection or maintenance on the
machine.

R S R

“VIaKe sure 10 pring mis manual win yoo.

If the manual is lost or damaged, please
obtain a new manual from your Ken Stone
dealer immediately.

When transferring this machine to
someone else, be sure to transfer this
manual to the new owner.

The machines supplied by the Ken Stone
company comply with the local
regulations and standards of the exporting
country. If your machine is purchased
from another country or from an individual
or company in another country, then the
machine may not have the required safety
devices or safety standards for use in
your country. If you have any questions
about whether your machine complies
with the relevant regulations and
standards of your country, please contact
your Ken Stone dealer.



Signal word

The safety prompts that appear in this
manual and the machine logo are warned by
words such as "Danger”, "Warning" and
"Caution". The meanings of these signal

words are as follows:

"Danger" refers to a high degree of danger
that, if not avoided, will result in death or

serious injury.

"Warning" means that there is a moderate

hazard, which, if not avoided, may result in

death or serious injury.

low, if not avoided, it may cause mild or

moderate injury.
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Important: The term "important” is used
to warn operators and maintenance
personnel of conditions that may damage

the machine and its components.

We cannot predict all possible dangerous
situations. Therefore, the warnings in this
manual or on the machine cannot cover
all possible unexpected situations.
Therefore, please be careful and follow all
conventional safety measures when
operating the machine to avoid injury to

the machine, operator or other personnel.



Introduction

Preface

This manual introduces the operation,
inspection and maintenance of the machine,
as well as the safety instructions that should
be paid attention to during the operation.

If you have any questions about the machine,
please contact Ken Stone company sales or

distributors.

* In some details, this manual may be
different from the manual that comes with the
machine you are using.

* The information in this manual and the
parameters of the whole machine are subject

to change without notice.

The manual is in the vehicle

information package
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Serial number

Important: Do not remove the machine
nameplate with the serial number.

Check the serial numbers of the machine
and engine and record them in the space

below.

Series no.:




Machine description

Front, back, left and right

" ) Front

Left |— E Right
ear -
AGTODNZRTD

The front, rear, left, and right of the machine
indicated in this manual refer to the state
where the bulldozer is visible from the front in

the driver's seat.

Specified operation

This machine is mainly used for the following
operations:

* Digging

* Trenching

* Leveling

* Loading
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Features

* Track width "flexible machine width
structure"
* Low engine noise and low emissions

Run-in period

For the first 100 hours of the new
machine (as indicated by the timer),
please follow the instructions below:
Using a new machine without a regular
basis will result in an accelerated
decrease in machine performance and

possibly shorten the life of the machine.

+ Allow the engine and hydraulic oil to fully
warm up.

+ Avoid heavy load and fast operation.
The loading capacity during operation is
maintained at approximately 80% of its
maximum loading capacity.

« If not necessary, do not start, accelerate,

change direction, or stop suddenly.



Machine description

INotes about Keading o1 1 his
Manual

Please be noted that the descriptions and

graphics contained in this manual probably are
not applicable for your machine in use. The
numbers in graphics are marked by circles. The
same numbers in the descriptions are marked in

parentheses. (For instance: (1))

Signs used in this manual
The meanings of the signs used in this manual

are as below.

s .... Prohibition
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SAFETY

A



oarety
m General precaution

General precaution

You are responsible for following the safety
regulations and laws of relevant
departments, and operating, inspecting and
maintaining the machine in accordance with
the manufacturer's requirements.

In fact, most accidents are caused by failure
to comply with basic safety regulations and
precautions.

Most accidents can be avoided by identifying
potential hazards in advance.

Please read and understand all safety
information describing how to prevent
accidents. Do not operate the machine until
you are sure that you understand how to
properly operate, inspect, and maintain the

machine.

Comply with all safety regulations
There must be trained and qualified
personnel to operate, inspect and maintain
the machine.

During the operation, inspection and
maintenance of the machine, all rules,
regulations, precautions and safety
measures must be understood and followed.
Do not operate, inspect and maintain the
machine under the adverse effects of

alcohol, drugs, fatigue, or lack of sleep.
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When the machine is found to be
abnormal

During machine operation or inspection
and maintenance, if any abnormality
(noise, vibration, peculiar smell,
instrument abnormality, smoke or oil
leakage, false alarm indication or
abnormal display of electrical control
panel, etc.) is found, the sales or service
agent should be notified immediately And
take appropriate measures. Do not
operate the machine until the abnormality
is eliminated.

Operating temperature range

In order to maintain the performance of
the machine and avoid premature wear,
please observe the following operating
conditions.

If the outdoor temperature exceeds +40°C
or is lower than -15°C, do not operate the
machine.

If the outdoor temperature exceeds
+40°C, the engine may overheat,
resulting in a decrease in engine oil
performance. Moreover, hydraulic oil may
become very hot, causing damage to
hydraulic equipment.

If you operate at an outdoor temperature

lower than -15°C, rubber parts such as



oarety
m General precaution

gaskefs may become hard, causing
premature wear or damage to the machine.
If you need to operate the machine outside
the above outdoor temperature range,
please consult your sales or service agent.

@ l
QY
B2
©

%&rﬂ&

®
(1

Do not wear loose clothing or accessories

\
equipment

rnditive
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that may hang control rods or moving parts.
®Do not wear clothes that are easily
ignited and stained with oil or fuel.
®According to the requirements of the
working environment, wear safety shoes,
helmets, safety glasses, filter masks,
thick gloves, ear protection and other
protective equipment. When using
grinders, breakers or compressed air, you
should wear appropriate protective
equipment, such as safety glasses and
filter masks, because metal chips or other
objects splashing may cause serious
injuries.
®\When operating the machine, use
hearing protection. Exposing to high
noise for a long time can damage hearing
or even completely lose it.

1-3
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® |nstall fire extinguishers and first
aid kits and learn how to use them.
® Know how to contact emergency
assistance and make a list of
emergency contacts.

rliedse Iidhe sure Lidl dll gudiyu rdlis,

ceilings, doors, etc. are installed in
place and firmly. Repair or replace
damaged parts.

®Know how to use safety lock levers,
seat belts and other safety devices
and be able to use them correctly.
®Except for maintenance, never
remove any safety devices. Make all
safety devices always maintain good

working conditions.



Safety
m General precaution

Precautions when leaving the
driver's seat

v
4 ot

AGTAOE
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seat to open/close the window or
remove/install the lower window, lower
the working device to the ground, lift
the safety lock lever to lock and stop
the engine. When the safety lock lever
is lowered (unlocked), if you
accidentally touch any control handle,
the machine will suddenly move and
cause serious injury or death.

® Please note that even when the safety
lock lever is set to the locked position,
the bulldozer, boom swing and
auxiliary hydraulic controls cannot be
locked.
Do not touch these controls.

® When raising or lowering the safety
lock lever, be careful not to touch the
lever.

® Before leaving the driver's seat, lower

the working device to the ground, raise
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the safety lock lever to the locked position,
and turn off the engine. At the same time,
please be sure to pull out the key, lock the
door and cover, and carry the key with you,

and then store it in the designated place.

Signalman and signal flagman

AGTADOT
Learn how to use the gestures required for a

specific assignment and identify the person

responsible for the gesture.

® All personnel must fully understand all
gestures.

® The operator must only respond to the
gesture of the designated person, but
must obey any person's stop gesture at
any time.

® When the signalman sends a signal, he

must stand in a clearly visible place.



Safety
m General precaution

Avoid fire and explosion hazards

Keep fuel, lubricating oil, grease and

antifreeze away from flames. Fuel is

particularly flammable and very dangerous.

® When handling these combustibles, stay
away from lit cigarettes, matches,
lighters, and other flames or sources of
ignition.

® When handling fuel oil or working on the
fuel system, do not smoke or present
open flames.

® When replenishing fuel or lubricating oil,
do not leave the job site.

® When the engine is running or has not yet
cooled down, do not remove the fuel tank
cap or refuel. Also, do not splash fuel on
the hot surface of the machine or
electronic system components.

® Clean up the spilled fuel or lubricating oil
immediately.

® Check for fuel and lubricating oil leaks.
Please remove the leak and clean the
machine before operation.

® When polishing or welding, please move
flammable materials to a safe place.

® Do not cut or weld on pipes or pipes that
contain flammable liquids. Before cutting
or welding, please clean it thoroughly with
a non-flammable solvent.

® Remove all rubbish or debris from the

machine. Make sure that no oily rags 15

or other flammable materials remain
on the machine.

Dispose of various solvents and dry
chemicals (foam-type fire
extinguishers) according to the
procedures marked on the
manufacturer's containers. Carry out in
a well-ventilated place.

Never use fuel for cleaning purposes.
Always use non-flammable solvents.
When handling fuel, cleaning oil stains
or paint, please open doors and
windows for thorough ventilation.
Keep all flammable liquids and
materials in a safe and well-ventilated
place.

A short circuit in the electronic system
may cause a fire. Check every day
whether the wire connection is loose
or damaged. Retighten loose
connectors and cable buckles. Repair
or replace damaged wires.

Fire caused by pipes: Ensure that the
buckles, protection devices and
cushions of hoses and pipes are firmly
fixed. If loose, hoses and tubes will be
damaged due to vibration or contact
with other parts during operation. This
may cause high-pressure oil to spray

out, causing fire or injury.



Safety
m General precaution

AGETALTY

Exhaust from the engine is toxic

® Do not operate the engine in a closed
place with poor ventilation.

® |[f natural ventilation is not possible,
ventilation fans, fans, extended exhaust
pipes or other ventilation devices should
be installed.

Handling of asbestos dust

Inhalation of asbestos dust may cause lung

cancer. When handling materials that may

contain asbestos, take the following safety

measures:

® Never use compressed air for cleaning.

® Avoid polishing or sanding parts that
contain asbestos.

® When cleaning, please use vacuum
equipment equipped with a high
efficiency particulate air filter (HEPA).

® |[f there is no other way to control dust,
please wear the specified respirator.

When working indoors, please install a

1-6

ventilation system equipped with a

polymer filter.

® During operation, do not allow

unauthorized personnel to enter

the work area.

® Please strictly abide by the rules

and environmental standards

applicable to the work area.

AGTANY

Be careful of crushing or cuts

Do not place hands, feet or other body
parts between the upper frame and the
lower frame or between the crawlers,
between the body and the working device,
or between the cylinder and the moving
part. When the machine moves, the size
of these gaps will change, which may

cause serious injury or death.




Safety

m General precaution

Use attachments

Before installing attachments, please
consult Ken Stone Heavy Industries.
Depending on the type of attachment
or their combination, the attachment
may touch the cab or other parts of the
machine. Before use, make sure that
the attached attachment does not
touch other parts.

Do not use accessories that have not
been approved by Ken Stone Heavy
Industries. Doing so may endanger
safety or adversely affect the operation
or service life of the machine.

Ken Stone Heavy Industry is not
responsible for any injury, accident or
product damage caused by the use of

unauthorized accessories.

Do not modify the machine

Unauthorized modifications to the
machine can cause injury or death. Do
not make unauthorized modifications to

any part of the machine.
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m Precautions when preparing

Precautions when preparing

Understand the work area
Before starting operation, you should
understand the working area to ensure
safety.
®Check the topography and ground
conditions of the work area. When
working indoors, check the structure of
the building and take safety measures
when necessary.
®Be sure to avoid hazards and obstacles
such as water ditches, underground
pipelines, trees, cliffs, overhead power

lines, or areas with falling rocks or

lanAdelidac
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AGTAOT

®Check the location of underground gas
pipes, water pipes and power cables with
the administrator. If necessary, consult
with the administrator and determine the
specific security measures that must be
taken to ensure safety.

®When working on the road, the safety of
pedestrians and vehicles must be

considered.

®Hire signalers and/or use signals
®|solate the work area, and unauthorized
personnel are not allowed to enter.
®\When working in the water or driving
through a shallow stream, check the
water depth, the firmness of the ground

and the speed of the water in advance.

Please refer to "Operation Precautions" for

more instructions for use.



dicly
m Precautions when preparing

Check the strength of the Always keep the machine
bridge deck clean

When walking on a bridge or structure, check

the allowable load.

If the strength is insufficient, the bridge or

structure should be strengthened.

AGTENT

Wipe off lubricating oil, grease, mud,

show or ice to prevent accidents caused

by slipping.
®Eliminate all loose bodies and

ABTANIE

unnecessary devices in the machine.
®Eliminate dust, lubricating oil or
grease from engine parts to prevent
fire.

®Clean around the seat and remove
any unnecessary objects from the

machine.
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m Precautions when preparing

Daily inspection and

maintenance

AGTADNRD

Unidentified abnormal conditions or damage

can cause accidents.

® Before operation, please carry out the
designated inspection and repair it
immediately if necessary.

® |f a malfunction occurs and cannot be
operated or the engine malfunctions,
immediately follow the shutdown
procedure to stop the machine and park
the machine firmly until the malfunction is

repaired.

Precautions in the cab

Before entering the cab, please
remove the dirt and grease from the
sole of the shoe. Operating the
machine pedal with dirt and grease
adhering to the sole can cause
accidents due to slipping under your
feet.

Do not place parts or tools around the
seat.

Do not place any plastic bottles in the
cab or install any suction cups on the
window glass. The plastic bottle or
suction cup acts as a lens and may
cause a fire.

Do not use your mobile phone while
walking or working.

Do not bring combustibles or
explosives into the cab.

Do not leave the cigarette lighter in the
cab. When the room temperature
rises, the cigarette lighter may

explode.
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m Precautions when preparing

“Emergency exit
Front window (excluding machines
with front guard)

I‘f you are trapped in the cab, get out of the
car with the front window open.

Safety hammer

The purpose of installing a safety hammer
is to enable escape from the cab in an
emergency. When escaping, use a safety
hammer to break the window glass.

* Be careful when breaking window glass
with a safety hammer to avoid injuring
yourself with glass fragments;

» Remove shards of glass from windowsills
to prevent yourself from scratching yourself
while evacuating. Broken glass can fall
from windows, so be careful where you
land and don't slide on the glass.
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m Precautions when starting

Precautions when starting

Support your weight with a three-point safety

posture when getting on/off the excavator

® Do not jump on or off the machine. Do
not try to get up or down the moving
machine.

® To get in and out of the cab, first fully
open the door to the locked position, and
check to make sure that the door can no

longer move (for machines with a cab).

ARTANZE
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attachment lever as an armrest.
Before starting the machine, ask any
unauthorized person to leave the area
The machine can be started only after
checking the following items to make
sure that it can be started safely.
® Go around the machine once and warn
the maintenance staff and those walking
near the machine. After confirming that
there are no people around the machine,

start the machine.

AGTANIRC
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signs or similar signs on the cab door,
joystick or start switch that indicate "do
not operate". If so, do not start the
engine or touch any joysticks.

® Honk the horn to warn people around
the machine.

Sit in the seat and start the engine

I— e PETAGE)
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your seatbelt.

® Check whether the parking device is
activated, and whether all control
levers and pedals are in the neutral
position.

® Check whether the safety lock lever is

in the locked position.
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m Precautions when starting

AGTAIZE
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in the recommended way. Improper use of
jumper cables may cause battery explosion
or unexpected machine actions.
Please refer to "If the battery is dead" for
more instructions.
After starting the engine, perform the
following operations and inspections where
there are no people or obstacles. If any
failure is found, shut down according to the
procedure and report the failure.

* Preheat the engine and hydraulic oil.

» Check whether the instruments and alarm
devices are working properly.

+ Check for noise.

* Test the engine speed control.

*Operate the controls to ensure that they

are working properly.

ALETADET

Be carerul of rozen ground, slippery on
the pedals and handles.

In severe cold weather, do not touch any
metal parts of the machine with bare
hands. The skin can freeze to the metal
and cause serious injury.

Do not use ether or starter fluid on the
engine. Starting fluid can cause an
explosion and serious injury or death.

Preheat the engine and hydraulic oil. If
the control lever is operated without
preheating, the machine will not react or
move quickly or appropriately, causing an

accident.
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m Precautions when operating

recautions when operating

Do not carry people on the machine

Tq

When the machine is walking or

AETA2E)

operating, no one other than the driver
is allowed to ride on any part of the

machine at any time.

Check the field of vision before
operating the machine

When working in a dark place, turn on the
working lights and headlights of the
machine, and install additional lighting
when necessary.

When the line of sight is poor due to bad
weather (fog, snow, rain or haze), stop
operating the machine until the line of sight
improves.

Clean windows, mirrors, lights and cameras
to ensure good visibility. Adjust the mirror
and camera to the best position so that the

operator can see the rear view (blind

spot) from the driving place.
Unauthorized machine modification or
installation of unauthorized
accessories may affect visibility. The
operator’s field of view must comply
with 1ISO 5006.

Before operation, check whether

the work area is safe and reliable

€

O
—

AGTAL

Confirm the performance Iimit of the
machine.

Use signalmen at road shoulders, narrow
places, or places where the line of sight is
obstructed.

Never allow anyone to enter the turning
radius and path of the machine.

Express your intention to move by
honking the horn.

There is a blind spot for viewing angle
behind the machine. Before walking
backwards, please check the safety
behind and confirm that there is no one
behind.
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Betore walking, check the relative

position of the lower frame (tracks)
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make sure that the bulldozer is placed in
front of the seat. When the blade is behind
the seat, the operating direction of the
walking lever/pedal must be opposite to that

when the blade is in front of the seat.

30~40 cm ( 12 to 16 in)
(de 12 a 16 pulg.)
Safe walking

ARTALEN

When walking, raise the bulldozer, retract the
bucket, and raise the bucket to 30 to 40 cm
above the ground.

Do not rotate when walking. If the bucket
must be operated while walking, the speed
should be slow enough so that you can fully

control it at all times.

When walking at high speed and when
the load is greater than the set value, its
speed will automatically slow down to a
low speed. When the load is reduced, the
speed will increase and return to high
speed. It should be noted that the
traveling speed varies according to the
load conditions (machines equipped with
automatic traveling gear shifting and

deceleration systems).

S AGTALN
must do this, keep the bucket working

device close to the ground and walk
slowly. Do not go over obstacles that can
tilt the machine at an angle of 10° or
more.

On uneven roads, keep walking at a
low speed and avoid sudden starts, stops
or changes of direction. Otherwise, the
working device may come into contact
with the ground, causing the machine to
lose balance and damage or damage the

knots in the surrounding area.
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Precautions for driving on slopes
When walking on a slope or ramp, pay
attention to prevent the machine from
overturning or sliding down. Do not walk on
steep slopes where the machine cannot
maintain its stability. Please note that in
actual use, the performance of the machine
on slopes will decline due to its harsh

operating conditions.
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20~30cm
(8 to 12in)
(de 8 a12 pulg.)
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When going downhill, keep the seat facing
downhill. In both cases, you must pay
attention to the ground in front of the
machine when walking. When walking on a

slope, lower the bucket 20 to 30 cm above

the ground. When climbing a steep slope,
extend the bucket to the front. In an
emergency, lower the bucket to the
ground and turn off the machine. When
walking on a slope or ramp, drive slowly
at a low speed. Reduce engine speed

when going downhill. Do not reverse

Y
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cross slopes. First return to flat ground,

downhill.

AGTAO3T

and then take another path.

When walking on a gentle slope
covered with grass or dead leaves, or
when walking on wet metal plates or
frozen ground, the machine may slip.
Make sure that the machine is not parked
sideways on a slope.

If the machine stalls on a slope, return
the operating levers to the neutral

position, and then restart the engine.
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Operating machines on snhow or ice
requires extra care
When walking on snowy or icy ground, drive
at low speed to avoid sudden start, stop or
change of direction.
In snowy areas, the road shoulders and
objects placed on the side of the road are
buried in the snow and cannot be seen.
There is also the risk of the machine
overturning or colliding with covered objects,
so always handle it carefully.
If the machine enters thick snow, there is a
danger of overturning or being buried in the
snow. Drive carefully and don't go over the
shoulder of the road or get trapped in snow.
For frozen soil surfaces, when the
temperature rises, the ground becomes soft,
which may cause the machine to overturn
and cause the operator to be trapped in the
machine.

When parking the machine on unstable

ground, lower the bulldozer.

Ensure the safety of the driver when

loading

place.
Do not swing or park the bucket on
people or the cab.

Loading from the back door of the truck.

— AR ADOT]
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head of the person
If the bucket is moved above the head of
a person, there is a risk of the load being

scattered or the bucket suddenly falling.
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Keep a safe distance from overhead

high-voltage cables
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loaded materials close to the high-voltage
cables unless all safety measures required
by local and national agencies have been
taken. If a person approaches a machine
that is discharging sparks or is approaching
or touching the power source, there is a risk
of electric shock and death.

Always maintain a safe distance between
the machine and high-voltage cables.

Before starting the operation, please check
with the local power company regarding the
procedures for safe operation.

Treat all cables as high-voltage cables,
and treat them as live cables even if the
power supply is known or believed to have
been cut off and the cables are clearly

grounded.

If the machine is too close to high-
voltage power lines, use a signaller to
issue a warning.

Note that all personnel in the work area
are not allowed to approach the machine

or the loaded materials.

BETAER

Please also pay special attention to high-

voltage cables buried in the ground.



d4dicly

m Precautions when operating

Pay close attention to hazardous

working conditions

AGTAME|

Do not dig at the bottom of a high
embankment. Doing so may cause the
ground to collapse, so it is very dangerous.
Do not operate in a place where there is a

risk of falling rocks.

machine and the edge of the excavation site.
Do not dig the ground in front of the
machine.

When working close to a cliff or a road
shoulder, in order to make it easier to escape
when a problem occurs, during operation,
make the crawler track and the cliff or the
road shoulder at a right angle, and place the

bulldozer in the front. 149
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Do not enter the soft ground area. boing

so may cause the machine to tilt due to its
own weight, leading to overturning or

sinking into the ground.
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road shoulders, deep trenches). If the
ground collapses due to the weight of the
machine or vibration, there may be a
danger of the machine falling or
overturning. Remember, the soil is not
strong after heavy rain or blasting.

The ground on the top of the
embankment and around the top of the

excavated ditches is also not strong.
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Do not disassemble under the machine. As
the ground becomes unstable, there may be
a danger of the machine falling.

When working on or from the top of a
building or other structure, check the
strength and structure before operation. If a
building or structure collapses, it can cause

serious injury or damage.
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the top of your head. There is a danger that
the damaged part will fall or the building will

collapse, causing serious injury or damage.

1-20

Do not use the impact force of the bucket
to carry out demolition operations. There
is a risk of serious injury due to flying

material fragments and damaged bucket

operating devices.
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It is dangerous to operate on slopes
When operating on slopes or ramps, turning
or operating working devices may cause the
machine to lose stability or overturn. Try to

avoid operating on slopes.

AGTAQROET

Leveling work area
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turning downhill. This will reduce the stability
of the machine and may cause overturning.
Please pay attention to the objects
above your head

When operating under a bridge, in a tunnel,
near a cable, or indoors, be careful not to hit

the overhead object with the boom or stick.

1-21

When the bucket is heavily loaded,

do not turn sideways (swing)
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horizontal direction than in the vertical
direction.

When there is a heavy load at the end
of the bucket, do not swing (swing)
sideways. Especially do not turn sideways
(swing) on slopes.

When the machine is equipped with a
breaker, shredder or long stick, the end of
the attachment is heavier than with a
standard bucket. For such machines with
heavier ends, do not move the stick
(boom) downhill for excavation or

sideways operation.

AGTADS3
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Excavators are not designed for

hoisting

AGTADGS

excavation work. Therefore, it has no safety
devices for crane operations. If the excavator
is used for hoisting operations, special care
should be taken.

Do not overload the hoisting. Overloading
can cause the machine to overturn, causing
serious injury or death.

All rated lifting capacities are based on
using the machine on a stable and level
ground. For safe hoisting operations, users
are expected to leave a proper margin for
specific working conditions. They include soft
or uneven ground, non-level conditions,
lateral loads, dynamic or sudden loads,
hazardous environments, and personnel
experience. Before operating the machine,
the operator and other personnel should be
very familiar with the operation manual, and
should strictly abide by the safety operation

regulations of the equipment at all times.

1-22

If the chain or lifting device is not
connected properly, the bucket linkage or
lifting device may fail, resulting in serious
injury or death.

When using this machine as a crane, do
not try to pull out the stump from the ground.
The load acting on the machine in this
application is completely unknown.

Do not allow anyone to stand on or under
the hoisted object, or approach the work

area.

Please pay attention to flying objects
This machine is not equipped with protective
equipment to protect the operator from flying
objects. Do not use this machine in
dangerous places where the operator may

be hit by flying objects.
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Precautions when towing

vvnen towing, improper operaton,

incorrect use of cables, or improper
inspections can cause serious injury or
death.

It is dangerous if the cable breaks or
splits. Use a wire rope that matches the
traction.

Do not use kinked, twisted or damaged
cables.

Do not suddenly put a heavy load on the
rope.

When handling the rope, wear safety
gloves.

Make sure that there is an operator on
the towing machine and the machine being
towed.

Do not tow on slopes.

When towing, no one should approach
the rope.

Please refer to the section "Towing" for

more information on instructions.
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Operate the machine with the maximum
track width

»
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When configuring a retractable chassis,
always operate the machine at the
maximum chassis width of 1380 mm in
order to maintain the stability of the
machine to the greatest extent. If the
machine is operated when the chassis is
shrunk to its narrowest width (1140 mm),
the machine may tip over due to its poor
stability.

If the machine must be operated with a
narrow width chassis (1140 mm), the
working device should be stowed, the
boom should be lowered to lower the
center of gravity, and the machine should

be kept facing the front before walking.
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Precautions when stopping

Safe parking

ABTADSE

® Park the machine on a level, firm and

safe ground. Set the parking device.
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® |f you must park or tilt the machine on a
slope, park the machine firmly and
prevent it from moving.

® When parked on the street, grilles,
warning signs, lights, etc. should be used
to make the machine easy to see even at
night and avoid collisions with other

vehicles.

1-24
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Before leaving the machine, do the

following: Lower the bucket and dozer

to the ground. Raise the safety lock

lever to the locked position. Stop the

engine and remove the start key. Lock

the cab and cover, and take the key.
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Precautions when
transportation

Safe loading and unloading of

machines

15°EE B/

i) at:

AGTFOHPC
2

may overturn or fall. Please take the
following safety measures: Choose a solid
and level ground and keep a sufficient
distance from the road shoulder. Fix a slope
of sufficient strength and size to the truck
bed. The slope of the slope must not exceed
15°. If the slope is bent down too much,
please use pillars or pads for support. Never
use working devices to load or unload the
machine. Doing so may cause the machine
to overturn or fall. Keep the truck
compartment and the loading slope clean,
free of oil, ice, snow, and other foreign
objects to prevent the machine from sliding.
Clean the tracks. Cock the wheels of the

1-25

transporter to prevent movement. When
loading and unloading the machine,
please follow the signal of the signalman
and walk slowly at a low speed. It is not
allowed to change the course on the
slope. Do not turn/swing on an inclined
surface. The machine may tip over.
When turning/swinging on a truck, the
footing may not be stable enough, so
proceed slowly. If possible, lock the cab
door after loading. Otherwise, the door
may open during transportation. Use
wedges to secure the track, and then use
cables or chains to fasten the machine to

the truck compartment.
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Safe hoisting machine

Master and use correct lifting gestures.

Check the lifting equipment every day to see

if any parts are damaged or missing, and
replace if necessary. When hoisting, please
use a cable that can lift the weight of the
machine. Follow the procedure described to
hoist the machine. Do not operate in any
other way, otherwise it may cause the
machine to become unbalanced. Please
refer to the section "Hoisting the Machine"
for more instructions. Do not hoist when
there are operators on the machine. When
hoisting, please proceed slowly to prevent
the machine from overturning. Keep all
personnel away from the work area when
hoisting. Do not move the machine above

people's heads.
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Safe transport of machines

When transporting the machine, you
should understand and follow the
applicable safety regulations, vehicle
codes, and traffic rules. The length, width,
height and weight of the transport truck
after loading the machine should be
considered to select the best transport
route. Do not start or stop suddenly or
drive at high speed during transportation.
Otherwise, the loaded machine will move

or lose its balance.
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Precautions for maintenance

Identifies a "do not operate"” warning
message

When inspecting or maintaining the

machine, if an unauthorized person starts the
engine or touches the control, it may cause
serious injury.

Before performing maintenance, turn off the
engine, remove the key, and carry it with

you.

Mark the "do not operate" warning message
in a conspicuous place such as the start
switch or control lever.

Use the right tools

AJGTADES

Do not use damaged or degraded tools or

tools designed for other purposes. Use tools

suitable for related tasks. 1-27

Regularly replace safety-

critical components

Replace the fuel hose regularly. Fuel
hoses will wear out over time, even if they
have not yet shown any signs of wear.
Replace it as soon as symptoms of wear
are found, regardless of the replacement
schedule. For more details, please refer

to the "Safety Critical Parts List" section.

Explosion-proof lighting

AGETADET
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coolant or battery electrolyte, use
explosion-proof lights to prevent fire or
explosion. Otherwise, an explosion may

occur, causing serious casualties.
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Always keep the machine clean
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Flease clean e macnine perore
maintenance

Turn off the engine before cleaning the
machine. Cover the electrical parts to
prevent water from entering. Water in
electrical components may cause short
circuits or malfunctions. Do not clean the
battery, electronic control components,
sensors, connectors or cab with water or
steam.

Turn off the engine before maintenance
When the machine is running, or when the
machine is not running but the engine is
running, avoid lubricating or continuing to
adjust the machine.

If maintenance must be performed while
the engine is running, two people should be
arranged to work in a team and maintain
communication with each other.

One person must sit in the driver’s seat
so that the engine can be turned off

immediately if necessary. This person must

1-28

pay special attention not to touch the control
lever or pedal, except when needed.

The other person performing maintenance
needs to keep his body or clothing away

from the moving parts of the machine.

It is strictly forbidden to enter by

unauthorized persons

AGTADES)

During opéfétion, do not allow unauthorized
personnel to enter the work area. Please be
careful when grinding, welding or using a
hammer. You may be injured by flying debris
from the machine.

Work area preparation

Choose a stable and flat work area.

Ensure proper lighting conditions. When
working indoors, ventilation should be
ensured.

Remove obstacles and dangerous goods.

Eliminate slippery areas.
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Keep away from moving parts
. »
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Keep away from all rotating and moving
parts. If a hand or tool gets stuck in a rotating
or moving part, it may cause serious injury or
even death.

If tools or other objects are thrown or
inserted into the fan or fan belt, these objects
will be smashed or shredded. Do not throw
or insert anything into the fan or fan belt.
Firmly fix the machine or any parts

that may fall

AGTADTI
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under the machine, all movable working

devices should be lowered to the ground or

in the lowest position.

Fix the track.

If you must work under a lifted machine or

equipment, always use wooden blocks, jacks

or other strong and stable supports for fixing.

Before it is firmly supported, it should not
1-29

be under the machine or working
equipment. This procedure is especially
important when working with hydraulic
cylinders.

Stabilize working devices

To prevent accidental movement of the
machine when repairing, replacing bucket
teeth or side teeth, the working device
should be firmly fixed.

Hold the engine cover firmly when
you open it

Before working inside the machine, be
sure to fix the engine cover. Please keep
the engine cover or cover closed in windy
weather or when the machine is parked
on a slope.

Place heavy objects in a stable
position

In the process ot disassembly or
installation, when you need to temporarily
place heavy objects or accessories on the
ground, be sure to place them in a stable
place. Keep unauthorized persons away
from places where such items are stored.
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Precautions for refueling
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No smoking or open flames are allowed

when refueling or near the refueling point.

When the engine is running or has not yet
cooled down, do not remove the fuel tank
cap or refuel. Do not spill fuel on the hot
surface of the machine.

Fill the fuel tank in a well-ventilated area.

Do not fill up the fuel tank. There should be
room for oil expansion.

Spilled fuel should be wiped clean
immediately.

Tighten the fuel tank cap securely. If the
fuel tank cap is lost, only use the original cap
to replace it. Using an unauthorized and
poorly ventilated fuel tank cap will cause
internal pressure in the fuel tank.

Do not use fuel for cleaning.

Use the corresponding fuel according to
the season.

Handling of hoses
Leaking lubricating oil or fuel can cause a
fire.

1-30

Do not twist, bend or hit the hose.
Do not use twisted, bent or cracked
pipes, metal pipes or hoses; otherwise,

bursts may occur.
Retighten the loose joint.
Be careful when handling high

temperature and high pressure

parts
ahitsshbin
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machine to cool down before performing
maintenance.

The engine, exhaust pipes, radiators,
hydraulic pipes, sliding parts and many
other parts of the machine are very hot
when the engine is just turned off.
Touching these parts can cause burns.
Engine coolant, hydraulic oil, and other
oils are also under high temperature and
pressure.

Be careful not to touch the hydraulic oil
when loosening the engine cover or plug.
Operating the machine in this situation
may cause scalding or injury due to the
spray of hot oil.
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Be careful when handling high

temperature and high pressure parts

AGTA0AZ

When the cooling water is hot, do not

remove the radiator cap or drain plug. Turn
off the engine and wait until the engine and
cooling water cool down. Then slowly loosen
the radiator cap to relieve the internal
pressure, and then remove it.
Be careful of hydraulic oil internal
pressure
After the engine is turned off, the pressure in
the hydraulic tubing will be maintained for a
long time.

The internal pressure should be completely

relieved before maintenance operations.
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The high pressure of hydraulic oil can pierce

1-31

the skin or eyes, causing serious injuries,

blindness and even death. Remember

that the hydraulic oil seeping from the
small hole is almost invisible to the naked
eye. When checking for leaks, wear
goggles and thick gloves, and use
cardboard or plywood to protect your skin
to prevent damage from the hydraulic oil
spray.

If hydraulic oil soaks into the skin, it must

be removed surgically by a doctor familiar

with such injuries within a few hours.

Before working on the hydraulic

system, release the pressure

Before the hydraulic system is

depressurized, if the cover or filter is

removed or the pipe is disconnected,
hydraulic oil may be sprayed.

o Loosen the vent plug slowly to
relieve the pressure in the fuel
tank.

[ When removing a plug or screw or
disconnecting a hose, stand on
one side and loosen it slowly to
gradually release the internal
pressure before removing it.

° The oil or oil plug may be sprayed
out due to the pressure in the oil
tank of the traveling motor. Please
loosen the oil plug slowly to

release the internal pressure.
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Beware of high-pressure grease
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under high pressure. If you do not follow the
procedures specified below when adjusting
the tension, the grease relief valve may fly
out and cause injury.

eNever loosen grease fittings.

eSlowly loosen the grease relief valve. Do
not turn it more than one revolution.

eDo not put your face, arms, legs or body in
front of the grease relief valve.

olf no grease flows out when the grease
relief valve is loosened, the valve is
malfunctioning. Please contact Kenshi

Heavy Industries service agent for repair.

1-32

Do not disassemble the track

tensioner

AGTADET|
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powerful spring. When the cover belt
tensioning device is accidentally
disassembled, the spring will pop out,
causing serious injury. Do not
disassemble the cover tape tensioning

device.

Be careful of flying debris when

using a hammer

When using a hammer, pins or metal

chips may splash around. This may cause

serious injury.

° When hitting hard metal parts such
as pins, bucket teeth, side teeth or
bearings with a hammer, please
wear protective equipment such as
goggles and gloves.

) When hitting pins or bucket teeth,

make sure that no one is around.
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Operating accumulator
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nitrogen stored in the accumulator. If not
handled properly, the nitrogen gas may
explode and cause serious injury. Please
strictly observe the following safety

measures:

Do not disassembile it.
eDo not approach an open flame or throw

it into a fire source.

eDo not drill, weld or melt it.

Do not subject it to physical shock, such
as knocking, rolling or dropping.

eBefore processing the tank, the sealing
gas must be discharged. If you need help,
please contact Ken Stone Heavy Industry

Service Agent.

1-33
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Disconnect the battery cable
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performing electronic system work or electric
welding. Disconnect the negative (-) cable
first. When reconnecting, connect the
negative (-) cable last.

Be careful when handling the battery
eThe battery contains sulfuric acid, which
can damage the eyes or skin if touched
accidentally. If it gets into eyes accidentally,
rinse immediately with clean water and seek
medical attention immediately. If swallowed
accidentally, drink plenty of water or milk and
seek medical attention immediately. If the
sulfuric acid touches the skin or clothes,
wash it off immediately with plenty of water.
eWear goggles and gloves when handling
the battery.

eThe battery can generate flammable
hydrogen gas, which may cause an
explosion. Keep away from fire sources such
as open flames, sparks or lighted cigarettes.
eWhen checking the electrolyte level, use a
flashlight.

1-34

eBefore checking or disposing of the
battery, make sure to turn off the start
switch to stop the engine.

eBe careful not to let metal tools or any
metal objects touch the electrodes and
cause a short circuit.

e An electric spark will be generated when
the electrode is loose. Be sure to tighten
it.

eMake sure that the battery cap is
securely closed.

eWhen the battery is frozen, do not
charge or start the engine across;
otherwise, an explosion may occur. Heat
the frozen battery to 15C before use.

eDo not use the battery when the liquid
level is below the lower limit. Otherwise, it
will accelerate the internal aging of the
battery and shorten the battery life. It can
also cause rupture (explosion).

eDo not add distilled water above the
upper limit. Otherwise, the electrolyte will
leak out. Contact with the liquid can
damage the skin or corrode machine
parts.

oClean the area around the electrolyte
level line with a damp cloth and check the
level. Do not clean with a dry cloth;
otherwise it may cause static electricity to

accumulate, burn or explode.
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Regular replacement of safety-critical
components

eTo ensure that the machine can be used
safely for a longer period of time, regular
refueling, inspection and maintenance
should be carried out. To improve safety,
please replace safety-critical parts such as
hoses and seat belts regularly. For more
details, please refer to the "Regularly
Replaced Safety Critical Parts" section.
eRegularly replaced safety-critical
components” refer to components that are
aged, worn and functionally degraded after
repeated use, and the performance of such
components will change over time. These
characteristics of such components may
cause serious mechanical damage or
Personal injury, and it is difficult to judge the
remaining service life based on visual
inspection or operating feel.

eOnce any damage is found during visual
inspection of its appearance, please replace
the "regularly replaced safety-critical
components”, even if the specified
replacement interval has not been reached.
Use battery charging cable to jump
start

eWhen using the battery charging cable to
start the engine, be sure to connect the cable

according to the correct steps below.
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Incorrect cable connection can cause
discharge and battery explosion.

eDon't let the "problem machine" and the
"rescue machine" touch each other.

eDo not connect the positive (+) and
negative (-) clamps of the battery
charging cable together or touch the
machine.

eWhen connecting, first connect the
positive pole of the battery charging cable
to the positive (+) terminal. When
disconnecting, first disconnect the
negative cable from the negative (-)
terminal (grounding terminal).

eBe sure to connect the cord clamp
securely.

eConnect the last clip of the battery
charging cable to a place as far away
from the battery as possible.

eWhen using the battery charging cable
to start the engine, you should always
wear goggles and gloves.

eUse battery charging cables and clamps
that are sized for the battery capacity. Do
not use damaged or corroded battery
charging cables and clamps.

eMake sure that the battery of the "rescue
machine" has the same capacity as the

battery of the "problem machine".
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Please entrust Ken Stone Heavy
Machinery Service Agent for welding
repair

When welding operations must be
performed, qualified personnel must do it in a
well-equipped workplace. In order to prevent
damage to any part of the machine due to
excessive current or electric sparks, please
observe the following matters.

eDisconnect the battery wiring before
welding.

Do not continuously apply a voltage of
200V or more.

eThe grounding point must be connected
within 1 meter from the welding part. Do not
connect the ground terminal near the
electrical control device/instrument or
connector.

eEnsure that there is no seal or bearing
between the welding part and the ground
terminal.

Do not connect the ground terminal around
the pin or hydraulic cylinder of the working
device.

eWhen welding the machine body,
disconnect the connector of the electric

control device before the operation.
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Vibration experienced by the operator
The test results of the vibration transmitted
by the machine to the operator show that the
operator's upper limb vibration is lower than
2.5 m/s?, while in the seat part, the body
vibration is lower than 0.5 m/s2.

Vibration and ear noise:

A-Weighted emission sound pressure level
at the operator's position measured
according to work cycle procedures specified
in “ISO 6396 “is 78dB(A),

The hands and arms are exposed to a
weighted root mean square acceleration that
is less than 2.5 m/s2.

The body is exposed to a weighted root
mean square acceleration that is less than
0.5 m/s2.

Mesurements are obtained on a
representative machine using the procedures
in the following standards:

"ISO 2631-1"

"ISO 5349-1"

"ISO 5349-2"

Inspection after maintenance

eSlowly increase the engine speed from low
idle speed to the fastest speed, and check if
there is any oil or water leaking from the
repair parts.

eOperate the control levers to check whether

the machine is operating normally.
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Waste disposal

AGTADEI

TV UUI U LU UUIHIUUL UV YTURULY Vi

discharged from the machine in a
container. Improper disposal of waste oil
can cause harm to the environment.
eWhen handling hazardous materials
such as lubricating oil, fuel, coolant,
solvents, filters, and batteries, please

follow applicable laws and regulations.

Disposal of hazardous chemicals
Direct contact with hazardous chemicals
can cause serious injuries. Hazardous
chemicals used in this machine include
grease, battery electrolyte, coolant, paint
and adhesives. Please handle hazardous

chemicals carefully and properly.

1-37
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Safety signs

In order to ensure the safety of operators and workers around the work area,
the following safety signs (marks) should be placed on certain parts of the
machine. Carry this manual and walk around the machine to check the
content and placement of these safety signs. Review these signs and
operating instructions in this manual with your machine driver.

eSafety signs should be kept clean, clear and easy to identify. If any safety
label falls off or becomes damaged or becomes illegible, replace it with a new
label. Please provide your product serial number when ordering a new label
from a Kenshi Heavy Industry service agent.

eWhen parts with safety labels are replaced, new labels should be posted on

the new parts.

1-38
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1. This sign indicates that the
hydraulic quick changer is
installed and the bucket can
easily touch the cylinder guard
plate.

A FECAUTION

M, 28
o MR AT .
Tows Dokl nalilkad gl ok D,
Diekcl Kl e | Nl e Eroteotion
olane of 1 oot clnder.

3. I_)anger
Please do not stand in the working
area.

TfEREASENA

* WORK RANGES [T STAND
PECPLE TO FORBID

5. Lift direction
When lifting, please work in the
direction shown in the figure.

2. Safety distance
Do not approach or stand in the
working area of the machine.

i
J
-

A

4. Warning

1. If you use incorrect methods to
operate or maintain this machine, it will
cause physical injury or death.

2. Before operating the machine, be
sure to read and understand the
operation manual that comes with the
machine.

3. Ensure that all safety facilities are in
place and effective.

4. Before operating the machine,
please wear a seat belt.

A T F

1 LR T L MR 5 R TR HLES,
SR HEAL

2, FE TR0 AR, o TP ETREY BT
EniEEFEm.

3 KR A2 M B R

4, AT, EEET .
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6. Warning

If a bucket that is wider than the
standard is installed on the machine,
the cab may be damaged when the
cantilever is at the maximum left
deflection position.

A = =
= =
MR TR TIRENAT

&, HEStaRAIESES,
A iE .

8. Safety measures when the
machine is lifted

When the machine is raised, fix it with
pads or supports.

Do not work under the lifted machine
when the machine is not fixed with any
support.

11. Please clean the radiator
regularly.

M A £ (Cleaning Radiator)

00 SR —R R
Rariator Glaanng Inbervat
Operalion for 5106
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7. Attention

The hydraulic oil tank must
maintain a certain pressure to
prevent damage to the pump.

See the instructions on the
operating manual

AFE B

MEAE S A EF—EN
EF, IR EHET.
HMEITFENLEBF.

9. Splashproof

LL]

10. Caution

A EE CAUTION

| BREEH WE TOP FARL,
FHEEER =T,

Please place TOP® up when fixng
the covar, and keap close of the three
bk

2. iR LT R T R A
&, RIS TE.

Ensure the draining vake Tumofi
when the machine stopsiif damaged,
pleasa change it in time.
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12. Caution

A EE CAUTION

HhAREE B S D s R ]

Canlin: s harsil I whike the Fpcraln el lempendoezis e 230
BT Viormng Lp s
SR R

1.3 C5d R e erging o b idiog T Golatae
MR RNADREL 228 F Spesd walheidiog o oxesls buhs s o d
mnies

SEGRERAEQN. o P4aERSTE ALSA NS MERN AT AR R
FIHFAROF—50 ERTE Ruatha andlae & tha high 2 peas oerala thi
Eoom cennonchel mveram meensaang an ey Jocmke the mensvaly smeeeal
Ties 1veac s movemant: e el worauic ol lemparslira s Sooen 2510 then
thzvwamng uo nxcmlicncampal=y

14. Safe lock

16. Safety distance
Do not approach or stand in the
working area of the machine.

1-42

13. It is strictly
forbidden to
support the
operating handle
and walking
joystick when
getting on and off
the vehicle,
otherwise it will
cause damage to
the parts.

FE TR T e
e S, BRI TEE
Srncding L Ve b iy
Crara AN e
arm e el
2 aPu DA

15. For risks caused by rotating
parts, please shut down before
inspection and maintenance.

& ()
b
STOP

o

17. This symbol
indicates that if the
radiator or
hydraulic oil tank is
opened when it is
not cold, there may
be a risk of burns
due to the hot water
or oil sprayed out.
Let the radiator or
hydraulic oil tank
cool down before
opening the cover.
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18. Caution

A CAUTION

Risk of explosion if
battery is misused!
Please use according
to the user manual!

19. Danger

A fE% DANGER

baltnise shoukd b i pmasd of sexonding bn tee
Tooal ernriorriasbal naguialiors.

wilh powa

e 10 bl Irecrviete. It piaetl ve DL Ipiasoid of v
Doy, should G0 o lolw:

1.om walnr wazh the shin

Lumm acxin o bl i neutralies tha

20. Caution

ity
S waler o wash sbout 10-18 minuiss wnd
[umry i

A IE CAUTION
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25. Fixed point 28 Hydraulic oil
P A . H;_
A E#
Hydraulic Oil
A HI7AE
Culily: HOZ46-1
SANR: Ifrahme 2,
| (il chenga Imenel - Cpersiior
26. Diesel tank | PR
29 Caution
‘3T
SR A EE CcauTION
DMESEL DL TANK
U]
AR WA ERE, iRt
.‘.‘%i.P.'L AU | E T
A, IvFF H:
i
- 27. Diesel tank ' o o 1

30 Hydraulic oil tank

HEBE

VTS Pl LI 04 TRk b

IE YB-NaG R ER

e £3 o oz

Diesel-oil tank 31

AN BAEAREN:

Pleass usa the pure diesakoil:

ARIE { 20%)

Mo.0 or Mo 10 {=0T)

-10R-208- K8 <0T)

Ko, —10 or No.—20 or No. 35 (£0T3) —

, o — i ‘;’-— -"&
\7 §

BEaREiRmry, ZEySss
Yok B @it o Sadaue ol ee s

= il
- S i
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32.EScape

'—'{n.lull

HER RSP
push the broken glass

TH BT R
ugse hammer o break glass

33. Maximum side angle 10°

Please pay special attention when
crossing slopes and operating on
uneven ground. If the side angle is
greater than 10°, the machine will roll
over. When operating the machine,
always adjust the chassis to the
maximum width. When the chassis is
at the narrowest width, it is only used
when crossing narrow passages.

bt =
"I =
i e
L R ]
1
EFULEART TTINEL A,
i EBRN T LT 3

_E'H'I' Lact of EEIHE 2
MEEEET 'I'!,"I:IE“E'W

36. Wiper anti-collision warning

A EE cauTion

g*&'ﬂ?&*&
l‘&'l_‘f__\@\

N

T | BT AR

Bever felch B ot gor whan keverlty
the windahicke,

1-45

34. Keep a certain distance between
the boom and the bulldozer.

When the boom is lowered, be careful
not to let the boom touch the blade.

35. Front window lock warning

/

37. The danger caused by the
bottom bolts flying out of the
weight adjuster. To ensure safe
and correct operation, be sure to
read the operation manual before
adjusting the weight adjuster.
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38. Fan beater warning

=
)
]

39. This symbol indicates that contact
with heated parts such as engines,
pumps, or exhaust pipes during
operation or just after the operation
may cause them to be uncooled.

¥

40. Risk of electric shock

1-46

41. This symbol indicates that
getting involved in the steering belt
can cause a risk of injury. During
maintenance or repair work, make
sure that it stops rotating

completely.
S
Jeo
3 A
STOP
42. Boom
@
L > 4
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43. Noise in ears

DO Lra

19

44. Hearing protection signs

45. Escape

1-47
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1. This sign indicates that the
hydraulic quick changer is
installed and the bucket can
easily touch the cylinder guard
plate.

A FECAUTION

M, 28
o MR AT .
Tows Dokl nalilkad gl ok D,
Diekcl Kl e | Nl e Eroteotion
olane of 1 oot clnder.

3. I_)anger
Please do not stand in the working
area.

TfEREASENA

* WORK RANGES [T STAND
PECPLE TO FORBID

5. Lift direction
When lifting, please work in the
direction shown in the figure.

2. Safety distance
Do not approach or stand in the
working area of the machine.

i
J
-

A

4. Warning

1. If you use incorrect methods to
operate or maintain this machine, it will
cause physical injury or death.

2. Before operating the machine, be
sure to read and understand the
operation manual that comes with the
machine.

3. Ensure that all safety facilities are in
place and effective.

4. Before operating the machine,
please wear a seat belt.

A T F

1 LR T L MR 5 R TR HLES,
SR HEAL

2, FE TR0 AR, o TP ETREY BT
EniEEFEm.

3 KR A2 M B R

4, AT, EEET .
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6. Boom

=
0

[

8. Safety measures when the
machine is lifted

When the machine is raised, fix it with
pads or supports.

Do not work under the lifted machine
when the machine is not fixed with any
support.

11. Please clean the radiator
regularly.

A e 4 2 (Cleaning Radiatar)

00 SR —R R
Rariator Glaanng Inbervat
Operalion for 5106
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7. Attention

The hydraulic oil tank must
maintain a certain pressure to
prevent damage to the pump.
See the instructions on the
operating manual

AFE B

MEAE S A EF—EN
EF, IR EHET.
£ AT EFSEET.

9. Splashproof

LL]

10. Caution

A EE CAUTION

| BREEH WE TOP FARL,
FHEEER =T,

Please place TOP® up when fixng
the covar, and keap close of the three
lacks

2. iR LT R T R A
&, RIS TE.

Ensure the draining vake Tumofi
when the machine stopsiif damaged,
pleasa change it in time.
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12. Caution

A EE CAUTION

HhAREE B S D s R ]

Canlin: s harsil I whike the Fpcraln el lempendoezis e 230
BT Viormng Lp s
SR R

1.3 C5d R e erging o b idiog T Golatae
MR RNADREL 228 F Spesd walheidiog o oxesls buhs s o d
mnies

SEGRERAEQN. o P4aERSTE ALSA NS MERN AT AR R
FIHFAROF—50 ERTE Ruatha andlae & tha high 2 peas oerala thi
Eoom cennonchel mveram meensaang an ey Jocmke the mensvaly smeeeal
Ties 1veac s movemant: e el worauic ol lemparslira s Sooen 2510 then
thzvwamng uo nxcmlicncampal=y

14. Safe lock

16. Safety distance
Do not approach or stand in the
working area of the machine.

1-51

13. It is strictly
forbidden to
support the
operating handle
and walking
joystick when
getting on and off
the vehicle,
otherwise it will
cause damage to
the parts.

FE TR T e
e S, BRI TEE
Srncding L Ve b iy
Crara AN e
arm e el
2 aPu DA

15. For risks caused by rotating
parts, please shut down before
inspection and maintenance.

& ()
b
STOP

o

17. This symbol
indicates that if the
radiator or
hydraulic oil tank is
opened when it is
not cold, there may
be a risk of burns
due to the hot water
or oil sprayed out.
Let the radiator or
hydraulic oil tank
cool down before
opening the cover.
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18. Caution

A CAUTION

Risk of explosion if
battery is misused!
Please use according
to the user manual!

19. Danger

A fE% DANGER

baltnise shoukd b i pmasd of sexonding bn tee
Tooal ernriorriasbal naguialiors.

wilh powa

e 10 bl Irecrviete. It piaetl ve DL Ipiasoid of v
Doy, should G0 o lolw:

1.om walnr wazh the shin

Lumm acxin o bl i neutralies tha

20. Caution

ity
S waler o wash sbout 10-18 minuiss wnd
[umry i

A IE CAUTION
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25. Fixed point 28 Hydraulic oil
P A . H;_
A E#
Hydraulic Oil
A HI7AE
Culily: HOZ46-1
SANR: Ifrahme 2,
| (il chenga Imenel - Cpersiior
26. Diesel tank | PR
29 Caution
‘3T
SR A EE CcauTION
DMESEL DL TANK
U]
AR WA ERE, iRt
.‘.‘%i.P.'L AU | E T
A, IvFF H:
i
- 27. Diesel tank ' o o 1

30 Hydraulic oil tank

HEBE

VTS Pl LI 04 TRk b

IE YB-NaG R ER

e £3 o oz

Diesel-oil tank 31

AN BAEAREN:

Pleass usa the pure diesakoil:

ARIE { 20%)

Mo.0 or Mo 10 {=0T)

-10R-208- K8 <0T)

Ko, —10 or No.—20 or No. 35 (£0T3) —

, o — i ‘;’-— -"&
\7 §

BEaREiRmry, ZEySss
Yok B @it o Sadaue ol ee s
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33. Maximum side angle 10°

Please pay special attention when
crossing slopes and operating on
uneven ground. If the side angle is
greater than 10°, the machine will roll
over. When operating the machine,
always adjust the chassis to the
maximum width. When the chassis is
at the narrowest width, it is only used
when crossing narrow passages.

b e
"I =
R

LR ]
127
LT R EFE T, i
PR, EBERRMTAF L, T
[E At LR L e Jl ok
M R TSR

34. Keep a certain distance between
the boom and the bulldozer.

When the boom is lowered, be careful
not to let the boom touch the blade.

1-54

35. Noise in ears

VOU Lea

82 dB

36. Hearing protection signs

37. The danger caused by the
bottom bolts flying out of the
weight adjuster. To ensure safe
and correct operation, be sure to
read the operation manual before
adjusting the weight adjuster.

L]




ailcly

m Safety signs

38. Fan beater warning 41. This symbol indicates that

getting involved in the steering belt
can cause a risk of injury. During
maintenance or repair work, make

g sure that it stops rotating
$ completely.

39. This symbol indicates that contact
with heated parts such as engines,

pumps, or exhaust pipes during [

operation or just after the operation 4' . .’s

may cause them to be uncooled. S r
STOP

¥

40. Risk of electric shock

1-55
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1. Cab

2.A/C

3. Hydraulic oil tank
4. Diesel tank

5. Walking motor

6. Drive wheel

7. Track rollers

8. Drag chain board
9. Track

2-2

10. Boom-swing cylinder

11. Dozer cylinder
12. Dozer

13. Bucket

14. Bucket cylinder
15. Arm

16. Spare oil circuit
17. Arm cylinder
18. Boom

19. Boom cylinder



1. Boom-swing pedal

2. Walking pedals

3. Safety lever

4. Left operating joystick
5. Breaker control button
6. Glass water switch

7. Wiper switch

8. Headlight switch

9. Cigarette lighter holder
10.Radio adjustment panel
11.Rear air outlet

12.Temperature adjustment knob

2-3

13.Heat button
14.Cold air button

15. Air circulation switch button

16. Wind speed adjustment knob
17. Bulldozer operating handle
18. Instrument panel

19. High and low speed switch
20.Start switch

21.Throttle adjustment lever
22.Right operating handle

23. Speaker button

24. Front air outlet



RH25C

Upper frame

1. Roll cage

2. Hydraulic oil tank
3. Diesel tank

Chassis

4. Walking motor

5. Drive wheel

6. Track rollers

7. Drag chain board
8. Track

2-4

Working device

9. Dozer

10.

11

Dozer cylinder

. Boom-swing cylinder
12
13.
14.
15.
16.
17.
18.

Bucket

Bucket cylinder
Arm

Spare oil circuit
Arm cylinder
Boom

Boom cylinder
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. Boom-swing pedal

. Walking pedals

. Safety lever

. Breaker control button

. Left operating joystick

. Bulldozer operating lever
. Instrument panel

. Start switch

9.

High and low speed switch

10.Throttle adjustment lever

11. Right operating joystick

12.Horn button

13.Cigarette lighter holder
14.Headlight switch

2-5
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Start key

The starter key is used to start the engine.

Repair cover

CAUTION

When opening the cover, make sure
that the safety lock lever is in the
locked position and the engine is
stopped.

Rear access cover

2-6

Open

1. Insert the start key into the lock hole,
turn it clockwise, press the lock cylinder,
hook your finger on the lock handle, lift
the rear inspection cover to the highest
point, and start inspection after the limit
shaft (2) works.

Close

1. Lift the access cover (1), manually lift
the limit plate (2), and release the limit
plate slot from the limit shaft. At the same
time, lower the access cover and close
the access cover (1).

2. Insert the key and turn

counterclockwise to lock the access cover

(1)
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Cover

Fuse box

The box is used to protect the power system

from overcurrent.

Open the access cover (1) to access the
fuse box (2).

Open

1. Open the access cover (1),

2. While pushing the tab next to the fuse
cover, pull on the fuse cover (2).

Close

1. Push in the fuse cover (2) until the tab
clicks into place.

2. Close the access cover (1).

2-7
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2,

Left access cover
Open

1. Open the rear access cover (1) (refer to

the steps for opening the rear access cover);
2. Press down on the side door lock position
(4) with your right hand to unlock, and at the

same time pull outward with your left hand to

open the left door (2). After the lock tongue

groove is separated from the lock shaft, you

can release the finger pressing (4) and
continue to open. Left door to maximum or

desired position.

2-8

Close

1. Push the left door inward until you
hear a "click" to close the left
maintenance cover;

2. Close the rear access cover (1)
(refer to the rear access cover closing

procedure).

Open

1. Turn counterclockwise to loosen
the fixing bolt (2);

2. Turn counterclockwise to loosen
the fixing bolt (3);

3. Open the front access cover (1) by
turning it counterclockwise.

Close

1. Turn clockwise to close the front
access cover (1);

2. Turn the fastening bolts (2) and (3)

clockwise in sequence.
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Seat tray/upper access cover Close

1. Install the seat support plate/upper
access cover and tighten the fixing
bolts clockwise;

2. Hold the seat back and slowly flip
the seat backward ur'til you hear a

"click", indicating that the seat has

been locked by the limit lever. Please

1y

1. Hook your fingers on 'the seat limit fever also check to make sure that the seat
(1) and pull it forward. At the same time, hold can no |Onger be moved.
the back of the seat and flip the seat forward.

Y

o !-':'L: S e L W
2. Rotate the two fixing bolts of the upper
access cover (2) counterclockwise to remove
the upper access cover. After removing the
upper access cover, coolant can be added.
3. Rotate the four fixing bolts of the seat
support plate (3) counterclockwise to remove
the seat support plate. After removing the
seat tray, coolant and engine oil can be
added.

2-9
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Cover for fuel tank and hydraulic oil

tank
Caution

| A |

When opening and closing the cover,

please be careful not to get your hands

caught by the cover.

"'._ | (4
To add fuel, open this cover. 1 (2

Insert the key and turn it counterclockwise to (1 < m \

unlock the fuel tank cover. T '*"‘;\ R
Open

1. Open the cab side door (1) and upper
cover (2);

2. Rotate the fuel tank cap (3)/hydraulic
tank cap (4) counterclockwise and
remove it;

3. Add oil to the specified level.

Close
Oil f||||ng poh st 1. Rotate the fuel tank cap/hydraulic tank
Warning cap clockwise, close it and tighten it;
‘ A ‘ 2. Close the upper cover (2) and cab side

« When refueling the fuel tank, do not door (1) respectively and lock them.
smoke and keep away from heat or

open flames.

«The fuel should be refueled in a well-

ventilated place; when refueling, the

engine should be turned off.

«The spilled fuel should be wiped clean

immediately.

«Do not fill up the fuel tank, leave room

for oil expansion.

«Tighten the fuel tank cap firmly.
2-10
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{ Cab
Cab Lock and unlock
Cab door Insert the cab key into the lock
When opening and¥REN§he cover, cylinder (2) and turn counterclockwise
A ; y to unlock.
open the cab door until it is secured in the Open

latch, and check to make sure the door
cannot move any further. Fully open the cab
door and press the latch on the back of the
door to secure it in place. Be sure to lock the
door when getting on and off the machine

and during operation.

1. Hold the door handle (1), press the
lock cylinder button (2) with your
thumb, pull the handle (1) forward to
open the door; when opening the
door from the cab, you need to pull
the door opener (3) backward, and at
the same time Push outward to open
the cab door.

2. Open the cab door fully and press
firmly against the cab to secure it in

place.

1. Press the release button (4);

2. Close the unlocked side door.
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Emergency exit

Front window (excluding machines
with guards)

If you are trapped in the cab, get out of

the car with the front window open.

Front window

e When opening/closing the front
window, hold the handle firmly with both
hands. If your hand slips from the
handle, your head or hands may get
stuck.

e The front window may come close to
your head when opening or closing, be
careful not to hit your head with the
window.

e When you open the front window, be
sure to lock it in place with the locking
pins on the left and right sides, the
window may fall if it is not locked in

place.

2-12

1._PéHK I’I[he machine on flaf grouﬁrcjm
and turn off the engine;

2. Move the safety lock control lever
to the locked position;

3. Grasp the left and right handles (1)
and press the knob (2) with your
thumb to unlock;

4. Pull the front window (3) toward the
front of you and lift it upward at the

same time;

AT

5. Release your thumb on the knob
(2), then pull the front window (3) up
fully and lock the front window with

the locking pin (4)..
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Cab

W arning

vrrerr crosmdie worm wimow, ve careful

to do so gently to avoid hitting your head.

Sudden lowering of the front window may
result in personal injury or damage to the

front window.

Front lower window

L ‘ AGTEE

1 Srasp e ETano nygriciar
press the knob (2) with your thumb to unlock;
2. Pull the front window (3) downward, and at
the same time, slide it forward and slowly

lower it;

'y~ = G 7

3. Release your thumb from the knob (2),

then push the front window forward and lock

it with the locking pin (4).

2-13

Disassembly

1. Open the front window and retract
it toward the cab roof;

2. Slowly pull up the lower front
window glass (4) until it is completely
out of the slot;

3. Place in a safe place.
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i Cab

Sle windows

Open

1. Turn the locking bolt (5)
counterclockwise to unlock;

2. Press and hold the lock (6) to
disengage it and open the side window;
3. Turn the locking bolt (5) clockwise to
lock the side window.

Close

1. Turn the locking bolt (5)
counterclockwise to unlock;

2. Close the side window until you hear a
"click", then turn the locking bolt (5)

clockwise to lock the side window.

2-14

Safely hammer

The purpose of installing a safety hammer
is to enable escape from the cab in an
emergency. When escaping, use a safety
hammer to break the window glass.

e Be careful when breaking window glass
with a safety hammer to avoid injuring
yourself with glass fragments;

o Remove shards of glass from
windowsills to prevent yourself from
scratching yourself while evacuating.
Broken glass can fall from windows, so be
careful where you land and don't slide on

the glass.
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il Seat and seat belt

Seat 1. Adjust the seat to the operating position
‘ A Warning ‘ you want, sit upright on the seat and lean

Adjust and secure the seat (if equipped ~ Pack-

with high-end seats) 2. Pull the seat belt to the required length.

3. Make sure that the seat belt is not

twisted, and then insert the seat belt
tongue (A) into the bayonet (B) until you
hear a sound and lock it.

4. Please pull the seat belt to check

whether it is firmly locked, and put the

Adjust the seat ange = seat belt around your waist.

1. Stand up straight and sit back on the
seat. Loosen the seat belt

2. Adjust the backrest angle to the angle

you want through the knob handle (1).

Seat belt
Warning
| A |
Before starting the engine, be sure to
wear a seat belt 1. Grasp the seat belt tongue (A), and
then press the lock button (C) to release
Fasten seat belt the seat belt.

2.Retract the seat belt to the starting

position.

AL EIEE
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41*'3 Display

Main interface
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Display

Switch value display
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Display

Displays current engine operating temperature. The light grid display allows you to
understand the cooling water temperature more intuitively. If the pointer of the water
temperature gauge points to the white area, it means that the water temperature is
normal during operation; if the pointer of the water temperature gauge points to the red
area, it means that the water temperature is too high, and the engine water temperature
alarm icon displays and the monitor emits an audible alarm. At this time, you should stop
immediately or reduce the engine speed to idle speed and check the condition of the
cooling water. Water temperature parameters are read through CAN communication.

Fuel level display

Indicates the amount of fuel in the fuel tank. If the pointer points 10 a wnite ngnt grid, it
means that the fuel level is normal during operation; if the pointer points to a red light
grid, the fuel level alarm indicator flashes, and the monitor sounds an audible alarm, it
means that there is not much fuel left in the tank, and it should be checked and Refuel in

time.

2-19



control

@ Displa
-l

Precautions

This instrument is a waterproof instrument
with stable performance, simple and
generous, and is a smart instrument
specially developed for small excavators. In
order to ensure the stability of the data and
increase the life of the instrument. Please
note the following:
1. Do not disassemble the meter privately.
2. Do not violently hit or seriously injure the
instrument.
3. Avoid the appearance of trauma.
4. Keep the panel clean. If there are organic
solvents such as diesel and gasoline or
corrosive liquids, please wipe it clean in time
to prevent corrosion of the panel.
5. If you don't understand during use, please

contact the service staff in time.

2-20

After-sales service information

In the case of normal operation in
accordance with the instructions of the
manual, in the event of a failure, the
warranty can be provided free of charge
within the warranty period.

When repairing this product, please bring
the warranty and go to the sales point of
this machine to repair it.

In the following cases, repair costs will be
incurred:

1. When there is no guarantee.

2. Faults caused by incorrect use of this
machine or privately disassembling this
machine for repair or transformation.

3. Failure caused by the user's own fall
during transportation after purchase.

4. Failures caused by fires, earthquakes,
gas leaks, wind disasters, lightning,
abnormal voltages, etc.

5. This manual does not record the time
of purchase, the customer's name or the

text is modified.
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&1 Switch
Switch Whistle button
Start switch == T‘iﬂ, ."' :___1’;'

START
g
L J
The wnistie putton Is locafea at the top
||||puu @ane. wun L ll.lll“l_;llc Suai o nﬁ‘:ﬁum of the rlght ioyStiCk'
OFF to ON and then from ON to OFF Press this button to whistle.

frequently and repeatedly, otherwise it
may cause engine failure. Walking high and low speed
OFF......This position is used to stop the buttons

engine and to insert and remove the starter
key.

ON...... Engine running position. In this
position, all electrical installations are
operating.

START ...engine running position, turn the

key to this position, start the engine, release

the key, the switch will automatically returnto 1. Wheh te inaicator ngntis ont it means
the ON position. it is in a high-speed state.

2. Itis in a low-speed state when it is not
When the coolant temperature is too low, lit.
turn the key counterclockwise before
starting, hold it for 10-15 seconds, release it,
and then return to the ON position to start

the engine.
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@i Joystick and pedal

Joystick and pedal

Safety lock lever
Warning

* When performing operations that have
nothing to do with operating the working
device, you must lift the safety lock lever
to lock it, otherwise, touching any control

handle will cause the machine to move

suddenly, causing serious injury or death.

* When raising or lowering the safety lock
lever, be careful not to touch the lever.

* When leaving the seat, the safety lock
lever must be raised to the locked

position.

2-22

Throttle lever

%

Used to control engine épeed.

(A)...low speed
(B)...high speed
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Ll Joystick and pedal

i 4
i

Joystick

. Dozer lever
Warning

 Before starting operation, please double

check and determine the joystick mode
you are about to use.
* The machines described in this manual

use ISO mode

Use this lever to operate the dozer blade.
(A)...Pull back and lift the dozer blade
(B)...Push forward and put down the
' dozer blade.
‘ Chassis telescopic

Operating mode

& t1 o e
. * . l "\ P
b ""i"' o ¢ £ "'*"'-,{_' Press the blitton (C) on the tdp of the
lever and operate the lever at the same
- 3 time to control the extension and

contraction of the chassis.
(A\)...retract the chassis

(B)...extend the chassis
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fH  Joystick and pedal

OPIeas(:Leep the bulldozer in ont of the
seat before operating the walking
joystick/pedal. Remember, when the
bulldozer is behind the seat, the
operating direction of the walking
joystick/pedal must be opposite to when
the bulldozer is in front of the driver's
seat.

®Do not put your feet on the pedals when
the excavator is not walking. If you
accidentally step on the pedal during
work, the machine may suddenly move,

causing serious injury and death.

2-24

Boom swing pedal

The boom swing pedal is on the left side
of the seat. When the pedal is not in use,
the pedal is fixed with a protective cover.
When it is not fixed, accidentally stepping

on the pedal may cause an accident.

Stép on IS pedar 1o controi e swing of
the boom.
(A)...Boom swings to the right.

(B)...Boom swings to the left.
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Parts

rarts Air outlet
A/C 1. Front gir outlet
Warning 2. Rear air outlet

® Be sure to maintain adequate ventilation at

all times.
e Do not place flammable or explosive items

near the air outlet.
Air conditioning adjustment

panel

Operate
; ; Move the damper up and down or left
PSS T ) and right or rotate to adjust the direction

| . L and size of the airflow.
T B P TR T

1. Wina speea aajustment knoo

2. Warm air button

3. Cool air button

4. Circulation air button

5. Temperature adjustment knob

6. Temperature display
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Parts
Radio
-'"_"x i \ .". [ T, 25k . F"
[ TUNING [[[(kid) (o) |!:LK (= D) ]""
5 o L S e . /{I{':.—E“{\ =
i Pm ({{l@"}jl 9"‘:‘:
— | ﬁ |:|. - f‘_"‘-\l h e
-. S:[.Mﬂ EE}UE | = ['dvl}:i\% {i-’} ) 'USB |
Instructions e

™
Mode switching: Press m "to switch modes, radio-M P3-Bluetooth

Bluetooth connection: Bluetooth name: CARBT.

Clock: Press \7~/ to display the time. Press and hold \ :"L"I again for 2 seconds, then press

the volume button to adjust the hour. After pressing \ ;fk:‘-' 1gain, press the volume button to

adjust the minute. Press | :i".' again to end the adjustment.
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Auxiliary hydraulic circuit

The first/second auxiliary hydraulic circuit (if equipped)

TIIIIU auAlialy IIyU‘Ia‘.UIIb vlrouliL (1l cyuippcu)

Warning
| A |

If the pipeline is disconnected before the hydraulic system is depressurized, hydraulic

oil may be sprayed out.

® After the engine stops, please step on each auxiliary hydraulic pedal and the
second auxiliary switch several times to release the pressure in the circuit.

® Loosen the pipe plug slowly to reduce the pressure inside the hydraulic oil tank.

® When disconnecting the hose, stand aside and slowly loosen it, slowly releasing its

internal pressure before removing it.

2-27



oontrol
Parts

These pipelines transport the hydraulic oil
required to operate the breaker or other
working devices.

(1)... the first auxiliary hydraulic line

(2)... The second auxiliary hydraulic line

(8)... The third auxiliary hydraulic line

Shut-off valve
(S): Close
(0): open

Connect the hydraulic oil circuit

To connect the accessory hydraulic lines,
follow the procedure below:

1. Release the remaining pressure in the
pipeline, and then close the stop valve. For
details, please refer to "Release Residual
Pressure" on page 2-29.

2. Remove the plug.

3. Connect the accessory hydraulic pipes to
ports (a/c) and (b/d).

When installing the breaker, connect the oil
inlet to port (a) and the oil return port to port
(b).

4. Open the stop valve. When installing the
hydraulic breaker, open the shut-off valve
1).

5. When the connection is completed, drain
the air in the hydraulic pipe.

a. Start the engine and run it at low idlin%
2-28

speed for 10 minutes without load.

b. When the engine is running at low
idle speed, repeatedly operate the
hydraulic auxiliary switch (about 10 times)
to remove the air in the hydraulic pipe.

c. Stop the engine and wait at least 5
minutes until air bubbles escape from the
hydraulic oil in the oil tank.

6. Check for oil leakage.

Disconnect the hydraulic circuit

1. Release the remaining pressure in the
pipeline, and then close the stop valve. For
details, please refer to "Relieve residual
pressure" on page 2-29.

2. Disconnect the pipeline from ports (a/c)
and (b/d).

3. Install the wire plug.

Important: If applicable, please follow
the procedure described in the
accessory manufacturer's manual when

exhausting.

Relieve residual pressure

After using the auxiliary hydraulic circuit,
there is residual pressure in the circuit. This
is called residual pressure. Before
disconnecting the pipeline, release the
residual pressure.

When the engine stops, step on the pedal

several times from side to side.
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Before operation

Before operation
Up and down the machine
Warning

« Do not jump on or off the machine. Do
not try to get up or down the moving
machine.

« When entering or exiting the cab, first
fully open the door to the locked
position, and check to make sure that
the door can no longer move.

« When climbing up/down the pedals,
hold on to the armrests to support your
own weight and put your body in a
three-point balance position (hands and
feet).

« Never use the safety lock lever or lever

as an armrest.

3-2

Detour check

Before starting the engine for the first time
that day, perform a detour check once a
day.

For details, please refer to "Maintenance,

Detour check" on page 5-14.

Daily routine check

Before starting the engine for the first time
that day, perform a detour check once a
day.

For details, please refer to "Maintenance,
Daily Routine check" on page 5-16.



e, OPEration .
o, | Start and stop the engine

Start and stop the engine 5. Insert the key into the start switch, turn it

Before starting the engine to the ON position, and then perform the

) following checks:
1. Adjust the seat to a comfortable

operating position.

2. Fasten your seat belt. ' =

» All alarm lights are on for 1 second and

an alarm sound is emitted for 2

52 S = seconds. The meter also started to
e e

i | work. After 2 seconds, the oil pressure
3. Check and confirm that the safety lock

o " warning light (1) is on, and all other
lever is in the locked position.

lights are off.

» Check and confirm that the boom lights,

& 5 5 L e headlights and instrument lights are all
f on.
Teteg Vb ote s

E * '-"
If the light does not turn on or the alarm
~ {3

light does not sound, the bulb or wire may

4

. be damaged. Please contact Kenstone
levers and pedals are in the neutral

service agent for repair.

position.
OFF
L
P 23
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Start and stop the engine

Start the engine
Warning

| A |

® Clear all personnel from the work area.

® Sound the horn to warn people around

the machine.

Important: Do not run the starter motor
continuously for more than 15 seconds. If
the engine fails to start, please wait 60
seconds, and then try to start the engine
again.

Important: If the engine stalls due to fuel
shortage, add fuel, turn the key to the ON
position, wait for 60 seconds, and then
start. If the starter motor is operated for a
long time before enough fuel enters the
pipeline, the starter motor will fail to start.
Normal start

____..-5I.'--'.Pi-':- ~
1. Pull the thFotile Tevar to the mi

[oX

dle
position.
2. Turn the start key to the START position

to start the engine.

3-4

3. Release the key after the engine starts.
The key automatically returns to the ON
position.

4. Check and confirm that the warning light
has gone out

5. Return to the throttle lever and warm up
the engine. For details, please refer to

"Engine Warming" on page 3-5.

Start in cold weather

Warning

| A

Never use starter fluid on the engine, as it

may cause an explosion.

1. Pull the throttle lever to the middle

position.

.’_,.ul-'
K “FF-;—_,J.\

LI
RN
3

2. Rotate ne stan key counterciockwise to
the preheating position for about 10
seconds, and the indicator light will light up

during preheating.
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Start and stop the engine

3. Turn the key to the "ON" position, wait
until the instrument light goes out and the
buzzer stops, then turn the key

Go to "START" position.

4. Release the key immediately after the
engine starts, and the key will automatically
return to the "ON" position.

5. Check to make sure the alarm light is off.
6. Return the throttle control lever and
warm up the engine.

Please refer to "Engine Warming" for

details.

3-5

Turn off the engine

Important: When operating with heavy load
and high speed, do not suddenly shut down
the engine. Doing so may cause the engine
to overheat or become stuck. Never stop
the engine suddenly unless it is an

emergency.

1. Return the throttle control lever.
2. Let the engine idle for about 5 minutes

and then turn off the engine.

@\} e I{@ v
— c:? Vs - \\“:J
@ \ }@;'
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perate the machine

Operate machine

Joystick mode (ISO mode)
W arning

| A |

® Before starting the operation, please

double check and determine the mode
you are about to use.
® The machines described in this manual

use ISO mode

TE LCefttrack forward ﬁ

.ﬁ Left track backward == Right track backward
+

Arm out Boom down
le’

Arm out Boom up

Upper frame turn left Bucket digging

Upper frame turn right Bucket unloading

Dozer down

R 11570 |

G\ Boom swing to the left
-5,

* Boom swing to the right Dozer up
- o

»

@
>
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Operate the machine

E|ne warm-up (hydraulic oil)
Warning
S N

warming up (hydraulic oil) is very

dangerous, because the working device
cannot respond quickly to the control or
may move in unexpected ways, and the

safety device may not operate normally.
Therefore, be sure to warm up the

machine adequately.

Important: Avoid running the engine at full
speed before the end of the warm-up
period. The engine warm-up time should
not be too long (more than 20 minutes or
more). When idling is required, load the
engine from time to time or run the engine

at a medium speed.

Normal warm-up
1. Return to the throttle lever, and then run
the engine at low idle speed and no load for

5 minutes.

3-7

2. Fully lower the safety lock lever, release

the lock and lift the bucket from the ground.

3. Slowly operate each cylinder several

times under no-load conditions.

| ARTDONE
. \JIUVVIy W IciL anv IIHIII. ouvuiIdAl Uunivo.

e

.'\G!DN;l

5. vvalk siowly pack ana fOI’Iﬂ several umes.
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Opperate the machine

Warm up in cold weather

1. Perform the normal warm-up procedure.

AGTDO20|
2. Straighten all working devices and keep

them there.

But do not keep this state for more than
30 seconds.
3. Repeat step 2 until the bucket running

speed is normal.

3-8

Check after warming up
After the engine and machine (hydraulic oil)
are warmed up, please follow the steps

below to check and repair if necessary.

1. Clicun uiv waniiiy nyiie wiu nicwr o 4S
follows:

Are all warning lights off?

Is the water temperature meter LED light in
the green range?

2. Check whether the engine exhaust color,

sound and vibration are normal.

3. Raise the safety |62‘:k lever to the locked
position, and then check whether the

operation and walking levers are locked.
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L2 | Operate the machine

Operating walking joystick / pedal Move the machine back and forth
Warning 1.Turn the throttle control knob to the right

to increase engine power.

® Never allow anyone to enter the turning
radius and path of the machine.

® |ndicate your intention to move by
honking.

® There is a blind spot for viewing angle
behind the machine. Before walking
backwards, if necessary, you can turn

the cab to check the safety of the rear

and confirm that there is no one behind.

- “nd lower it

Ao F

® Before operating the walking to the ground 30 to 40 cm.

joystick/pedal, make sure that the

bulldozer is in front of the cab. Please

keep in mind that when the bulldozer is
located behind the cab, the operating
direction of the walking joystick/pedal 2

must be opposite to when the bulldozer Dy [I,dj.! i
is located in front of the cab. 30~40 cm 12 to 18 in)
de 12216 pu!g ) asrzs
® (Clear all obstacles in the path of the - THBE e Utnuuser.

machine. 5. Operate the walking joystick as follows.

3-9
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L

L AGTDEC
When the bulldozer is in front of the cab:

To go forward: Push the joystick forward.
To go backwards: Pull the joystick

backwards.

Walking at high speed

Warning
| A |

When walking at high speed and applying a

load greater than the set value, its speed
will automatically slow down to a low
speed. When the load is reduced, the
speed will increase and return to high
speed. It should be noted that the walking

speed varies according to load conditions.

When the bulldozer is behind the cab:

To go forward: Pull the joystick
backward.
To go backward: push the joystick

forward.

3-10

Press this button to switch between high

and low speed.
When this button light is on, it means

driving at high speed
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[, | Operate the machine

TurnTeft and right

AG?MZ?.
Turn left when stopping:

To make the front turn left: Move the right
joystick forward.

To make the rear turn left: Move the right
joystick backward.
To turn right, operate the right joystick in
the same way as the left joystick.

X

f

Turn left when walking:

e ik ]

When walking forward: Put the left
joystick in the middle position.

When walking backward: put the left
joystick in the middle position.
To turn right while walking, operate the right

joystick in the same way as the left joystick.

Rotate in place

me

\.@'

i
i
_l

Turn left in place:

Pull the left joystick back and push the
right joystick forward.
Turn right in place:

Pull the right joystick back and push the
left joystick forward.



_____Operation
[77| Operate the machine

Stop walking Caution

Warning | : A |
‘ A ‘ Unless there is an emergency, do not stop
® Park the machine on a level, firm and the machine in an emergency. Stop at the
safe ground. Set the parking device. If best time possible.

you must stop on a slope, you should

block the track with a wedge to prevent

the machine from moving. ‘::::—:Li i_-_f—__fj‘
® |f the safety lock lever is not locked and o Ea EB la]
accidentally touch any control handle, it ﬁf_— - I_,'ﬁ

will cause the machine to move "‘ ‘I

suddenly and cause serious injury or

death. - ATy
® Please note that even when the safety Slowly put the left and right walking
lock lever is set to the locked position, joysticks in the middle position. The

the bulldozer, boom swing and auxiliary =~ machine stops.
hydraulic control cannot be locked.
® Do not accidentally touch these

controls.

3-12
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Operating working device Rotating
Warning W arning
F1Y
® Before starting the operation, please Before rotating, check whether the
double check and determine which stick surrounding area is safe.

mode you are about to use.

® The machines described in this manual

use ISO mode.

%
e BE D
2OF
"E '}T; ﬂ ler ,{-@,-}E : IUIM (1€ Upper Irame 1o [né_léII_ZIVI::/‘:aI:fle
/ i i Ay
Lol v ¥ left joystick to the left.
s Vv 1&# Y_¥ L—jf;,., A .
= 'fr‘k\—Jﬁ F?-I'I ] | = i-\’ Turn the upper frame to the right: Move the
o, & 7 A B "
Ul ' #ANNES A | "i | / M | left joystick to the right.
! | ."/ \\ | || II L.'.,I__ﬂ‘ Fﬁ
alilu UUUNGL. R
Use the left joystick to operate the stick and Operating the Boom

swing.
Return the joystick to the neutral position

and stop the movement.

AGTDO33

Lower the boom: Move the right joystick

forward.
Boom up: Pull the right joystick backward.

3-13
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Operating the arm Boom swing

| S
Arm in: Move the left joystick backward. Leerm——=
Arm out: Move the left lever forward. of the pedal.

Boom swings to the right: Step on the right
Operating the bucket side of the pedal.

Bulldozer

AGTDO35

Bucket load: Move the right joystick to the
left.

AGTDO3T
Bucket unloading: Pull the right joystick to Dozer blade lowered: Move the joystick

the right. forward.
The bulldozer blade is raised: Move the

joystick backward.

3-14
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Operating procedures

Operating procedures

Prohibited operation
Warning

® Do not operate on bedrock (hard or
soft).

® Do not turn around when walking. If you

must operate the bucket working device « e STapie Wnen Uusing nyarauic

while walking, the speed should be slow cylinders.

enough so that you can fully control itat  pg not extend the hydraulic cylinder to the

allitnag

end. Leave room for operation.
* Do not use rotational force for

dismantling or leveling operations.

Do not use turning force to disassemble the
wall or level the ground. Also, do not insert
the bucket teeth into the ground during
rotation. This will damage the bucket

oheratinn davicea

* Vvnen tne macnine Is Iowerea ana e arm
cylinder is fully extended, do not use the
bucket operating device to support the
machine body. Doing so will concentrate

the load on the arm cylinder and may

AGTE! damage the arm cylinder.

* When walking, do not dig
do not insert the bucket into the ground and

use walking power to dig.

3-15
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Operating procedures

e Do not use the bucket to push objects, e Excavate bedrock

or dig through the bucket with heavy

blows

AGTECOT

For hard bedrock, it is advisable to use a

D= e breaking hammer to break the rock into
bucket operating device. Use hydraulic small pieces before digging. In this way,
pressure for excavation. damage to the machine can be prevented,
e Do not use the sinking force of the which is more economical.

machine to operate.
¢ Pay attention to the impact on the

bulldozer

TEQNE

Arl_ ASES |\ damage the blade and the dozer cylinder.

will shorten its life. When digging, use the
hydraulic pressure of the oil cylinder, the
depth should be shallow, and the stroke

should be large.

3-16
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Operating procedures

e Carefully put away the bucket working

device

When the bucket working device is
retracted, be careful not to make the bucket
hit the dozer blade.

e Do not use the bulldozer as a support

AGTEID

3-17

e Pay attention to the bulldozer when

digging

1 - \ ‘] AETEON
VVIICTT UCCP CALAvauull, Il U1IE DUlNUULET 1D 111

front, be careful not to make the boom and
bucket hit the bulldozer.

When operating, try to keep the bulldozer
behind.

e Carefully use the bulldozer to dig

down

neTEQ1Z]

The dozer blade is designed for simple
dozing operations. Do not use the bulldozer
to dig deep down. This may damage the

bulldozer and lower frame.
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Operating procedures

Precautions in operation

Precaution when walking

AGTAN
\wnen walKing on opstacies (rocks, iree

stumps, etc.), a large load may be applied
to the body, and it may be damaged. Try to
avoid crossing obstacles. If you must do
this, you should move the bucket operating
device close to the ground and walk at a
low speed so that the center of the crawler

tracks over the obstacles.

Precautions when using this

machine in water

AGTENA

3-18

If the rear of the machine is immersed in
water as shown in the picture above, it will
cause the radiator fan to rotate in the water,
resulting in damage to the fan. The rear of
the machine must not be submerged in

water.

ADSO0E
v

FAIVYVAMIV WU UV TV v

can be used in water only when the
water does not exceed the middle of the
track shoe (1).

® For those parts that have been used in
water for a long time, enough grease
should be added until the old grease is
squeezed out.

® Never immerse the slewing support or
the main body in water or sand. If it is
submerged, please contact Kenstone

service agent for inspection.
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-0, | Operating procedures

Precautions for walking on slopes
® Do not walk on steep slopes where the
machine cannot maintain its stability.

Please note that in actual use, the
performance of the machine on slopes
will decline due to its harsh operating
conditions.

® When walking on a slope, place the
bucket 20 to 30 cm above the ground.
When climbing a steep slope, extend
the bucket working device to the front.
In an emergency, lower the bucket to
the ground and turn off the machine.

® When walking on a slope, drive slowly
at a low speed.

® When climbing, keep the driver facing
the hillside. When going downhill, keep
the driver facing downhill. In both cases,
you must pay attention to the ground in
front of the machine when walking.
Do not reverse downhill
Do not change direction on slopes or
cross slopes. First return to flat ground,
and then take another path.

® When walking on a gentle slope
covered with grass or dead leaves, or
on wet metal plates or frozen surfaces,
the machine may slip. Do not stop the

machine laterally on a slope.

3-19

Posture of walking on the slope

Climb a slope

20~30cm
(B to 12in)
(de 8 a 12 pulg.)

= AL
When climbing 15° or steeper slopes,

maintain the machine attitude as shown in

the figure above.

Downhill

HELTg"

g

D“--1 10°

20~30cm

When descending 15° or steeper slopes,
lower the engine speed and maintain the
machine attitude as shown in the figure

above.
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Operating procedures

Braking when going downhill If the engine stalls

v
. AGTEDIE) . . N’.—'uﬂ-‘l]ﬂjl
Vviien going uowi d siope, diter e waiking I tne engine stans wnen gomg aown a
joystick returns to the neutral position, the slope, place the walking joystick in the
brake will automatically brake. neutral position, turn off the machine, and

then start the engine.
If the track slips
Do not open the door when walking

on a slope

METEQTT|
I UIe UdUn SHPS dliu Lallllut wdln Wiier!

climbing a slope, use the digging force of

the stick to climb the slope. AGITECD,

When walking on a slope, opening the door
is dangerous because the force required to
open and close the door changes suddenly.
When walking on a slope, be sure to close

the door.
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. |Operating procedures

Out of the mud

If the machine is stuck in the mud, please

follow the steps below to drive it out.

o If one track gets stuck in the mud

AGTENZO|

1. Swing the bucket to the side of the

crawler in the mud.

2. Set the angle of the stick and boom to 90

to 110°.

3. Press the bottom of the bucket (not the
teeth) on the ground.

4. Place a wooden board or similar object
under the raised track.

5. Lift the bucket and slowly drive the

machine out of the mud.

3-21

o If both tracks are in the mud

1. Perform steps 1 to 4 above for the two
crawlers.

2. At the front of the machine, insert the

bucket into the ground.

3. Pull the stick when walking forward to

slowly move the machine out.
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Operating procedures

Operations that can be
performed on this machine

e Digging

S ﬁ!,'/a:Mzo*
;'::’ Iime

M NE

1. Flace tne puilaozer on the opposie siae
of the excavation area.

2. Use sticks and buckets to dig. When
digging, the digging depth should be
shallow and the stroke should be long. The
maximum digging force is when the angle
between the boom and the stick is 80 to
120°. This angle should be used for
effective excavation.

e Dig a ditch

and adjust the track to a position parallel to

3-22

the ditches to be dug to improve work
efficiency.

When digging a wide trench, first dig the
side and then the middle.

e Excavation of side drainage ditch

ABTEM|

As shown in the picture, use the boom
swing function to excavate the side trench.

e Loading

-

MR
(o>

When loading soil into the truck
compartment, load it from the back of the
truck because it is easier and can load
more soil than from the front. At the same
time, a small angle of rotation is used to

improve efficiency.
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Operating procedures

e Leveling

AETED)

1. Place the bucket operating device close

to the machine body.

2. Slowly push the soil away from the side
of the mound.

3. When the mound is low, push the soil
from the top. If the load is too heavy for the

body, raise or lower the bulldozer to adjust.
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Park the machine

Park the machine

Parking

g i fy. o A
APALES

® Park the machine on a level, firm and

safe ground. Set the parking device.

| Ngn B

AL

G AR
® [ you must park or tilt the machine on a

slope, park the machine firmly and
prevent it from moving.

® When the machine is on the street, use
grilles, warning signs, lights, etc. to
make the machine easy to see even at
night and avoid collisions with other
vehicles.

® Before leaving the seat, raise the safety
lock lever to the locked position and turn
off the engine. At the same time, please
be sure to pull out the key, lock the door
and cover, and carry the key with you,
and then store it in the designated

place. 3-24

1. Put the walking joysticks in the middle

position.

2. Push the throttle lever backward to make

the engine run at idle speed.

3. Lower the bucket and bulldozer to the

ground.

4. Raise the safety lock lever to the locked

position.

5. Turn off the engine and remove the key.
For details, please refer to "Stopping the

Engine" on page 3-3.

Check after turning off the engine
1. Check for oil or water leakage, check the
working device, cover and lower frame. If
you find any abnormalities, please repair it.
2. Fill up with fuel.

For details, please refer to "Checking the
Fuel Level” on page 5-19.
3. Remove paper or dust in the engine
room.
4. Remove the dirt from the lower frame.
Locked
Be sure to lock the following parts
® Fuel tank cap
® Engine cover

® Cover
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Processing in cold weather

Processing in cold weather

Preparations for cold weather

It is not easy to start the engine in cold
weather, and it becomes more difficult if the
coolant freezes. Make the following
preparations for cold weather issues.
Change fuel and lubricant

Replace hydraulic oil, engine oil, and fuel
for models that are suitable for cold
weather.

For details, please refer to "Fuel and
Lubricant Table" on page 5-4.

Engine coolant
Warning

| A |

Engine coolant is flammable. Keep away
from flames.

Use long-life coolant (antifreeze).

For details, please refer to "Fuel and
Lubricant Table" on page 5-4.

Battery

When the temperature decreases, the
battery performance decreases.

Check the battery. If the battery is
discharged, please contact the Kenshi
service agent to charge it.

For details, please refer to "Checking the
Battery Level and Replenishing" on page 5-
31.

Precautions after operation

Please observe the following precautions to
prevent mud, water or icing of the lower
frame from causing failure of the machine.

3-25

®Remove all mud and water from the
body. In particular, clean the hydraulic
cylinder rod to prevent damage to the oil
seal due to mud or dust on the rod
surface and water droplets entering the
seal.

®Drain the water in the fuel tank to
prevent it from freezing. For details,
please refer to "Fuel Tank Drainage" on
page 5-30.

® As the capacity of the battery drops
significantly in a low temperature
environment, cover the battery or
remove it from the machine and store it
in a warm place.

If the electrolyte level is low, add distilled
water before starting work in the morning.
In order to prevent the battery electrolyte
from freezing at night, do not add water
after get off work during the day.

After cold weather

When the weather gets warmer, do the

following
®Change the fuel and lubricating oil of
each component according to the model
specified in the "Fuel and Lubricant
Table". For details, please refer to "Fuel
and Lubricant Table" on page 5-4.
®|f using the "single season type"
coolant, completely drain the cooling
system, thoroughly clean the inside of
the cooling system, and then fill with tap
water. For details, please refer to
"Cleaning the Engine Cooling System"
on page 5-37.
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Handling rubber tracks

Handling rubber tracks

Rubber tracks have an inherent weakness,
lack of strength. Please be sure to observe
the following prohibitions and precautions
to prevent the rubber track from being

damaged or falling off.

Do not walk or operate the machine in

the following places:

AGTEDH

® Walking and turning on gravel, rough

and hard rocks, steel beams, scrap iron,

or near the edge of the steel plate will

damage the rubber track.

ac7E0st| A

lot of pebbles may cause stones to get

stuck in the track and damage the track,

or cause the track to fall off.
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® DO NOt USE TNné macnine at ine seaslae.

Salt may cause corrosion of the steel

core.

chemical solvents to adhere to the
track. These substances may corrode
the welds of the track steel core and
cause rust or fall off. If any of these
substances get on the track, it should

be washed immediately with water.

AGTENI4

surface, such as a newly paved asphalt
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Handling rubber tracks

road, exposed to a bonfire or walking on [ )
a hot iron plate under the scorching sun,
it will cause unconventional wear or o
damage to the track.

® Do not move the ground where the
rubber track may slip. Otherwise, it may

accelerate track wear.

Precautions °

When operating this machine, please

Avoid falling and causing strong impact
on the rubber track.

Sallt, potassium chloride, ammonium
sulfate, potassium sulfate and lime
superphosphate can damage the track.
If any of these materials get on the
track, it should be washed thoroughly
with water immediately.

Do not let both sides of the rubber

track rub against concrete or walls.

observe the following precautions: ® Do not let the bucket hit the rubber
track, causing damage to the track.
® Be especially careful on snowy or
frozen surfaces in winter, because the
track is easy to slip.
® Please use the rubber track at a
temperature between -25°C and 55°C.
i ® When storing rubber tracks for a long
® Do not use the bucket operating device time (three months or longer). Please
to rotate the lower frame when the store it indoors where it is not exposed
front of the fuselage is raised (the to direct sunlight or rain.
upper vehicle does not rotate). ® Since the entire track is made of
Otherwise, the load will be rubber, the rubber track is not as stable
concentrated on a single point of the as the steel track. Be especially careful
crawler, causing rapid damage to the when turning and swinging sideways.
crawler.
® At any time, please try to avoid Prevent rubber track from falling off

abruptly changing the course or turning  Observe the following precautions to

in place on the concrete surface. This prevent the track from falling off:

will damage the rubber track.
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¥ Handling rubber tracks

e iiles = _MGTECAT
WVVIIEl e IdCK IS SIdCK dSs STIOWIT T

the figure, do not change the direction.

AT ENSE

®When reversing and climbing, do not

change direction at the starting point of

the slope.
|

AGIEDE

®Please avoid walking when one
crawler is on a slope or protruding part
and the other crawler is on a flat surface
(this time the machine is inclined at an
angle of 10° or more). Please place
both crawlers on a flat surface for
walking.

AGTEDIT

®\When a vehicle wants to cross large
steps (20 cm or higher) such as
cobblestones or larger rocks, it should
climb the steps at a right angle and do
not change the course on the steps.
®|n this case, if the machine walks
backward, the rubber track will fall off.
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AGTEDED

®In this case, if the machine rotates, the

rubber track will fall off.

7
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. Load and unload

Load and

pads for support.

W arnirfo not use
FiY s

During loading or
unloading, the
machine may
overturn or fall.
Please take the
following safety
measures:
®Choose a solid
and level ground
and keep a
sufficient distance
from the road
shoulder.
®Fix a climbing
ladder with
sufficient strength
and size to the
rear of the
transport vehicle,
and the slope of
the slope shall not
exceed 15°. If the
slope bends down
too much, please

use pillars or

to load or unload
the machine.
Doing so may
cause the
machine to
overturn or fall.
®Keep the
transport truck
clean and free of
oil, sand, ice,
snow and other
foreign objects to
prevent the
machine from
slipping; clean the
track before
loading and
unloading.
®Block the
wheels of the
transporter with
stop blocks to
prevent
movement.
®\When loading
and unloading the
machine, please

follow the signal

of the signalman 42

P B | D D FE

®|t is not allowed
to change the
route on the
slope.

®Do not
turn/sway on an
inclined surface to
avoid overturning
the machine.
®\When
turning/swinging
on a transport
vehicle, the
footing may not
be stable enough,
S0 you should
drive slowly.

®|f possible, lock
the cab door after
loading.
Otherwise, it may
open during
transportation.
®Use wedges to
plug the track
firmly, and then
use cables or
chains to fasten

the machine to

the transport

vehicle.
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Load and unload

When loading or unloading the machine, be
sure to use an inclined plane or platform, and

follow the following precautions carefully.

SRR 5 HRE sarooteo

1. Put the parking device on the transporter

and plug the wheels with the stop block.
2. Install the ladder firmly to the rear of the
truck. The gradient of the ladder must not
exceed 15°.
3. Align the center of the transporter with the
center of the machine, and align the center of
the ladder with the center of the track.
4. Make sure that the bulldozer will not hit the
ladder.
5. Keep the bucket as low as possible and
take care not to touch the transporter.
6. Reduce engine speed.
7. Follow the signal from the signalman and
drive the machine at low speed to walk up or
down the ladder.
8. Load the machine to the designated location
of the transport truck.

For details, refer to "Transport Posture" on

page 4-6.
4-3
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Hoist machine

Hoist machine

cause an

accident.

Warning

A

Master and use
the correct
hoisting signal.
Check the lifting
equipment every
day to see if any
parts are
damaged or
missing, and
replace if
necessary.
When hoisting,
please use a
cable that can
bear the weight
of the machine.
Hoist the
machine

according to the

operator on the

machine, do not

lift it.
® When hoisting,

please proceed

slowly to prevent

the machine from

overturning.

® \When hoisting,

all personnel

should stay away

from the work

area, and do not

move the

machine above

people's heads.

Important: This

hoisting method is

proceaure
described below.
Do not use any
other methods to
hoist the
machine to avoid
unbalance of the

machine and

suitable for models
with standard
machine
parameters. The

center of gravity

varies depending on

the installed

accessories and

optional equipment4-4

For more detaile

Lifting

1. Rotate the upper frame so that the
bulldozer is behind the machine (the upper
frame must be parallel to the crawler frame).
2. Raise the bulldozer to the highest point.
3. Fully extend the bucket cylinder and stick
cylinder, and raise the boom to its highest
position.

4. If the boom swings to the left or right,
return it to the neutral position.

5. Raise the safety lock lever to the locked
position.

6. Turn off the engine, remove the start key
and leave the machine.

7. Install the cable as shown in the figure
below. Install the cable and hoisting
accessories, taking care not to touch the
body.

8. Slowly hoist the machine until it leaves the
ground.

9. Stop hoisting until the machine becomes

stable, and then hoist the machine again.

Important: The hoisting holes on the roof of
the cab can only be used for hoisting the
cab, and it is prohibited to use for hoisting

the whole vehicle to avoid accidents!
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£ Hoist machine

RH25B

Illustrate:
1. The lifting ring (1) on the top of the cab can only be used for lifting the cab, not the entire

vehicle.
2. When hoisting the entire vehicle, please hook the hook at the lifting holes (2) and (3).

3. The spreader must use a spreader with CE mark.

4-5
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Illustrate:
1. When hoisting the entire vehicle, please hook the hook at the lifting holes (1) and (2).

2. The roll cage cannot be used for vehicle hoisting.
3. The spreader must use a spreader with CE mark.

4-6
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Fix the machine

FIX the machine to the following requirements.

After loading the machine to the designated

location, place and fix the machine according

1. Lower the dozer blade. Safety measures should be taken

2. Fully extend the bucket cylinder and stick during transportation :
cylinder, and then lower the boom. Warning

3. Raise the safety lock lever to the locked \

N » When transporting the machine, you
position.
. should understand and follow the
4. Turn off the engine, remove the starter key
applicable safety regulations, vehicle
and lock all locks.

codes, and traffic rules.
5. Place stop blocks before and after the track.
. . « After loading the machine, the length,
6. Tie a chain or cable to the lower frame of the

. o width, height and weight of the transport
machine and fasten it firmly to prevent the

. - . truck should be considered to select the
machine from sliding sideways.

) ) best transport route.
7. Secure the bucket with a chain or cable.

) * During transportation, do not start or stop
Important: A piece of wood can be placed

suddenly or drive at high speed, otherwise
under the bucket to prevent the ground from

. the loaded machine will move or lose its
being damaged by the bucket.

balance.

4-7
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& Overview

Overview

Maintenance
overview

In order to keep the
machine in good
condition and long-
term use, please
perform inspection
and maintenance
work correctly, and
safely follow the
procedures
recommended in this
manual.

According to the total
operating time of the
machine, the
inspection and
maintenance items
can be divided into
several groups: every
10 hours (bypass
inspection and daily
routine inspection),
every 50 hours,
every 250 hours, etc.
Please refer to the
hour meter reading to
determine when to
schedule inspection

and maintenance.

Items for which
inspection and
maintenance
intervals cannot be
determined are listed
under "When
needed".

When using the
machine in an
extremely harsh
environment (dust or
high temperature),
the inspection and
maintenance should
be performed earlier
than the time
specified in the
maintenance table.

Precaution when
maintenance

Do not perform any
other inspection and
maintenance work
not listed in this
manual.

For items not listed in
this manual, please
ask your sales or
service agent for
help.

Keep the machine
clean

* Please clean the

machine heafara

keep the machine clean.

« Turn off the engine before cleaning the
machine. Cover the electrical parts to prevent
water from entering. Water in electrical
components may cause short circuits or
malfunctions. Do not clean the battery,
electronic control components, sensors,
connectors and operating room with water or
steam.

Fuel, lubricating oil and grease

* Select the fuel, lubricating oil and grease
according to the "fuel and lubricating oil
table".

» Use water-free fuel, lubricating oil and
grease; when replacing or replenishing fuel,
lubricating oil and grease, be careful not to
allow dust to enter.

« Store fuel, lubricating oil and grease in
designated locations and keep away from
moisture or dust.

Precautions for refueling

« If the fuel filler port has a filter, do not
remove the filter when refueling.

« After refueling, be sure to tighten the fuel
tank cap.

* Do not fill more than the specified amount
of fuel.

Do not use fuel to clean engine parts

Do not use fuel to clean engine parts. Use

non-flammable cleaning agents.
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Overview

Prevent dust from  careful not to

entering damage or twist the
When installing and sealing ring.
removing parts, they
should be done in a
dust-free place;
sweep the work area
and clean the parts
to prevent dust from
entering.

Clean the installation ~ * When wrapping the
surface screw plug with seal
When installing and tape, clean the old
removing parts, seal tape on the
threads and clean

the threads.

make sure that the

contact surfaces of

the narte ara rlaan |If a \Aran tha thranAd
th HEE
th
ds

C(
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Seal ring and split
pin

* Be sure to replace
all the removed seal
rings and split pins
with new ones.

» When installing, be

Waste disposal

» Make sure that the waste oil discharged
from the machine is collected in a container.
Improper disposal of waste oil can cause
harm to the environment.

* When handling hazardous substances such
as lubricating oil, fuel oil, cooling water,
coolant filters and batteries, please follow
applicable laws and regulations.
Inspection after maintenance

» Gradually increase the engine speed from
idle speed to maximum speed, and check if
there is any oil or water leaking from the
repair parts.

* Operate the joysticks to check whether the
machine is operating normally.

* Precautions when handling battery wiring
Before carrying out electronic system work or
electric welding, the wiring should be
disconnected from the battery poles (+ and -
).

» Make sure to disconnect it from the ground
electrode (-). When connecting, connect the
ground electrode last.

+ Do not disconnect the battery wiring when
the engine is running normally. Otherwise,
the circuit or other components of the rotary

converter may be damaged.

5-3



Maintenance
Service data

Service data

List of fuels and lubricants

Please refer to the following table to select
the appropriate fuel, lubricating oil and
grease according to the temperature.

» Regardless of whether the specified time
has elapsed, if the oil becomes too dirty or
has deteriorated, replace it.

» When refueling, do not mix oils of different
brands. If you need to change the brand,

please change all fuel/lubricating oil.

Fuel oil

Fuel specification

Diesel should meet the following

specifications. This table lists several diesel

specifications currently in the world.

Diesel standard Area Diesel standard Area
SB252 Chirrer HSK2204-2tevet Japan
no.: 1-D, S15
no.: 2-D, S15 USA
Sodieset CANADA ISO 8217DMX INTERNATIONAL
Biodiesel blended as B5
ASTM D6751, D7467
Btodteset EURO 88286:;‘1 OR UK
Biodiesel blended as B5
EN14214, EN590
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Service data

Diesel

To maintain the performance and service life
of the engine, always use clean, high-quality
fuel.

e In order to prevent freezing in cold
weather, please select diesel that can be
used when the actual temperature is at least
12°C lower than the estimated minimum
outdoor temperature.

e Please use diesel with a cetane number of
45 or above. When used in high-cold or high-
altitude areas, fuel with a higher cetane
number is required.

e Using fuel with a sulfur content of less than
0.5% by volume and using a fuel with high
sulfur content may cause sulfuric acid
corrosion in the engine cylinder.

e Never mix kerosene, used engine
lubricating oil or residual fuel oil with diesel.
The use of kerosene is prohibited.

e Poor quality fuel can reduce engine
performance and/or cause engine damage.
e |t is not recommended to use fuel
additives. Certain fuel additives can cause
engine performance degradation.

The engine manufacturer’s warranty is
invalid for machines that use biodiesel that
does not meet the standards or has

deteriorated.
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E Service data

Lubricating oil

PN L avdearl oL
rooe-Serecretraccoramy

Part Type to temperature Replacement time

b L T O - - 1 O e

diesel fuel | | | | The first 50 hours of the
Oil Sump API: CD level AL 1ORHD. new machine;
ACEA.E3, E4orE5 | e after every 250 hours
T )
Hydraulic oil tank I-\'HLI-WmIIL 50 Vit _:. *eri,-ry 2000 houTs
oil 1 150 e
[ e
, AreTWaTer | ——]
Cooling system WOONNg W

[
| 1000 h
+ coolant) .m,ﬁﬂtﬁgﬁ%"ﬁ’-.- 1_ every 1000 hours

T—Fre-first-250-hotrsottre—
SAE 90 new machine; *
after every 1000 hours

Travel reduction gear oil
gear API: GL-4

~ . N Lol
oo ToT-geat eYety-SoUTot S

Srgrstrpport every-56-hotrs
Lithium-based grease
EP-2 NLGI 2# everycay-orevery—+o
hours

Working device

. o ool
o wretreetet

*: If the travel time accounts for a high proportion of the total operating time, the gear oil
should be replaced before the specified time.

**: When using water, please use tap water (soft water), do not use well water or river
water. When the outdoor temperature drops below 0°C, add coolant (antifreeze).
Determine the mixing ratio according to the coolant manufacturer's instructions.

***: The hydraulic oil replacement interval depends on the type of hydraulic oil being
used. The new machine will be delivered with Kenshi genuine hydraulic oil 46, and the
hydraulic oil change interval described in this manual is based on the assumption that
Kenshi genuine hydraulic oil 46 is used. When using ordinary anti-wear hydraulic oil, the
hydraulic oil should be changed every 2000 hours.

API Standard: American Petroleum Organization

ACEA Standard: European Automobile Manufacturers Association

SAE Standard: American Society of Automotive Engineers
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ﬁ Service data

Volume
Gooling Hydrattie Watking
Oil sump system oil tank Fuel tank reduction gear
5.1L 5.23L 15.3L 18L 0.33L X2

Consumables list

filters and filter elements according to the

following table.

Regularly replace consumables such as

—System temm TTane reptace time—————————]
. Rydraulic return ; the Tirst b0 hours
Hydraulic filter filter after every 500 hours
Hydraulic air breather or filter every 1000 hours
EI Iu;l LA~ n
L . - . . the first 50 hours
lubrication Engine ail filter Filter cartridge after every 250 hours
system
e filter every 500 hours
Fuel system separation filter
I‘UU: I‘I:tUI rl:tcl ualtlidgc UVUIy 250 hUUIO
EVUIy 1300 hUUIO Ul aftcl
outer filter cleaning 6 times (whichever
Air system air filter comes first)
Inner fllter VVITCTT TS UULTT TITICT 1o

replaced
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ﬁ Service data

List of tools (if equipped)

Toolslist
0o name 0c remark
1 100l box 1
2 Alenkev domm. 1
Y
2 Allenkeus. 4
y
4 Alonkovs 4
Y
5 Allonkevs 4
Y
S Allen-keviOmm 1
Y
Aler-kevd 2 1
Y
8 Double-shd-coen 2224 1
g e
9 Doublo-and-coen 27+30 1
L g
10 Double-chd-coen. 30532 1
e e
14 Doublo-end-coen 3544 1
g g
12 Combinati L} 3
13 C. i TSN FaTaoTaoy 1
14 Combinati hd 20 1
15 Combi INEL P 1
T Combi R 1
1z Comak BTN 1
18 Comb INET-r 1
ETe) Combi 22 1
20 Combinati INEE-Fo 1
21 C. bination 1O, 1
22 Socket-head-10mm 1
23 Socket-head—dtmas 1
24 Socket-head—tairin. 1
25 Sockethead—13maa 1
26. Sockethead—ddmas 1
2 Socket-head—t5min. 4
28 Socket-head—16mas 1
29 Socket-head—tZinmns. 1
30 Socket-head—18maa 1
34 Socket-head—1Smas 1 tralonc
S
32 Socket-head-2lmrin. 1
33 Sockethead-22mm 1
34 Sockethead-24mma 1
35. Sockel-head-aZinin. 1
36 Socket-head-30mm 1
3 Bondingred-t2-5maa 1
=
38 Showtrod-12.5mm 2
39 \Wico-cutiors-200ma 1
40 MNoedle-Rose-pliers-200maa 1
>
44 Ratchet B2 S 1
42 1okl 53000 1
43 Round-hoadh 1.55. 1
Lo
44 Slottad. i 200 1
45. Rhilli 200, 1
dips
46. Goas6-gua-d00s 1
=) =)
47 Rulle: R50-1405 1
Y
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& Service data

Tightening torque list

Nuts and bolts (ISO10.9 strength)

Unless otherwise specified in the text, tighten the nuts and bolts with the torque shown in
the following table.

The tightening torque for installing the plastic cover is not listed in the table below. For
more details, please consult your sales or service agent. Over tightening will damage it.
When replacing nuts and bolts, use the same size and standard nuts and bolts for
replacement.

When tightening nuts and bolts, each nut and bolt should be tightened alternately (top,

bottom, left to right) or twisted 2 to 3 times to ensure that they are evenly tightened.

/ <
o )
(2] - 2

AGTE0M0|

Dimension(a) Tightening torque
Item Dimension(b) and pitch | Normal connection
mm mm N+m ft-1b.
10 M6 x 1.0 9,8+0,5 7,24+0,4
12, 13 M8 x 1.25 22,6%1,1 16,6+0,8
coarse 14, 17 MO x 1.5 47,1+2,4 34,7+1,7
thread 17, 19 Mi2 x 1.75 83,4+4,1 61,5+3,0
19, 22 M4 x 2.0 134, 4+6,7 99,1+4,9
22, 24 M16 x 2.0 207,9%10, 4 153,3+7,7
27, 30 M20 x 2.5 410,9420, 5 303,1+15, 1
12, 13 M8 x 1.0 24,5+1,2 18,1+0,9
14, 17 MIO x 1.25 50+2,5 36,9x1,8
Fine
thread 17, 19 Mi2 x 1.5 87,3+4,3 64,4+3,2
19, 22 Ml4 x 1.5 135, 3£6,8 99,845,0
22, 24 Mi6 x 1.5 220, 611 162, 7+8, 1
27, 30 M20 x 1.5 462, 1+22,6 333,416, 6
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Safety critical parts

Safety critical components replaced regularly to improve safety.

) Damage to these parts can cause serious
To use the machine safely, perform regular o _
) . . . injury or fire.
inspections and maintenance. The following

safety-critical components need to be Safety Critical Parts List

R 1
nopiavcs

ltem Safety-critical parts that are regularly replaced time

Foetpipe
Fuel system

—Packmg o the-foettankTtap

Hedler redler rnose

hydraotic pipe {pump outtet)

Hydrautic pipe(pump suctiom port)
[Hydrautictobe(swirg motor)
[Hydraotic tobetwatkimg TmotoT)

hydrauticpipe (oo Tcytimder pipe)

engine

every 2
years

HydrauliC Hydraunc pipe (arln Cylnaer pPipe)

system

Hydrautic pipe{oucketTytmder pipe)

Working g CytimdeT)

device

Hydrauottc pipe(buttdozerTytimder)

Hydraotic pipe(Spar cytider)

Hydrautic pipe{pitotvatve)

Hydraotic pipe(auxitary pipe)

odliely Dell
y every 3

years

ATNtstpTTat
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E Safety critical parts

The materials of the safety-critical
components listed above will change over
time and cause wear or performance
degradation. It is difficult to determine the
degree of degradation during regular
inspections, so after a period of time, even if
these parts are running well, they still need to
be replaced with new ones to ensure stable
performance. Please note that regardless of
the replacement plan, you must replace it
immediately when symptoms of wear are

found. If the pipe clamp is deformed or

cracked, it should be replaced with the hose
immediately. When replacing safety parts,
please consult your sales or service agent.
Except for safety-critical parts, please check
and tighten hydraulic pipes, or replace them
if necessary. When replacing hydraulic pipes,
both O-rings and sealing rings should be
replaced at the same time.

Check the fuel and hydraulic pipes at the
intervals specified in the table below.

See "Maintenance".

1 4 HY
Mo TULIUTT T

Routimedeaity
inspections

teakageofhydraoticpipeorfoetpipejomt
Damaged cab or roof-replacement*

Check monthly
tearing)

1 1 £l ol L H £ [ HY
CCaNRaQyTUT ITyur aomGCuTPpTOT TUCT PUTPCTJUTTTT

Damage to hydraulic pipes or fuel pipes (cracking, fraying or

Annual
inspection
machine.

LUC(IF\GHU Uf hydlau:;u PIPU Ul fuc: pIPU ju;llt
Aging, twisting, damage (cracking, fraying, or tearing) of hydraulic
pipes or fuel pipes, or hoses in contact with other parts of the

<Applicable model KS28>
*Cab part number: 0301120080
RH25B cab
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ﬁ Safety critical parts

Maintenance list

lnspection-and-mainienance-items [at-YaT=)
™ ey

Detour-check

nrr_\an the. angina coverand-hood-for inopat\fir\n 517
-Bypass-the-machine-forinspection 517

Sitin-the driver's- seatfor incpnr\ﬁr\n 5417
_Da,ily routine-i p ction (nunry 10 hnnre)

Check and rnplanieh coolant 5.18

Check-and rnplanich anginn ol 5.18

Check the water eoparnfnr 5.19

Check tho-fusllovel 5.49

Chack tha oil lgugl of thg h\JINran dicoilignk gand raplnnieh it 5.20

Lubrication \ur\rlzing device. 5.21
L_Afterthe-first 20 -howrs (ﬂhl\,’ fornew mnnhinne)

Check-and-adivst-the-fan-belt 5.23
_Rg‘pjaf\n the. hydronlif\ oilreturn filigr 5.24

E\Inl’\ll S50 hours
_Cheehand_ad}usf the tension-ofthe track 5.26

L ubricated-slewina rina 5.28

) )

Lubricaig the goars ofthe. clcnuing motor 5.28

Eugliank drain 5.29

Check ha""ﬁl’\]l loveland rnplnnich 5.30
_E\lnry 100 houts.

f‘laaning the water enporahﬁr 5.31
HAfter-the-first-250-hours-(only-for-new-machines) l

Daplann travelmator gear oilx 5.32
_Ewsn houts |

Check-and erjl st thefan-belt 5.33

anlgr-n nnginn |||hrir\9fing oiland oil filter 5.33

Clean-the-airfiller 5.34

Chack the throttlg control eyeh:m 5.35
| Clean radiator fins and ail cooler fing 5-36

BReplace fiel filter R-36
| Clean the air filter 5-39

¥ Tt the Travel ime accounts for a high proportion of the tofal operafing Time, the
gear oil should be replaced earlier than the specified time.
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ﬁ Safety critical parts

Maintenance list

lnspecticn-and-maintienance-iiems Jat-Yar=)
g Lt~
- Every 500 hours.
Replace-the-hvdraulic oil return filier 540
g 2/
Reaplace-the-water separation-filier 5.40
g g

:unr\’l 1000 hours.

anlar\n travel maotor gear Fatikd 542

an|aho tho-airfiller alement 5.42
-Roplace-the-ventilator(i-equipped) 5-43

A=)

_chaek_and_a‘djuef the nnginn valie clearance. 5.43

Clean-the nnginn r\r\nling c\]/ch:\m 544
_Eunry 1500 hours.

Check and clean-the nngina injat\fnr 547

Check the crankcase ventilation e\llofnm 547
_Eunry 2000 -houts

f\\:nrlop nnginn valve.seat 5.48

anlar\n the h\]ldr'm ic oiland clean-the-suction-filier 5.48
L \When ded

Daplahn bucketigeth 5.50

anlann bucket 5.52
HLubricate-rods-and-padals S-54

Check-therubbertrack 5.55

an|ahn wibbertrack 5.56

Check and raplnnieh glaee t\lnoning fluid 5.57

*: If the travel time accounts for a high proportion of the total operating time, the

gear oil should be replaced earlier than the specified time.
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Detour check

Detour check
Please check the following before starting the engine for the first time every day.

Warning
| A |

® Before operation, perform a detour inspection; repair immediately if necessary.

® Before working inside the machine, be sure to fix the engine cover or hood. Please
keep the engine cover and the cover closed when the machine is parked on a slope

in strong windy weather.

Before starting the engine, patrol around the machine and remove any combustible
materials around the engine. At the same time, check the machine for oil or water

leakage, as well as loose or damaged nuts, bolts or wires.
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E Detour check

Open the engine cover and hood for
inspection

1. Check for branches, leaves, oil or other
combustibles around the engine and battery.
2. Check for lubricating oil or engine coolant
leakage around the engine.

3. Check the hydraulic oil pipes, hydraulic
devices, hoses or joints for oil leakage.
Bypass the machine for inspection

1. Check whether there is dust on the lamp,
whether there is damage and the bulb is

burned out.

2. Check the hydraulic accessories and hoses

for damage.

3. Check the bucket, bucket teeth and side
teeth for wear, damage and looseness.

4. Check for damage to the hook, anti-skid
stop, and hook seat on the bucket. (Optional)
5. Check the armrests, pedals and non-slip
surfaces for damage and loose bolts.

6. Check the track, track shoe slippage, track
rollers, idler and sprocket for damage, wear,
and loose bolts.

7. Check whether the traveling motor has oil

leakage.

8. Check whether the ceiling and guard plate

are damaged and the nuts and bolts are loose.

9. Check whether the mirror and the mirror in

the car are dirty or damaged, and adjust if

necessary.

10. Check the label for dust or damage.

Sit in the driver's seat for inspection

1. Check the seat and seat belt for dust or

damage.

2. Check whether there is dust, oil or other

combustibles on the driver's seat.

3. Check the monitor, electrical appliances

and switches for dust or damage.

Daily routine inspection
(every 10 hours)

Please check the following before starting
the engine for the first time every day.
Warning

J Before operation, please carry out daily
routine inspection; repair immediately if
necessary.

® Before working inside the machine, be
sure to fix the engine cover or hood.
Please keep the engine cover and the
cover closed when the machine is
parked on a slope in strong windy

weather.
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Daily routine inspection (every 10 hours)

Check and replenish coolant

Warning

A |

® \When the cooling water is hot, do not

remove the radiator cap or waterproof plug.

The engine should be turned off, and after
the engine and radiator have cooled down,
slowly loosen the radiator cap and

waterproof plug and remove them.

When the cooling water is hot, do not

remove the radiator cap or waterproof plug.

The engine should be turned off, and after
the engine and radiator have cooled down,
slowly loosen the radiator cap and

waterproof plug and remove them.

5-16

Check

1. Open the engine cover.

2. Check the cooling water level in the
water tank (1). The water level should be
between the upper limit (F) and the lower
limit (L). If it is lower than the lower limit (L),

it should be supplemented.
Add

1. Remove the cover (2) of the water tank
(1)
2. Add cooling water to the upper line (F) of

the water tank (1).

If the water tank (1) is found to be empty
during the inspection, please check for
water leakage, and then check the water
level of the radiator (3). When necessary,
add water to the radiator (3), and then add

water to the water tank (1).

3. Put the cover (2) on.

Note: Only use clean water (soft water) to
supplement the loss of cooling water
caused by evaporation. Only use the
coolant (antifreeze) and clean water (soft
water) with the specified mixing ratio to
supplement the loss of cooling water

caused by leakage.
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Daily routine inspection (every 10 hours)

Check and replenish engine oil
Warning

d A

machine to cool down before performing

maintenance.

Check

1-;:!%'
ATl .
1. Operr uie nunt aceess cover E

2. Pull out the oil dipstick (1), and dry the

lubricating oil with a rag.

3. Reinsert the oil dipstick (1) to the end, and

then pull it out.

4. Check the lubricating oil on the oil dipstick

(1). The ail level should be at the upper limit
(H) and the lower limit (L). If it is lower than

the lower limit (L), should be added.

Add

1. Remove the fuel filler cap (2).

2. Between the upper limit (H) and lower limit

(L) of the oil dipstick (1) refuel, if the oil level is

too high or too low, there will be problems.

3. Tighten the fuel filler cap (2).

5-17

4. Start the engine, run it at low idling
speed for 5 minutes and turn it off.

5. After about 10 minutes, check the oll
level.

Check the fuel level
® When handling fuel oil or working on
the fuel system, do not smoke or
present open flames.
® Do not remove the fuel tank cap or
refuel when the engine is running
normally or has not yet cooled down. Do
not spill fuel on the hot surface of the
machine.
oFill the fuel tank in a well-ventilated
area.
®Spilled fuel should be wiped clean
immediately.
®Do not fill up the fuel tank. There
should be room for oil expansion.
®Tighten the fuel tank cap securely.
®Use the correct fuel grade according
to the season.

. ¥
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Daily routine inspection (every 10 hours)

Check the oil-water separator

W arning
| A |

* When handling fuel oil or working on the fuel

system, do not smoke or present open flames.

* The engine should be turned off in a well-

ventilated place, and maintenance should be

performed after the machine has cooled down.

« Spilled fuel should be wiped clean

immediately.

1. Turn up the cab or right side
cover.
2. Check the oil-water separator (1).

If the red indicator ring (6) sinks to the

bottom, there is no water mixed in.

If the red indicator ring (6) floats, the water

is full to the ring.

Drain and clean.

5-18

Check the oil level of the hydraulic
oil tank and replenish it

Before the hydraulic system is
depressurized, if the cover or filter is
removed or the pipe is disconnected,
hydraulic oil may spray out.

« Slowly loosen the vent plug to relieve the
pressure in the tank.

Check

The oil level will change with the oil
temperature. Maintain the machine in the
posture shown in the figure below and
check the fuel condition.

» Machine attitude when checking hydraulic

oil level
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& Daily routine inspection (every 10 hours)

1. Start the engine and run at low speed.
2. Fully extend the width of the track.
3. Retract all the cylinders (stick and bucket)

and lower the bucket to the ground.

4. Lower the bulldozer and turn off the
engine.

5. Use the level gauge (1) to check the oll
level.

When the oil temperature is about 20°C: the
oil level should be between the upper limit
(H) and the lower limit (L). If it is lower than
the lower limit, it should be supplemented.
When the oil temperature is about 50 to
80°C: the oil level should be slightly below
the upper limit.

Add

Important: Do not add more than the upper
limit (H) when refueling. This can damage
the hydraulic circuit or cause hydraulic oil
injection. If you do this accidentally, turn off
the engine, wait for the hydraulic oil to cool
down, and drain the excess oil from the oil
drain.

Important: Don't forget to apply pressure to
the hydraulic oil tank to avoid damage to the
pump due to air intake. (If not equipped with

a ventilator).

1. Open the cab side door cover and upper
cover.

2. Slowly release the air plug (1) to reduce
the internal pressure, and then remove it.

3. Add hydraulic oil to the middle of the level
gauge.

4. Pressurize the hydraulic oil tank as shown
in the figure below.

Remark: For machines equipped with a

ventilator, there is no need to pressurize.

ARG

Pressurzeamyuraums-ontans
1. Start the engine and run at low speed.

2. Remove the exhaust plug (1) and set the
safety lock lever to the relaxed position.

3. Fully extend the bucket, stick, boom,
swing and span cylinders.

4. Turn off the engine and raise the safety
lock lever to the locked position.

5. Tighten the exhaust plug (1), and then

pressurize by retracting the cylinder.
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Daily routine inspection (every 10 hours)

Lubricate working device

device to the ground, and then turn off the engine.

2. Use a grease gun to lubricate the grease fittings.

3. Wipe off excess grease.

5-20
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After the first 50 hours

After the first 50 hours

(only for new excavator)
¢ Check and adjust the fan belt

W arning
| A |

Please turn off the engine and wait for the

machine to cool down before performing
maintenance.

e The engine, exhaust pipes, radiators,
hydraulic pipes, sliding parts and many other
parts of the machine are very hot when the
engine is just turned off. Touching these parts

can cause burns.

Important: Coose belfs can cause poor battery
charging, overheating of the engine, or
premature belt wear. Too tight the belt will
damage the water pump or bearing and the
generator drive belt.

Important: Do not allow any grease to adhere
to the belt.

5-22

Check

S eEN
L ez

7~10 mm
(0.28-0.4 'm; |
(0,28-04pulg [

AETGOIR|
(ETe eI

2. Press the center of the fan pulley (1)
and generator pulley (2) to check the
tension (about 98N).

3. Check the fan belt (3) and replace it if

the following conditions exist:
e There are cracks or cracks.

e The belt has worn out and hit the bottom

of the V-groove of the pulley.
e The belt is pulled too loosely and can no

longer be adjusted.



Vil IS vi T it ve

& After the first 50 hours

Adjustment

1. Loosen the bolt (5) and the lock nut (4).
2. Turn the adjusting bolt (6) to move the
generator (7) and adjust the tension of the

fan belt (1).
e Tighten: turn clockwise

e Loosen: turn counterclockwise

3. Tighten the bolt (5) and the lock nut (4).

Note: When replacing the new belt, first
run the engine at low idle speed for about 3
to 5 minutes to run with the new belt, and

then adjust the tension.

Replace the hydraulic oil return filter

Warning

e Please turn off the engine and wait for the

machine to cool down before performing
maintenance.

e The engine and hydraulic system and
many other parts are very hot when the
engine stalls. Touching these parts can
cause burns.

e Hydraulic oil is also under high
temperature and high pressure. Be careful
not to touch the hydraulic oil when loosening
the cover or plug. Operating the machine in
this situation will cause burns and injuries
due to hot oil spraying.

e Before the hydraulic system is
depressurized, if the cover or filter is
removed or the pipeline is disconnected,
hydraulic oil may spray out.

e Slowly loosen the vent plug to relieve the
pressure in the fuel tank.

e When removing plugs or bolts or
disconnecting hoses, stand on one side and
loosen them slowly to gradually release the

internal pressure before removing them.
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After the first 50 hours

1. Open the cab side door and upper cover.
2. Slowly release the air plug (4) to reduce
the internal pressure, and then lower the
plug.

3. Loosen the hose band and remove the
hose from the flange (5).

4. Loosen the bolts and take out the flange
(5).

5. Remove the return oil filter (8).

6. Install a new return ail filter.

7. Reinstall the flange (5) and the hose.

8. Check the liquid level with the liquid level
gauge (2), if the liquid level is too low, it
should be replenished. For details, please
refer to "Checking and Replenishing the Oil
Level of the Hydraulic Oil Tank" on page 5-
18.

Attachment: For machines equipped with a

ventilator, do not pressurize.

5-24

* Replace engine lubricating oil
and oil filter

For details, please refer to "Replace
Engine Lubricating Oil and Qil Filter" on
page 5-31.
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& Every 50 hours

Every 50 hours

Check and adjust the tension of the

track
Warning

| A |

* If you must work under a raised machine or

working device, be sure to use wooden
blocks, jacks or other stable and strong
supports. Before it is firmly supported, it
should not be under the machine or working
equipment. This procedure is especially
important when working with hydraulic
cylinders.

» Beware of high pressure grease

In the track tensioner, grease is injected
under high pressure. If you do not follow the
specified procedure when adjusting the
tension, the grease relief valve may fly out
and cause injury.

Never loosen the grease fitting.

Slowly loosen the grease pressure relief
valve. Do not turn it more than one
revolution.

Do not put your face, arms, legs or body in
front of the grease pressure relief valve.

If there is no grease flowing out when the
grease pressure relief valve is loosened, the
valve is malfunctioning, please contact

Kenstone service agent for repair.

5-25

Check

1. If it is a rubber track, move the machine
so that the "M" mark at the joint of the
track is located in the upper center of the

track frame.

NN | NGNS

ADBGOI3

2. Use the working device to lift the body.
Operate the lever slowly.

ACBG017)

3. Check the gap (A or B) between the
frame in the middle of the crawler frame
and the crawler.

The gap (A or B) must be within the
following range:

(A) Rubber track: 59 to 64 mm

(B) Steel track: 95t0 110 mm
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Every 50 hours

ADEG014

Adjustment

Increase tension

ACHT OO

2. Using a grease gun, inject lubricating
oil through the grease fitting @ of the
grease relief valve @),

3. Check the tension of the track.
Reduce tension

AGFCIA

1. Remove the cover @.
2. Use a wrench to slowly loosen (one

turn) the butter pressure relief valve @ to
drain the grease. If the grease is not easy
to drain, move the machine back and
forth.

3. Tighten the butter pressure relief valve

T.%’b?l B HEDe

motor

4158 the slewing

Zr Silleinesil
1. Use a grease gun to lubricate the
grease fittings (2).

2. Wipe off excess grease.

Lubricated slewing support
Warning

Do not rotate during lubrication. Otherwise,

you may get stuck in the machine, which is

very dangerous.

1. Stop the machine in the posture shown in
the figure above, and turn off the engine.

2. Use a grease gun to lubricate the grease

fittings®.
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Every 50 hours

3. Start

it clockwise 90°.

e il

the e'n"'gllne, raise the bucket, and turn

4. Lower the bucket to the ground, and then
turn off the engine.

5. Repeat steps 2 to 4 above 3 times.

6. Wipe off the grease discharged from the

slewing support and the grease pipe.

AEIGME

Fuel tank drain

W arning

| A |

» When handling fuel oil or working on the

fuel system, do not smoke or present open
flames.
* When the engine is running or has not

cooled down, do not remove the fuel tank

5-27

cap or refuel. Do not spill Tuel on the hot
surface of the machine.

* Fill the fuel tank in a well-ventilated area.

« Don't fill up the fuel tank. There should be
room for oil expansion.

« Spilled fuel should be wiped clean
immediately.

« Tighten the fuel tank cap securely.

* Use the correct fuel grade according to the
season.

Start the machine only after draining.

1. Rotate the upper frame to a position
where it is easy to perform drainage
operations.

2. Remove the fuel tank cap(3).

3. Put a box under the drain plug (5).

4. Loosen the water plug (5) to drain the
water and the sediment accumulated on the
bottom of the box.

5. Tighten the waterproof plug (5).

6. Tighten the fuel tank cap (4) and lock it.
7. Bleed the air.
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ﬁ Every 50 hours

Bleeding air from the fuel system

For details, please refer to "Bleed from the
Fuel System" on pages 6-8.
Check Battery electrolyte level

Danger
A |

* Do not use the battery when the liquid level is

below the lower limit. Otherwise, it will
accelerate the internal aging of the battery and
shorten the battery life. It can also cause
rupture (explosion).

* The battery can generate flammable
hydrogen gas, which may cause an explosion.
Keep away from fire sources such as open
flames, sparks or lighted cigarettes.

+ Clean the area above the electrolyte level
line with a damp cloth and check the level. Do
not clean with a dry cloth; otherwise, it may
cause static electricity to build up and burn or
explode.

Warning
A |

» Wear goggles and protective clothing when

operating the battery.

+ Do not add distilled water above the upper
limit. Otherwise, the electrolyte will leak out.
Contact with the liquid can damage the skin or
corrode machine parts.

* The battery contains sulfuric acid, which can
damage the eyes or skin if touched
accidentally.

« If it gets into eyes accidentally, rinse

5-28

immediately with clean water and seek
medical attention immediately.

« If swallowed accidentally, drink plenty of
water or milk and seek medical attention
immediately.

« If the sulfuric acid touches the skin or
clothes, wash it off immediately with plenty
of water.

Check

1. Open the maintenance cover.

ACEGT

2 oo
The liquid needs to be between the upper

limit line (H) and the lower limit line (L). If
the liquid is not at this position, please add
distilled water to the upper limit line (H).

3. Check whether the terminals are loose or
dirty.

Add

If you want to add distilled water, please do
it before starting operation to prevent
freezing.

1. Remove the lid @, and fill with distilled
water to the upper limit (H).

2. Clean the vent hole on the cover, and
then tighten the cover @ firmly.
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Every 100 hours

Every 100 hours

Cleaning the water separator

W arning
A |

» When handling fuel oil or working on the

fuel system, do not smoke or present open
flames.

» The engine should be turned off in a well-
ventilated place, and maintenance should be
performed after the machine has cooled
down.

« Spilled fuel should be wiped clean

immediately.

1. Open the rear cover.

2. Close the valve (2).

3. Loosen the ring (3), then remove and clean
the box (4), filter element (5), indicator ring
(6) and spring (7).

4. Check the O-ring and filter element (5). If
there are any scratches or other uneven

places, replace them.

5. Install the indicator ring (6), spring (7), filter
element (5) and box (4), and then tighten the
ring (3).
6. Open the valve (2) for pumping.

For details, please refer to "Bleed from the
Fuel System" on pages 6-8.
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E After the first 250 hours (only for new machines)

After the first 250 hours (only for

new machines)

® Change the gear oil of the traveling
motor

Warning

| A |

* Please turn off the engine and wait for the

machine to cool down before performing
maintenance.

* When the engine has just turned off, the
walking motor is very hot, and it will burn you if
you touch it.

» The gear oil was also under high temperature
and pressure when the engine just turned off.
Be careful when loosening the screw plug. In
this case, the operation of the machine may
cause burns or injuries.

The high pressure in the reduction gear box of
the traveling motor will cause the gear oil or
the screw plug to fly out. Slowly loosen the

screw plug to relieve the pressure.

Important: If the travel time accounts for a
high proportion of the total operating time, the
gear oil should be replaced earlier than the

specified time.
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1. Adjust the position of the walking motor

so that the screw plug @ is at the bottom
end.

2. Put a plate under the screw plug @.

3. Remove the screw plugs @ and @ and
drain the oil.

4. Re-wrap the screw plug with a new
sealing ring.

5. Tighten the screw plug @®.

6. Add oil through the screw plug hole @
until the oil flows out from the screw plug
hole @.

7. Tighten the screw plug @.
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Every 250 hours

Every 250 hours

® Check and adjust the fan belt

For details, please refer to "Checking and

Adjusting the Fan Belt" on page 5-22.

® Replace engine lubricating oil and oil

filter

Warning
| A |

Please turn off the engine and wait for the

machine to cool down before performing
maintenance.
The engine, exhaust pipe, radiator, hydraulic

pipe, sliding parts and many other parts of th

e

machine are very hot when the engine is just

turned off. Touching these parts can cause

burns.

The oil is also very hot. Be careful not to touch

the hydraulic oil when loosening the cover or

plug. Performing machine operations in this

situation may cause burns or injuries.
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1. Open the upper access cover and
remove the oil filler port (2).

2. Place a plate under the oil drain plug (4)
to collect the waste oil.

3. Turn the oil drain plug (4)
counterclockwise and remove it.
IMPORTANT: Check the waste oil for metal
powder. If containing large amounts of
metal powder, please consult your sales or
service agent.

4. Use the oil filter wrench to turn the filter
(3) counterclockwise to remove it.

5. Clean the mounting surface of the filter

housing.
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Every 250 hours

6. Apply a light coat of oil to the new filter's
gasket.

7. Install the new filter manually.

8. After the filter gasket contacts the mounting
surface, twist it one more turn (use an oil filter
wrench). (Torque when tightening with oil filter
wrench: 19.6 to 23.5N-m).

9. Add lubricating oil to the level between the
upper (H) and lower (L) limits of the oil dipstick
(1). If the oil level is too low or too high it can
cause problems.

10. Tighten the oil filler cap.

11. Start the engine, run at low idle speed for 5
minutes and then shut down.

12. After about 10 minutes, check the oil level.

Clean the air filter

W arning

« Please furn off the engine and wait for the
machine to cool down before performing
maintenance.

* The engine, exhaust pipe, radiator, and many
other parts of the machine are very hot when
the engine is just turned off. It will burn if you
touch it.

» When using compressed air, please wear
necessary protective equipment, such as
goggles and filter masks, because metal
fragments and other objects will splash and

cause serious injury.
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Important: Be careful not to scratch the
filter, and do not use a damaged filter.
Important: When operating the machine in
a dusty environment, check and maintain
the machine every day.

Important: Be sure to install the filter and
dust cover firmly. Otherwise, dust will be
sucked into the cylinder, which will cause

damage to the engine.

1. Open the rear cover.

2. Release the buckle (1) and remove the
dust collecting cup (2).

3. Clean the inside of the dust collecting
cup (2).

4. Remove the main filter element (3).

5. Cover the inlet on the back of the body
(4) with cloth or tape to prevent dust from
entering. To prevent dust from entering the
engine, do not take the next filter element
(5). (If equipped with secondary filter)

6. Clean the inside of the housing (4).
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Every 250 hours

@

AGTGOST

7. Clean the main filter element (3) with dry
pressure air (294 to 490kPa).

First blow air from the inside of the filter

element along the gathers. Then blow from
the outside, and finally from the inside.

8. Use a light bulb to illuminate the inside of
the main filter element (3) and perform an
inspection. If any small holes or stains are
found, replace it.

9. Remove the cloth or tape used in step 5.
10. Install the main filter element (3).

11. Install the dust collection cup (2) so that
the "t TOP1" mark is facing upwards, and
then fasten it with the buckle (1).

* Check the throttle control system
The throttle control lever and the governor
on the engine side are connected by wiring.
Check whether the wire is stretched and
loose at its fixed position.

If the wire is stretched or loosened at a

fixed position, it may malfunction.

Experience is required for the replacement
or adjustment of wires. Please entrust your

sales or service agent to do it.

® Clean radiator

W arning

| A

When using compressed air, please wear

necessary protective equipment, such as
goggles and filter masks, because metal
fragments and other objects will splash and

cause serious injury.

Important: Be careful not to damage the
heat sink when cleaning.

* When using compressed air or high-

pressure water, make sure that the
pressure is not higher than 200kPa, and
keep the air nozzle away from the radiator
enough.

Important: When cleaning with water,
please cover the electrical system to
prevent water from entering.

Important: When operating the machine in
a dusty environment, check and maintain
the machine every day.

1. Open the left side cover.

2. Blow compressed air on the heat sink to

blow away the dust and dirt attached to it.

5-33
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Every 250 hours

Warning

e When handling fuel oil or working on the

fuel system, do not smoke or present open
flames.

e The engine should be turned off in a well-
ventilated place, and maintenance should
be performed after the machine has cooled
down.

e Spilled oil should be wiped clean

immediately.
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1. Open the front cover.
2. Use the oil filter wrench to turn the filter
(1) counterclockwise to remove it.
3. Clean the installation surface of the filter
housing.
4. Apply a thin layer of oil to the gasket of
the new filter housing.
5. Manually install the new filter.
6. After the filter gasket touches the
mounting surface, twist it once.
(Tightening torque with filter wrench: 20
to 24N-m)
7. Bleed the air.
For details, please refer to "Bleed from

the Fuel System" on pages 6-8.
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Every 500 hours

Every 500 hours

® Replace the hydraulic oil tank return

filter
For details, please refer to "Replace the

hydraulic oil tank return filter" on page 5-23.

® Replace the water separation filter

Warning

| A |

When handling fuel oil or working on the fuel

6. Check the O-ring. If there are any

scratches or other uneven places, replace

them.

7. Replace with a new filter element.

8. Install the indicating ring @ and spring

@ on the box @.

9. Install the box @ on the bracket and

tighten the ring @ by hand.

10. Open the valve @ for air extraction.
For details, please refer to "Bleed from

the Fuel System" on pages 6-8.

system, do not smoke or present open flames.

Turn off the engine in a well-ventilated place
and perform maintenance after the machine
cools down.

Spilled fuel should be wiped clean

immediately.

1. Open the rear cover.
2. Close the valve @.

3. Loosen the ring ® and remove the box @.
4. Remove the spring & and the knowledge

ring @ from the box @.
5. Cleaning box ®.
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Every 1000 hours

Every 1000 hours

® Replace the gear oil of the traveling

motor
For details, please refer to "Replacing Travel

Motor Gear Oil" on page 5-30.

® Replace the air filter

Warning
| A |

Please turn off the engine and wait for the

machine to cool down before performing
maintenance.

The engine, exhaust pipe, radiator, and many
other parts of the machine are very hot when
the engine is just turned off. Touching these

parts can cause burns.

Important: Do not use filter elements with
damaged pleated, gaskets or seals.
Important: Be sure to install the filter element
and dust cover firmly. Otherwise, dust will be
discharged into the cylinder, which will cause

damage to the engine.

1. Open the rear door.

2. Release the buckle (1) and remove the
dust collecting cup (2).

3. Clean the inside of the dust collecting
cup (2).

4. Remove the main filter (3).

5. Cover the inlet on the back of the body
(4) with cloth or tape to prevent dust from
entering.

6. Clean the inside of the housing (4).

7. Remove the cloth or tape used in step 5.
8. Install the new filter element.

9. Install the dust collecting cup (2), use the
"tTOP1" sign to face up, and then fasten it
with the buckle (1).
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Every 1000 hours

"% Replace the ventilator (if equipped)

W arning
| A |

Before the hydraulic system is depressurized,

if the cover or filter is removed or the pipe is

disconnected, hydraulic oil may be sprayed.
e Slowly loosen the vent plug to relieve the

pressure in the tank.

1. Open the cab side door cover (1) and upper
cover (2).

2. Turn the hydraulic tank cap (4)
counterclockwise to relieve the pressure inside
the tank, and then remove the plug.

3. Remove the right side cover.

4. Use your hands or a wrench to turn the
ventilator (5) counterclockwise and take it out.
5. Apply a thin layer of oil to the new air
exchanger packaging.

6. Install the new air exchanger manually.

« Tightening torque: 5 N-m.

P.S. For machines equipped with a ventilator,

pressurization is not required.
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® Cheun {J'II_\‘_ _a;alil;at uIG GLYne valve

clearance
This operation requires experience. Please

entrust your sales or service agent to do it.
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Every 1000 hours

Warning
A |

* Turn off the engine and wait for the

machine to cool down before performing
maintenance.

The engine, exhaust pipe, radiator, and
many other parts of the machine are very
hot when the engine is just turned off.
Touching these parts can cause burns.
When the engine just turned off, the engine
coolant was also under high temperature
and high pressure. Be very careful when
loosening the cover or screw plug.
Performing machine operations in this
situation may result in burns or injuries due
to splashes of high-temperature coolant.

« If maintenance must be performed while
the engine is running, two people should be
arranged to work in a team and maintain
communication with each other.

One person must sit in the driver’s seat so
that the engine can be turned off
immediately if necessary. This person must

pay special attention not to touch the

control lever or pedal, except when needed.

The other person performing maintenance
needs to keep his body or clothing away
from the moving parts of the machine.

* When the engine is running, it is

particularly dangerous to stand behind the
machine, as the machine may move
suddenly. Do not stand behind the machine
while the engine is running.

» When the cooling water is hot, do not
remove the radiator cap or waterproof plug.
Turn off the engine and wait until the engine
and cooling water cool down. Then, slowly
loosen the radiator cover and waterproof

plug, and remove them.

When cleaning, if the coolant temperature
is low, the thermostat will be turned off, and
the coolant will not flow inside the radiator.
Heat the coolant to at least 90°C before

cleaning.

1. Open the upper access cover.

2. Slowly loosen the radiator cover (3) to
relieve the internal pressure, and then

remove the cover.

5-39
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3. Placemamdem urbs uro want bg (4) 1o
contain the waste coolant, and then loosen
the drain plug (4) to drain the coolant.

4. Tighten the drain plug (4).

5. Add tap water to the coolant filling port to
the radiator until the water level reaches
the top of the filling port. Do not rush or
rush to add water, and do it slowly to
prevent air from entering the radiator.

6. Close the radiator cover (3).

7. Start the engine and run it at a speed
slightly higher than the low idle speed.
Increase the water temperature to at least
90°C, then turn on the thermostat and run
the engine for about 10 minutes.

8. Turn off the engine, wait until the
temperature of the cooling water drops, and
then remove the drain plug (4) to drain the
water.

9. After draining, use detergent to clean the
cooling system. When using the cleaning
agent, please follow the instructions

attached to the cleaning agent.

10. Repeat steps 4 to 8 to clean the
cooling system.

11. Tighten the drain plug (4).

12. Fill the radiator with new coolant
(antifreeze and tap water mixture)
through the filling port until it is full. This
process should be carried out slowly.

13. Close the radiator cover (3).

14. Warm up the engine. Use a meter to
check whether there is any abnormality in
the cooling system at this time.

15. Increase the water temperature by at
least 90°C. Then, turn on the thermostat
and run the engine for about 10 minutes.
16. Turn off the engine, wait until the
temperature of the cooling water drops,
and then check the coolant level in the
radiator.

17. Close the radiator cover (3).

18. Open the auxiliary water tank cover
(2), clean the inside of the auxiliary water
tank (1), then add coolant to the upper

limit (F), and close the cover (2).
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& Every 1000 hours

19. When the coolant has been replaced,
please check the coolant level again after
operating the machine. Once the
machine starts operating, the coolant will
be distributed to the entire system, so its
liquid level will drop. Replenish the used

cooling water.
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Every 1500 hours

Every 1500 hours

® Check and clean the engine fuel

injector

This operation requires experience.
Please entrust your sales or service agent
todo it

® Check the crankcase vent system

This operation requires experience.
Please entrust your sales or service agent
todoit.

5-43
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Every 2000 hours

Every 2000 hours

® Overlap engine valve seat

This operation requires experience. Please

entrust your sales or service agent to do it.

® Replace the hydraulic oil and clean

the suction filter

Warning
machine to cool down before performing
maintenance.

The engine, hydraulic system, and many other
parts of the machine are very hot when the
engine is turned off. Touching these parts can
cause burns.

Hydraulic oil is also under high temperature
and high pressure. Be careful not to touch the
hydraulic oil when loosening the cover or plug.
Operating the machine in this situation will
cause burns and injuries due to hot oil
spraying.

« Before the hydraulic system is
depressurized, if the cover or filter is removed
or the pipeline is disconnected, hydraulic oil
may spray out.

Loosen the vent plug slowly to relieve the
pressure in the fuel tank.

When removing plugs or bolts or disconnecting
hoses, stand on one side and loosen them
slowly to gradually release the internal
pressure before removing them.
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1. Adjust the machine to the check posture
of the hydraulic oil level.

For details, please refer to "Checking
and Replenishing the Oil Level of the
Hydraulic Oil Tank" on page 5-20.

2. Raise the safety lock lever to the locked
position.
3. Open the cab side door and upper cover.

gl
T

-l

|
\ |b||4, ]

4. SIOle |oobeTl ifle air piug (1) { reduce

the internal pressure, and then remove the
plug.

5. Loosen the hose band and remove the
hose from the flange (5).
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Every 2000 hours

® Exhaust

6. Loosen the bolts and take out the flange (5).
7. Remove the return oil filter (8).
8. Place a tray under the oil drain plug (13) to
contain the waste oil.
9. Loosen the drain plug (13) and drain the
hydraulic oil.
10. Loosen the bolts, remove the oil suction
filter (12) and clean it.
11. Clean the inside of the hydraulic oil tank.
12. Install the oil suction filter(12)
13. Install the new return oil filter on the flange
(5).
14. Reinstall the flange (5) back to the original
position.
15. Tighten the drain plug (13).
16. Fill the screw plug hole (4) with hydraulic
oil to the level between the upper limit (H) and
the lower limit (L) of the level gauge (2).
17. Pressurized hydraulic oil tank. (If not
equipped with a ventilator)

Refer to "Pressurized Hydraulic Oil Tank" on
page 5-21.
Note: For machines equipped with a ventilator,
there is no need to pressurize.
18. Tighten the screw plug®.
19. Bleed the air from the hydraulic oil circuit
as described in the "Exhaust" section below.
20. Adjust the machine to the hydraulic oil
level check posture, and check the oil level
after the oil temperature drops.
For details, please refer to "Checking and
Replenishing the Qil Level of the Hydraulic Oil
Tank" on page 5-20.
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Important: After replacing the hydraulic oil,
the air in the hydraulic pipeline and
hydraulic device should be discharged.
Otherwise, the hydraulic device may be
damaged.

® Cylinder

1. Start the engine and run it at a low
interest rate for 10 minutes.

2. Keep the engine running at a low idle
speed, and then extend and retract each
cylinder 4 or 5 times. Be careful not to
extend (retract) the cylinder to the end.

3. Run the engine at high speed, and then
extend and retract each cylinder 4 or 5
times. Be careful not to extend (retract) the
cylinder to the end.

4. Return the engine speed to low idle
speed, and then extend and retract each
cylinder 4 or 5 times, and extend (retract) to
the end.
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When needed

When needed

® Replace bucket teeth

Please replace the bucket teeth when the gear
sleeve is worn out. Do not wait until the bucket

is damaged before replacing it.
Warning

« Before performing maintenance or repairs
under the machine, all movable working
devices should be lowered to the ground or in
the lowest position.

*To prevent accidental movement of the
machine when repairing or replacing bucket
teeth or side teeth, the working device should
be firmly fixed.

When using a hammer, tooth pins or metal
chips may splash around. This may cause
serious injury.

When hitting hard metal parts such as gear
pins, bucket teeth, side teeth or bearings with
a hammer, please wear protective equipment
such as goggles and gloves.

When hitting the tooth pin or bucket tooth,
make sure that no one is around.

* During operation, do not allow unauthorized

personnel to enter the work area.
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140mm(5.5in/pulg.
190mm(7.48in/pulg.)

ADEGOZT1

Disassemble

1. Clean the bucket and park the machine
on a flat, firm and safe ground.

2. Lay the bottom of the bucket flat, and
pad the bottom with a spacer to take out
the bolt (1).

3. Remove the starting key, and then check

_\

whether the bucket is stable.

(@)

4. Remove the bolt (1).
5. Replace the bucket teeth (2) and gasket
(3).
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When needed

Install

1. Clean the part where the bucket teeth are
to be installed. If there is gravel or dirt on this
part, the tooth sleeve may not be able to
enter all the way.

2. Put the bucket teeth into the bucket.

3. If the teeth are not firm, please insert a
gasket to reduce the gap.

4. Insert the bolt from the outside of the
bucket and tighten it with a nut.

Tightening torque: 102 N-m.

5. Use a punching machine to rivet the bolts,
or perform three-point welding on the

threaded part (nut end).

® Replace bucket

W arning
A |

* Before performing maintenance or repairs

under the machine, all working devices
should be lowered to the ground or in the

lowest position.

If maintenance must be performed while
the engine is running, two people should be
arranged to work in a team and maintain
communication with each other.

One person must sit in the driver’s seat so
that the engine can be turned off
immediately if necessary. This person must
pay special attention not to touch the
control lever or pedal, except when needed.
The other person performing maintenance
must keep his body or clothing away from
the moving parts of the machine.

When using a hammer, tooth pins or metal
chips may splash around. This may cause
serious injury.

When hitting hard metal parts such as gear
pins, bucket teeth, side teeth or bearings
with a hammer, please wear protective
equipment such as goggles and gloves.
When hitting the tooth pin or bucket tooth,
make sure that no one is around.

When aligning the pin holes, check by
visual inspection. Do not insert your fingers
into the pin holes, or you may lose your

fingers.
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When needed

Disassemble Install

1. Align the shaft hole (A) on the bucket with
the shaft hole on the stick (5), and install the
shaft (2).

2. Operate the cylinder, align the shaft hole (B)

1. Lower the bucket to the ground as
shown in the figure above and set it firmly.
2. Put the safety lock lever in the locked

position and turn off the engine.
on the bucket with the shaft hole on the

connecting rod (6), and install the shaft (2)

bz 3

3. Hemove ne IocKing DOIT (1). — l .:E.
4. Knock the shaft (2) down from above

with a hammer. 3. Align the anti-rotation holes, install the

5. Remove the bucket. locking bolt (1), and then install two nuts and

tighten them.
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E When needed
. o |

Walking joystick, bulldozer joystick,
Warning pedal

| A

Adjust the machine to stop, turn off the engine,

remove the starting key and put it away.
Otherwise, the machine may move suddenly,

causing serious injury or death.

If the joystick or pedal cannot be operated

flexibly, please lubricate it.

Joystick

lgr

Timm Bl 3 — -d::_-'i] ’
1. Remove the floor mat.

2. Remove the lower base part of the
sheath (3) and turn it up.

3. Wipe off excess grease.

4. To install, follow the same procedure as
the removal step and operate in reverse

AGTHOeeY order.

e T e

(1) and turn it up.

2. Wipe off the old grease.

3. Spray grease to points (A) and (B).
4. Put the sheath (1) back in place.
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When needed

* Check the rubber frack

If the condition of the rubber track becomes as
shown below, repair or replace it. For details
about repair or replacement, please consult
your dealer or service agent.

Rubber track

If the entire track is stretched and cannot be
adjusted, replace the track.

(1) Rubber

AGTHIN
If the height of (A) is 5 mm or less, replace it.

(2) Steel rope

AGTHO3Z
If two Or more secuons oi e sieel rope dre

exposed, replace them.
If more than half of the side of the rope is cut,

replace it.
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(3) Metal core

AGTHO33
ven i a metal core ians ori, repiace It.

(4) Rubber

GO EL L E

1

BHN

)

AEFHIC

If the crack length is 60 mm or longer,

please repair it. If the steel rope is visible,
regardless of the length of the crack,

please repair it as soon as possible.
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When needed

® Replace rubber track

Warning
| A |

If you must work under a raised machine or

working device,

Be sure to use wooden blocks, jacks or other
stable and strong supports. Before it is firmly
supported, it should not be under the machine
or working equipment.

If maintenance must be performed while the
engine is running, two people should be
arranged to work in a team and maintain
communication with each other.

One person must sit in the driver’'s seat so that
the engine can be turned off immediately if
necessary. This person must pay special
attention not to touch the control rods or
pedals, except when needed.

The other person performing maintenance
must keep his body or clothing away from the

moving parts of the machine.
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Disassemble
1. Completely relax the tension of the
rubber track.

For details, please refer to "Checking

and Adjusting Track Tension" on page 5-27.

BETAES

2. Use the working device to lift the body.

AETHIEN

3. Place an iron pipe (1) in the rubber track

and slowly turn the sprocket in the opposite
direction.
4. Turn the sprocket until the iron pipe (1) is
close to the tensioner and the rubber track
is lifted away from the tensioner, then stop
rotating the sprocket.

5. Slide the rubber track laterally and take
it out of the track frame. Follow the same

procedure to take out another rubber belt.
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When needed

Install

1. Use the working device to lift the body.

2. Place a rubber track on the sprocket.
3. Place an iron pipe (1) in the rubber track
and slowly turn the sprocket in the opposite

direction.

4. Rotate the sprocket until the iron pipe (1) is

close to the tensioner and the rubber track is
lifted away from the tensioner, then stop

rotating the sprocket.

5. Slide the rubber covering belt inward, attach

it to the tensioner, and then pull out the iron
pipe.
6. Check whether the rubber track is firmly
installed on the sprocket and the tensioner.
7. Tighten the rubber track to the standard
tension.

For details, please refer to "Checking and
Adjusting Track Tension" on page 5-25.
8. Follow the same procedure to install

another piece of rubber track.
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® Check and add glass cleaning

fluid
Warning
Eﬁmm‘%ﬂmmmmn—‘

Do not use methanol as a washer solution,

it will hurt your eyes.

Please use glass washer fluid specially
designed for motor vehicles, please follow
the instructions that come with the glass
fluid.

1. Open the cab door.
2. Check the cleaning liquid tank (1), if the

liquid level is low, add cleaning liquid.
Add

1. Mix the cleaning solution to the specified
concentration.

2. Remove the cover (2) and add the
cleaning fluid. During the replenishment of
the cleaning fluid, please do not allow dust
to enter.

3. Put the cover (2) on.
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Maintenance during long parking periods

Maintenance during long
parking periods

® Parking procedure

If you need to park the machine for 30 days or
more, please park it indoors. If it must be
parked outdoors, the machine should be
parked on a flat surface paved with wooden
boards and covered with a waterproof cover to
keep it dry.

1. Clean the machine.

2. Check for oil leakage, water leakage,
cracking, and loosening of nuts and bolts.

3. Add fuel and change hydraulic oil and
lubricating oil.

4. To prevent rust and icing, the engine coolant
should be replaced with long-life coolant
(LLC).

For details, please refer to "Cleaning the
Engine Cooling System" on page 5-39.

5. Use a grease gun to lubricate the grease
fittings.

6. Fully retract the bucket and stick cylinder,
and lower the bucket and dozer to the ground.
7. Coat the hydraulic cylinder with anti-rust oil.
8. Disconnect the battery negative cable and

cover the battery to prevent freezing.

5-53

® During parking

Warning
A |

* Do not operate the machine in a closed

place with poor ventilation.

« If natural ventilation is not possible,
ventilation fans, fans, extended exhaust
pipes or other ventilation devices should be

installed.

1. To prevent rust, the machine should be

operated once a month so that the

lubricating oil can circulate throughout the

system.

2. Check battery; charge if necessary.
Please entrust your sales or service

agent to charge.

® Starting of the machine after

parking

Important: During the long-term parking of
the machine, if the above "parking
procedure” is not followed, please consult
your sales or service agent before starting
the machine again.

1. Wipe off the anti-rust oil on the piston rod
of the hydraulic cylinder.

2. Add lubricating oil or grease when

necessary.
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E Maintenance during long parking periods

® Put the engine back into service

1. Perform daily inspections.

2. The engine should be pre-lubricated
before starting.

a. Shake the engine and keep the fuel
system off so that the engine will not be
started. Keep this process for 15 seconds.
b. Then stop for 30 seconds.

c. Repeat the procedure until the engine
has been shaken for a total of 1 minute.
This allows the oil to circulate fully in the
engine lubrication system. 3. Make the fuel
system ready.

4. Start the engine. Run the engine at idle
speed for about 15 minutes. At this time,

please check:
e Whether the oil pressure is normal.

o Whether there is leakage of fuel, engine
lubricating oil or coolant

e Whether the indicator light and the level
gauge are working properly.

5. Avoid operating for a long time at the
minimum or maximum engine speed and
load the remaining loads in the first hour of

operation.
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Symptoms that are not

malfunctions

Symptoms that are not
malfunctions

The following symptoms are not faults

ABTJIO02
® When the engine is running at low speed,

when the arm reaches an almost vertical
position, its retraction speed will drop

briefly.

_ AGTIO003]
® \When the engine is running at low speed,

when the tooth reaches an almost
horizontal position, its moving speed will
drop briefly.

® At the beginning and end of the swing, the
swing motor makes noise.

® When a sudden stop occurs during high-
speed walking, the walking motor makes

noise.
6-2

® When the working device is subjected to
excessive external force or when it moves
to the end of the stroke, the control valve
makes noise.

® \When an accessory that is heavier than a
standard stick or bucket is installed,
operating the machine is more laborious

than before.
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If the engine is overheated

If the engine is overheated in the red area, it means the water

Warning temperature is too high, and the engine

‘ water temperature alarm icon will display
® Do not open the engine cover when steam

and the monitor will sound an alarm.

is coming out. Steam or hot water may ® When the alarm sound is heard, the

spray out, causing burns. engine emergency warning light and the

® Do not remove the radiator cap or drain oo
coolant temperature warning light start

plug when the cooling water is hot. Turn off to flash at the same time.

the engine, wait for the engine and radiator o Steam came out of the engine room.

to cool down, and then slowly loosen the

radiator rel he internal .
adiator cap to release the interna Remedial procedure

pressure. o
1. Park the machine in a safe place.
® During maintenance, turn off the engine .
2. Check to see if steam comes from the
and wait for the machine to cool down . )

closed engine cover and lid.
before proceeding. i .

3. If steam comes out, immediately turn off

the engine and contact your sales or

The following symptoms indicate overheating. service agent for repairs. If no steam
comes out, please run the engine at a low
idle speed to let the water temperature
drop.
4. When the water temperature gauge LED
falls to the green area, turn off the engine.

— 5. After the engine has cooled down,

I “:_.’H immediately perform the following

inspection and remedial measures.

The fan belt is loose...adjust (refer to page
5-24)

Coolant level is low... add coolant (refer to

® |f the water temperature gauge pointer
points in the white area, it means the water
temperature is normal during operation; if
page 5-18)

the water temperature gauge pointer points . .
Leaking............ Repair

6-3
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. If the battery is dead

Dirty radiator heat...clean (refer to page 5-37)
The cooling system has deposits...clean (refer
to page 5-42)

If the fault still exists after performing the
above remedial procedures, please contact

your sales or service agent for repair.

If the battery is dead

The following symptoms indicate that the

battery has no power:

® The starter motor does not rotate or
cannot start the engine.

® The sound of the horn is very small.

Remedial procedure

Start the engine using the booster bottle and

jumper cables on other machines (boost

machines).

Important: The size of the jumper cables and

clamps used should be suitable for the battery

capacity. Do not use damaged or corroded

jumper cables and clamps.

Important: Ensure that the battery of the

charging machine has the same capacity as

the battery without an electrical machine.

Important: Be sure to connect the cord clamp

securely.

6-4

Warning

ry |

When using a jumper cable to start the
engine, be sure to follow the correct
procedure to connect the cable. Improper
use of jumper cables may cause battery
explosion or unexpected machine actions.
The booster machine and the machine with
no battery (no electric machine) are not
allowed to touch each other.

The positive (+) and negative (-) clamps of
the jumper cable are not allowed to touch
each other.

When connecting, first connect the jumper
cable to the positive (+) terminal. When
disconnecting, first remove the cable from
the negative (-) terminal (ground).

Connect the last clamp of the jumper cable
with the connection point as far away from
the battery as possible.

When using a jumper cable to start the

engine, always wear goggles.
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. If the battery is dead

Connect the jumper cable

Important: Turn the charging machine
and the starter key without a motor to the
OFF position.

Egs iRk R 3% e

1. Connect the clamp of the jJumper cable
(R) to the positive (+) electrode of the
motorless machine.

2. Connect the other clamp of the jumper
cable (R) to the positive (+) electrode of the
booster.

3. Connect the clamp of the jumper cable
(B) to the negative (-) electrode of the
charger.

4. Connect the other clamp of the jumper
cable (B) to the engine support without an
electric machine. Connect the clamp, the
connection point is as far away as possible
from the battery.

Start the engine

1. Check whether the wire clamp is firmly
connected to each terminal.

2. Start the engine of the charging machine

and run it at high speed.

3. Start the engine without an electric
machine.
Disconnect the jumper cable

After the machine without power is running
successfully, follow the same steps as the
connection and remove the jumper cable in

the reverse order.

iR 2R iR B RRHLER 4R

AGTJOOTPC

1. Disconnect the clamp of the jumper cable
(B) from the engine support without an electric
machine.

2. Disconnect the other clamp of the jumper
cable (B) from the negative (-) electrode of the
charger.

3. Disconnect the clamp of the jumper cable
(R) from the positive (+) electrode of the
charger.

4. Disconnect the clamp of the jumper cable
(R) from the positive (+) electrode of the
motorless machine.

Recharge

Ask your sales or service agent to recharge

the battery without battery.
6-5
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. If the fuse blows

If the fuse blows 4. If the fuse is blown, replace it with a

If the light does not turn on or the electronic spare fuse of the same specification.

system does not work, the fuse may be blown.
Fuse arrangement and its protection circuit

Check the fuse.
Check and replace the fuse R N
Warning HIIIPGIC WwITuUUIt
| A | 2OA EED-Heht
If the fuse blows again soon after being
. faYaV.\ [ PR H
replaced, the electronic system may =T Tradto
malfunction. If it is not properly repaired, it may 204 Highspeed
cause a fire hazard. For inquiries, please
204 Cigarettetightet
contact your sales or service agent.
laYaW.¥ |
< UM arl
1. Turn off the engine 204 Hehtin-the-cat
2. Open the front access door
laYaW.¥ Ll
~ UM LA
laYaW.¥ AW N
UM vdalivo
[aYaW.¥ AL
JUM VVIPUI
[aYaW.¥ AL
JUM LAY
FaYaW.\ [aYPugwy im}
UUMA IAltCio
4040 o i
. Ay f UM ATTICTAlUI
3. Open the cap of he fuse box, Check if there

is a blown fuse.

blown no blown

TN RS TiTT

6-6



1TUUVICOIIVULITNY

If the fuse blows

Check the fuse

b £

R ﬂ___v? _ ﬁ
R —
bt T T

If the machine does not start after turning the
start switch to the ON position, the filter
cartridge fuse (1) may be blown. Open the
service cover and check. If the fuse has blown,
please contact your sales or service agent.
Attachment: The fuse is a large fuse used in
high current applications. Like ordinary fuses,
they play a role in preventing excessive
current and protect electrical components and
wiring from damage caused by excessive

current.
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Restart after fueling

Restart after fueling

Bleed from the fuel system

Important: Never use the starter motor to turn
the engine so that the fuel system is ready.
This may cause the starter motor to overheat
and damage the coil, pinion or ring gear.
Important: If the engine stalls due to fuel
shortage, add fuel, turn the key to the ON
position for 60 seconds, and then turn it to the
START position. If the starter motor is
operated for a long time before sufficient fuel

enters, the starter motor will fail to start.
1. Add fuel.

3. Turn the starter key to the ON position
and hold it for about 60 seconds.
The automatic exhaust valve exhausts the

air from the fuel system.

Note. ..o o e S, o - Mmake
the engine unable to start or have other
problems. When the fuel tank is emptied or
there is air in the fuel system, it must be

exhausted.
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If the warning light flashes

During the operation, if you hear the alarm sound or the alarm light starts to flash, you

should stop the machine in a safe place and perform the following remedial procedures.

Alarm Icon indication Causes and solutions

T: ICTT ;D [=8 |JIU‘U:CI LAl VV;“I t: 1< fdll IIJUH Ul

charger.

Check if the fan belt is loose or broken, and

adjust if necessary.

Charging If the light continues to flash after

maintenance, there may be a problem with

E the charger. If you need help, please

consult your sales or service agent.

For details, please refer to "Checking and
Adjusting the Fan Belt" on page 5-24.

T: ICTT ;D [=8 PIUIU:CI L) ;II t: 1c° Tl IH;I i~ :UIUI ;bdﬁull
system.

Check the engine oil level.

If the light flashes when the oil level is

. normal, or the light still flashes after
oil pressure U )
replenishing the oil, please consult your
sales or service agent.
s For details, please refer to "Checking and
Replenishing Engine Lubricating Oil" on
page 5-19.

The coolant temperature is too high and the

Coolant engine is overheating.
temperature For details, please refer to "If the Engine
Overheats" on page 6-3.

AnLCE

The fuel level is too low. Need to add fuel.
Fuel level For details, please refer to "Checking the
bﬂa Fuel Level" on page 5-19.

E T
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. Other symptoms

For symptoms not listed in the table below, or if the problem persists after taking appropriate

solutions, please consult your sales or service agent.

Symptom Causes Sotutions
T: 1< :Gft al IUI Ilg: It jUyDt;b:’\b - Lclb:’\ Uf yrcasc Ul ° . . .
cannot move flexibly left and right Lubricate the joystick
. . See page 5-52.
Dozer blade control lever and joysticks :
) ® Adjust or replace (consult
throttle control lever cannot ® The wires are too :
. your sales or service agent).
move flexibly loose
- LUVVUI \IU:GGDU[ t:lc bafciy
® The safety lock lock lever. Please refer to
Bucket, slewing or walkin lever has been page 2-16.
2 9 9 raised (locked) ® Replace the fuse. Please
operations cannot be F | f
erformed ® Fuse blown refer to pages 6-6.
P ® The travel lock ® Adjust the walking lock
adjustment is faulty (consult your sales or
service agent).
- AL}I\.JI :Iyu‘l au:;u UI: tU Al: 1<
® Hydraulic oil level specified level. Please refer
is too low to page 5-20.
® The hydraulic oil is ® Warm up. Please refer to
Not enough digging power not hot enough page 3-8.
® Air filter is clogged ® Clean the air filter. Please
® Incorrect hydraulic refer to page 5-35.
oil type ® Replace hydraulic oil.
Please refer to page 5-46.
Unable to walk or inflexible M ® Remove foreign objects
object stuck
: A atullc UT fulc;yll : F‘\UIIIUVU fUIC;UII UIUJ.Uth
Lean to the left or right when object is stuck. ® Adjust the track to the
the machine goes straight ® The track tension specified tension. Please
adjustment is faulty refer to page 5-27.
. [ ] .
Can't change walking speed ® Fuse blown Replace the fuse. Please
refer to pages 6-6.
Can't turn or turn inflexibly [ Insufﬂcu_ant grease ® Lubricate the bearings See
for slewing support page 5-29.

6-10
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. Other symptoms

Symptom

causes

Sotutions

® A0d T yarau [C oIl o e

exhaust pipe

The hydraulic oil temperature ® Hydraulic oil level is too ified level. PI
is too high low specified level. Please
refer to page 5-20.
. InsuffICIGnt fuel ; A\Jd fuc:. F\:UO.DU lcfcl tU
® There is air in the fuel pages 5-19.
The starter motor rotates but system ® Exclude air. Please refer
the engine does not start e Water in the fuel system to pages 6-8.
® Drain the water. Please
refer to pages 5-30.
® Increase the tension.
Tracks fall off ® Tracks are too loose Please refer to page 5-27.
The engine offen emits black P ® Clean the air filer. Please
® Airfilter is clogged
smoke refer to page 5-35.
- oA
. . ° o
Engine exhausts white or Too much oil liquid level. Please refer
blue smoke ) to pages 5-19.
°
Inferior fuel ® Change the fuel.
; C:Ial IUU fuc:
® Inferior fuel is being used e For details, please refer to
The englne_produces _ e Engine overheated If the Engine Overheats
irregular noise (combustion or on page 6-3.
mechanical noise) e Internal damage of ® Replace the exhaust pipe.

For replacement, please
consult your sales or
service agent.
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Lower the boom to the ground

Lower the boom to the ground
If the bucket operating device must be lowered
to the ground after the engine is turned off,

please follow the procedure below.

W arning
A |

When the bucket working device is lowered,

please stay away from the working area. The
dust falling from the bucket or bucket working

device may hit you.

program
(1) Turn the starter key to "ON".

(2) Control the landing of the working device
by operating the handle. For details, please
refer to "Operating the Working Device" on

page 3-13.

6-12
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Towing

Towing
W arning

When towing, improper operation, improper

rope or improper rope inspection can cause
serious injury or death.

« If the rope breaks or becomes dangerous,
please use a rope that matches the traction.

« Do not use kinked, twisted or damaged
cables.

« Do not suddenly put a heavy load on the
rope.

« When handling the rope, wear safety gloves.
« Make sure that there is an operator on the
towing machine and the machine being towed.
« Do not tow on slopes.

« When towing, no one should approach the

rope.

Important: If the engine does not start or the
machine is not running, do not tow the
machine. Doing so may damage the towed
machine.

Important: When using the towing hole to tow,
be sure to strictly follow the following steps. If
you do not pay attention to any of these steps,
it may cause damage to the traction hole or

other parts of the frame.

6-13

Towing machine

Use the following procedure to tow heavy
objects or machines that are stuck in the
mud and cannot drive out of their own

accord.

ADGADOSC

.—Allowable force: 28.2 KN

1. Tie the cable to the shackle (1).

2. Hook the shackle (1) to the towing hole
(2).

3. Make sure that the cable and the walking
frame maintain a cone angle of 20° or less.
4. Move the machine and tighten the cable.
5. Move the machine at a low speed of 2
km/h or lower to a location short of the site
(a place that is convenient for

maintenance).
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If the cab or canopy is damaged

damagdged

22 i

Replace _tnb amaged capb or canopy

immediately. If you operate in a damaged
cab/top, serious personal injury or death may
occur.

Do not operate the machine until the
replacement is completed. Do not attempt to
repair a damaged cab or canopy by welding.
Doing so may endanger the safety of the

cab/top.

<Applicable model RH25B>
*Cab part number: 0301120080
RH25B cab

6-14
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Main Parameter

ltem Linit Data
machine weight kq 2430
bucket capacity m 004
type backhoe
model Kubota DTTOS
displacement | 1123
rated power ravvi com 14/2200
engine Max Torgue /sneed N _m Z0 3/1600
Starter M-KW 12-1 2
generator VoA 12-480
Accumulator \V_Ah 12-658
Traveling annnd km/h high-3 3 - low:-2 2
Raotating epnnd pm 1085
Speed and digging [Aradeabllity 302
force bucket digqging force KN 16 14
T T \Jiyyillg force feie =7
Max traction KN 13
averall length mm 32300
averall width mm 1454
dimension averall hoight mm NEDE
dozer max digqging denth mm 413
dozer max lifting height mm 257
Ground prossure kPao 35 68
Tracks track material rubhber / stool
Jeonsioner grease cylinder
Pllmp type plunnnr pump
Hydraulic system |Waorking pressiure MPa 22
Elow rate | /min 61 6
Hydrauylic gil tank canacity | 20 6
Liquid capacity Engine oil capacity | 2.8 (1.3)
Euel tank r‘npn(‘ih/ | 18
All ratnA npnratinne bf thn mar\hinn ate. hasad o thn mar\hiﬂn \Alnrl{ing en-a solid

horizontal support surface. If the machine's operating environment conditions are
different from the above reference conditions (such as working on uneven ground or

slopes), the operator should consider these conditions .
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Main Parameter
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Main Parameter
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Main Parameter
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Main Parameter

i parameter RH25C

ltem Linit Data
machine weight kq 2398
bucket capacity m 004
type backhoe
model Kubota DTTOS
displacement | 1123
rated power ravvi com 14/2200
engine Max Torgue /sneed N _m Z0 3/1600
Starter M-KW 12-1 2
generator VoA 12-480
Accumulator \V_Ah 12-658
Traveling annnd km/h high-3 3 - low:-2 2
Raotating epnnd pm 1085
Speed and digging [Aradeabllity 302
force bucket digqging force KN 16 14
T T \Jiyyillg force feie =7
Max traction KN 13
averall length mm 32300
averall width mm 1454
dimension auerall height mm 2445
dozer max digqging denth mm 413
dozer max lifting height mm 257
Ground prossure kPao 35 68
Tracks track material rubhber / stool
Jeonsioner grease cylinder
Pllmp type plunnnr pump
Hydraulic system |Waorking pressiure MPa 22
Elow rate | /min 61 6
Hydrauylic gil tank canacity | 20 6
Liquid capacity Engine oil capacity | 2.8 (1.3)
Euel tank r‘npn(‘ih/ | 18
All ratnA npnratinne bf thn mar\hinn ate. hasad o thn mar\hiﬂn \Alnrl{ing en-a solid

horizontal support surface. If the machine's operating environment conditions are
different from the above reference conditions (such as working on uneven ground or

slopes), the operator should consider these conditions .
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i Main Parameter
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Main Parameter
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Main Parameter
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%L" Main Parameter

Applicable models: RH25B

Vibration and ear noise:

A-Weighted emission sound pressure level at the operator's position measured according to
work cycle procedures specified in “ISO 6396 “ is 78dB(A),

The hands and arms are exposed to a weighted root mean square acceleration that is less
than 2.5 m/s2.

The body is exposed to a weighted root mean square acceleration that is less than 0.5
m/s2.

Mesurements are obtained on a representative machine using the procedures in the
following standards:

"ISO 2631-1"

"ISO 5349-1"

"ISO 5349-2"

Applicable models: RH25C

Vibration and ear noise:

A-Weighted emission sound pressure level at the operator's position measured according to
work cycle procedures specified in “ISO 6396 “ is 78dB(A),

The hands and arms are exposed to a weighted root mean square acceleration that is less
than 2.5 m/s2.

The body is exposed to a weighted root mean square acceleration that is less than 0.5
m/s2.

Mesurements are obtained on a representative machine using the procedures in the
following standards:

"ISO 2631-1"

"ISO 5349-1"

"ISO 5349-2"
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? General safety measures
7

General safety measures

When removing or installing accessories
or options, please take the following
safety measures.

ePlease consult Kenshi Heavy Industry
before installing options.

eDo not use any accessories that are not
approved by Kenshi Heavy Industries,
otherwise it may cause safety problems or
negatively affect the operation or service life
of the machine.

eKenstone Heavy Industries is not
responsible for injuries, accidents or product
damage caused by the use of unauthorized
accessories.

eChoose a stable and flat work area, and be
sure to stop in a well-ventilated place.
eRemove obstacles and dangerous goods,
and immediately clean up the spilled fuel.
e\When hoisting, be sure to designate one
person as the signalman. For specific
procedures and measures, please follow the
sighalman's instructions.

eIn the process of disassembly or
installation, when heavy objects or
accessories need to be temporarily placed
on the ground, be sure to place themin a
stable place.

e\When hoisting, all personnel should stay

away from the work area. The work area

may be dangerous due to falling objects or
contact with people.

eUse a crane to move heavy objects (25 kg or
heavier).

eBefore moving heavy objects, be sure to
support them first. When using a crane to lift
objects, please pay attention to the center of
gravity of the load and keep the machine
balanced.

eDo not operate the machine when the crane
is lifting the load.

ePlease follow the correct procedure when
installing the boom or stick, otherwise it may
cause serious injury. If you need help, please
consult your sales or service agent.
Precautions when installing work
equipment

After changing accessories or other special
accessories, be sure to perform a trial run.
Check the hydraulic oil level and add oil if
necessary. For detailed procedures for
installing/removing accessories, please

consult your sales or service agent.

Precautions when choosing wood clamps
When choosing a grabber, it should be
replaced with a front protective net that

extends over the driver's head.

8-2
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y General safety measures
<

Precautions when operating
accessoties

Lengthening the attachment will reduce the
stability of the machine. When the machine is

walking or turning on a steep slope, if it loses

its balance, it may tip over. Do not perform the

following operations, otherwise it is extremely

dangerous.

e

Steep slope when the attachment'is lifted

\

urossing steep slopes

Rotate on a steep slope

8-3

If heavy accessories are installed, the
overshoot of the machine before it stops
completely will be greater than usual when
the machine is stopped. Please carefully
consider the relevant distance to avoid
hitting objects around the machine. Keep a
safe distance from surrounding obstacles.
When a heavy accessory is installed, the
natural descending process (when stopped
in the air, the accessory slowly descends
under its own weight) will also speed up.

The machine is more likely to tip over in
the horizontal direction than in the vertical
direction.

(1) When the bucket operating device is
heavily loaded, it cannot turn sideways. In
particular, it cannot be turned sideways on
the slope.

(2) The accessories of the machine with the
breaker or the crusher are heavier than
when the standard bucket is installed. Do
not operate such machines sideways,
especially when digging downhill.

When an extended arm is installed, the
operating range will increase. Please
carefully consider the relevant distance to
avoid hitting obstacles around the machine
and keep a safe distance from the

surrounding obstacles.
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y General safety measures
<

Precautions when operating accessories

Warning,
g

el’lease consuit r\énsnl Heavy Inaustry perore instailing opuons.

eDo not use any accessories that have not been approved by Kenshi Heavy Industry,
otherwise it may cause safety problems. Or it will have a negative impact on the operation
or service life of the machine.

eKenstone Heavy Industry is not responsible for injuries, accidents or product damage

caused by the use of unauthorized accessories.
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Hydraulic breaker
<

Hydraulic breaker When operating attachments such as
For the operation of the breaker, please ~ reaking hammers, tilting buckets or

. rabbing buckets, please ensure that the
refer to the separate hydraulic breaker 9 9 P

track width is extended to 1454 mm.

manual.

Important: When installing accessories,

make sure that they are suitable for the

model of the machine you are using.
width is narrowed! For suggestions when selecting
eAlways operate the machine with the accessories, please contact your sales or
crawler width extended to 1454 mm in service agent.
order to maximize the stability of the

machine. If the machine is operated with

a narrow track width (1204 mm), the

machine may tip over due to its poor

stability.

o|f the machine must be operated with a

narrow track width (1025mm), the bucket

operating device should be retracted, the

boom should be lowered to lower the

center of gravity, and the machine should

be kept facing forward before walking.
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t / 4 Hydraulic breaker
7O

Precaution when operating

AGTLO
(4) Do not pry wittra dril rod,

pry when it is broken.

(5) Do not move the hammer head when
breaking.

(6) Do not continue to impact on the
same surface for more than 30 seconds.

working surface for crushing

operations.
(8) When crushing, the drill rod should ( .
be properly aligned with the object to perpendicular to the ground.

be crushed to avoid hitting the air.

AGTLONS AGTLDIF
0 not break when the cylinder isfutty (9) Do not use the hammer to fall and hit the
extended or fully retracted (end of stroke). object to break it.
Leave a gap of at least 50mm. (10) Do not use a breaking hammer to move

objects or rocks.

8-6



ALULCOOVUINICOS

V Hydraulic breaker
<

(11) Rotate the machine from time to time to
cool the engine.

(12) If the hydraulic pipe vibrates abnormally,
it may be a leak of nitrogen in the
accumulator. Please check it as soon as

possible.

Change hydraulic oil regularly
eHydraulic oil deteriorates faster when using
hydraulic breakers than during normal
operation. Be sure to replace the hydraulic oil
and return oil filter element.

e Failure to replace it in time will cause
damage to the machine and the hydraulic
system of the breaker. In order to prolong the
service life of the hydraulic system, be sure to
replace the hydraulic oil and the return oil
filter poly filter element after the hours shown
in the table below.

e\When replacing hydraulic oil, please clean
the oil suction filter.

Replacement interval (hours)

1t ol L H
ua-aan; Ty efatte-ott

] 100
SeCoORE oo

D 1 1200/a00) 200
eguTat LEA~aAR~A-ACy ) [=vavy

Take a breaker operating ratio of 100%

as an example.

2000 — !

\ |

T 1500 o] _mmmmsmian —
& I

= 1000

<

= I

Bl 500 b | MEEREERER |

ru“ i | {

-nn- .ulﬁ_*"“ - ‘: “i

1"~

0 20 40 60 a0 100

EMEIRIELLE (% ) —>
AWALIPERC

(): When using conventional anti-wear

hydraulic oil.
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. Walkmg alarm device

Walking alarm device Fuse arrangement and its protected
The alarm sounds when the machine is circuit

walking, and stops when the machine stops.

If you cannot hear the alarm sound when the H %;EL "
1
machine is running, the fuse may be blown, %ﬁﬂﬁﬂfﬂ 04
check the fuse. & m ﬁPmrer
If the fuse blows again soon after being
replaced, the electronic system may ﬁﬁﬁ—%ﬂigar
malfunction. If it is not properly repaired, it may ﬁL EFH{L 204
cause a fire hazard. For inquiries, please ?ﬁﬂﬂah light
contact your sales or service agent.
1. Turn off the engine.
2. Open the rear cover. % 4. 8Horn 204
5 f{Valve
% RALr 204
T Bl %¥ipe clean
3. Oper Lnéj' luse guver. £ E @{"LB
4. Check the fuse. Starter B 604
*EF EH ﬁ%ﬂﬂ
|f TR I | AT u||| Chnarstor i

5. If the fuse is blown, please replace it with a

spare fuse of the same specification.
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Weight of accessories

Weight of accessories

D
T b @ ol W N o) o ol o Y
£ 2R P b SN PB T DG DDA DT
2 o op o o | d 4 5 9 w P
=
—+ T T T & ¢ T
& £ € § & & i [
& £ £ 8 & & ¢ ¢ £ 9
C b D S D @ o F D P F
D S D £ & £ 5 &
< IR @ DD F g F S & @ %
[ I 2 & ¥ H @ 4 4+ @ 3 3 I 9
2 8 O % 3 5 5 & + 18 2 £ 5 &
C L e . L L L r = C
o ¥ f ¥ & B nw. ¢ ¢ DT D L T b 2 E
S £ 6 ¢ X L & b 5 2 e F £ 3
Q0L g B F B 3 ¢ ¢ ¥ @ 3 ¥ F
Qb - P X OO0 & & I I O G 6 F L
Q b @ P oL o I x5 = L o
< 1 x D D o I T
= o T & 2 > O &
[0) =+ = S £ F =2 I @ &
¥ o P = = | T a P
9 [ H &
P > o b Y > PO
P I 2 9 W

*:The quality of the accessory is added to the quality of the

standard machine.

*:This table only includes accessories with a mass of 10kg or more.
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RH25B Mini excavator
RH25C

The information in this manual is subject to change without notice.

Version 1, September, 2023

Shandong Ken Stone Heavy Machinery Co., Ltd.
Add: 20km west of Liaocheng, Shandong
Hot line : 0635-8362550



