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Safety Warning Signs

Warning

A

This symbol indicates a safety warning.

The information immediately following
the symbol contains important safety
information.

Please read and understand this
information to avoid personal injury or
death.

It is the responsibility of the machine
owner or employer to guide each Bitwise
operation to operate all equipment
correctly and safely. All personnel using
this machine should be fully familiar with
the content of this manual.

Before operating the machine, all
operators must receive guidance on the
relevant functions of the crawler dumper
vehicle.

Before operating this machine on the
construction site, you should learn and
practice how to use machine control
correctly in a safe and open place.

Improper operation, inspection, and
maintenance of the machine can lead to injury
or death.

Please read and understand this manual before
performing any operation, inspection, or

maintenance on the machine.

Make sure to carry this manual with you,
preferably on the machine. If the manual is
lost or damaged, please order a new one from

your dealer immediately.

When transferring this machine to someone
else, please make sure to hand over this

manual to the new owner.



SIGNAL
WORD

The safety instructions appearing in this manual

and on the machine identification are cautioned

with words such as "danger", "warning", and
"caution". The meanings of these signal words are

as follows:

Danger "refers to a high degree of
danger that, if not avoided, could result

in death or serious injury.

/\ Warning

Warning "refers to a moderate risk that, if not
avoided, may cause

Death or serious injury.

A\ | Notice

Attention '"refers to a low level of danger that,

if not avoided, may result in mild or moderate

injury.

We cannot predict all possible dangerous
situations. Therefore, the warnings in this
manual or on the machine cannot cover all
possible unexpected situations. Therefore,
please be careful and follow all routine safety
measures when operating the machine to avoid
damage to the machine, operators, or other

personnel.



INTRODUCE

PREFACE Serial number

Important: Do not remove the machine

This manual introduces the operation, nameplate with the serial number.

inspection, and maintenance of the machine, Check the serial numbers of the machine and

as well as safety instructions that should be engine and record them in the blank space
below,

noted during operation.
Machine number :

If you have any questions about the
machine, please contact Ken Stone Heavy

Industries' sales or service provider.

® In some details, this manual may differ
from the manual provided with the

machine you are using.

® Please note that the information and

machine parameters in this manual are

. . . . Engine number:
subject to change without prior notice.
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Machine Description

Front, Rear, Left, and Right
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The front, rear, left, and right of the machine
indicated in this manual refer to the visible state

of the front shovel in the driving position.
Specify Action

This machine is mainly used for the

following operations:
loading
Unloading/lifting unloading

transport

Product Features

Wide range of use, simple structure, stable
transmission, and easy to achieve automation
control

Suitable for complex road conditions such as
swamps, riverbanks, deserts, paddy fields,
tropical rainforests, snow, and ice.

High traction, good climbing and gripping
performance, and strong transportation
capacity.

Small turning radius, flexible
maneuverability, especially suitable for
narrow areas, reducing the cost of building
roads.

Equipped with electric starting, centralized
and convenient operation.

Equipped with hydraulic takeoff and landing,
self unloading, reducing labor intensity and
improving transportation efficiency.

REGULAR

Please follow the instructions below for
the first 100 hours of the new machine
(indicated by the hour meter):

Using a new machine without regular
use can lead to accelerated performance
degradation and may shorten the
lifespan of the machine.

Fully preheat the engine and hydraulic
oil.

Avoid overloading and fast operation.
Maintain a load capacity of
approximately 80% of its maximum
load during operation.

Do not suddenly start, accelerate,
change direction, or stop unless
necessary.



Notes on reading this manual

Please note that the descriptions and charts
contained in this manual may not be applicable

to the machine you are using.

The numbers used in the illustration are circled
around the markings. When the same number
appears in text, it is marked with parentheses.

(For example: @ — (1))

Marks used in this manual

The meanings of the symbols used in this

manual are as follows.
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Unlock

0-4

Nameplate
position

S Cwumer

v s ri g o
; v
togumy  weieweo ¥ i
e T TN PR R S
{ 'E Tl P LR Te L ] h
Ly e O e R g S

The nameplate of this model and
its location on the entire machine,
as shown in the above figure
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Safety
General Precautions

General Precautions

You are liable to abiding by the safety laws
and regulations of relevant departments and
fulfilling the operations, checking, and
maintenance of machine.

As a matter of fact, all accidents are caused by
the non-compliance with basic safety rules and
precautions.

Most accidents can be avoided by authenticating
the potential dangers in advance.

Please read and understand all safety
information related to the prevention o f
accidents. Please ensure to operate the machine
only after you have understood how to operate,

check, and maintain the machine correctly.

Abiding by All Safety Regulations

The machine must be operated, checked,
and maintained by trained and qualified
personnel.

During the operations, checking, and
maintenance of machine, ensure to
understand and abide by all rules,
regulations, precautions, and safety

measures.
Do not operate, check, or maintain the
machine under the adverse influence of

alcohol, drug, medicine, or fatigue or

1-2

under sleepy status.

Upon detection of machine abnormality

During the operations, checking, or

maintenance of machine, upon detection of any
machine abnormality (Such as noise, vibration,
smell, abnormal instrument, smoking or oil
leakage, error warning indication, and abnormal
display of electric control panel), immediately
notify a sales or service dealer and take
appropriate measure. Do not operate the

machine before the abnormality is solved.

Operating Temperature Range
Tomaintain the performances and prevent the
earlier wear of machine, please abide by the
following operating conditions.
e Do not operate the machine when the
outside temperature is more than+45°C or
less than-15°C
*  The operations under+45°C outside
temperature will probably result in engine
overheating and deteriorated engine
performance. In addition, the hydraulic oil
will probably become really hot to harm
the hydraulic devices.

*  The operations under 15°C outside

temperature will probably harden the
rubber parts (Such as gaskets) and cause

earlier wear or damage of machine.

*  Tooperate the machine under the



Protective Appliances

Wearing Appropriate Clothing and
Ko & |

Do not wear loose clothing or wear decorative

articles that will probably hitch to any joystick
or motion part.

Do not wear oil or fuel contaminated clothing
that is easily vulnerable to fire.

As per the requirements of working
environment, wear safety shoes, safety helmet,
safety goggles, filtration mask, thick gloves, ear
flaps, and other protective appliances. During
the use of grinding miller, breaking hammer, or
compressed air, please wear appropriate
protective appliances, such as safety goggles
and filtration mask, as the splashing of metal

chippings or other objects will probably

cause serious harms.

Please use the hearing protection devices during
the operations of machine. Exposure to a high
noise environment for a long time will result in

harm or even complete loss of hearing.
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Installation of Fire Extinguisher and
First-Aid Kit

Fulfill the preparations for fire and accident. I

o  Install the fire extinguisher and first-aid kit and
learn how to use them.

o  Learn how to extinguish fire and handle
accident.

. Know how to contact emergency aid and

fabricate the emergency contact list.

Do not remove safety devices when the battery is low



Safety
General Precautions

Se i an

Learn how to use the gestures of specific
operation needs and designate the person

responsible for making gestures.

o  All personnel must completely understand
all gestures.

o The operator must respond to the gestures
of designated person only. However, the
operator must abide by the stop gesture
made by anyone in all cases.

o  The signaler must stand in a clearly visible

place while making the gestures.

Precautions for Standing up from or Leaving

Driver Seat

P
4 o
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Before standing up from the driver seat to
open/close windows or disassemble/install
the lower window, lower the working
device onto the ground, lift up and lock the
safety lock handle, and stop the engine.
When the safety lock handle is lowered
down (Unlocked), the accidental touch of
any joystick will result in sudden

movement of machine and cause serious



Safety
General Precautions

Guard against Fire and Explosion Dangers

Keep fuel, lubricating oil, grease, and antifreeze away

from flame. The fuel is especially inflammable and

really dangerous.

Handle these inflammable away from ignited
cigarette, match, lighter, and other

flame or fire source.

Do not smoke or use open fire while handling
fuel or performing the operations of fuel system.
Do not leave the operation site while filling fuel
or lubricating oil.

Do not disassemble the fuel tank cap or

refuel while the engine is running or is not
cooled down. In addition, do not splash fuel to

any machine hot surface or electronic system

part.

Immediately clean the overflown fuel or
lubricating oil thoroughly.

Check for leakage of fuel and lubricating oil.

Please eliminate the leaks and clean the machine
before operations.

Please move the inflammable to a safe place

before polishing or welding operations.

- ®® |
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Please move the inflammable to a safe
place before polishing or welding
operations.

Do not cut or weld any pipeline or pipe
that probably contains inflammable liquid.
Please clean thoroughly by non-
inflammable solvent before cutting or
welding.

Remove all wastes and impurities from
machine. Ensure that there is no oil
contaminated rag or other inflammable o n
the machine.

Handle all solvents and dry chemicals
(Foam fire extinguisher) as per the
manufacturer’s procedures indicated on the
containers. Operate in a well-ventilated
place.

Never use fuel for cleaning purpose.
Always use non-inflammable solvent.

Please open doors and windows for
thorough ventilation during the handling
of fuel and the cleaning of oil stain or
paint.

Preserve all inflammable liquids and
materials in a safe and well-ventilated
place.

The short-circuit of electric system will
probably result in fire. Daily check the
wire connections for looseness and
damage. Re-tighten loose connectors and
cable clamps. Repair or replace damaged
wires.

Fire accident caused by pipelines: Ensure
that the clamps, protection devices, and
cushion pads of hoses and pipes are
securely fixed. In event of looseness, the
hoses and pipes will be damaged due to
vibration or contact with other parts during
operations. This will probably result in
spray of high pressure oil to cause fire
accident or harms.



Safety

General Precautions
-

Toxic Exhaust Gas from Engine

Be careful not to squeeze or cut

e Do ot operate

place with poor ventilation.

e If the natural ventilation is not possible,

install ventilation fan, fan, extended

exhaust pipe, or other ventilation device.

Handling of Asbestos Powders

The inhalation of asbestos powders will

probably cause lung cancer. While handling the

materials probably containing asbestos, take the

following safety measures:
e Do not sweep by compressed air.
®  Avoid polishing or grinding
asbestos-contained parts.

e  During cleaning, use a vacuum device

installed with high-efficiency particulate

air filter (HEPA).

e  If there is no other method for control of

powders, please wear the specified
respirator. During indoor operations,
please install a ventilation system with

polymer filter.

N 4

€ engine Im an enc osed

Do not place your hands, feet, or other
body parts between the frame and the
tipping bucket or between the tracks,
between the tipping bucket and the
front shovel, or between the oil
cylinder and the moving parts. When
the machine moves, the size of these
gaps may change, which may cause

serious injury or death.
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Safety
General Precautions

Using option products

Please consult Kenshi Heavy Industries
before installing the option. Depending
on the type of attachment or their
combination, the attachment may come
into contact with other parts of the
machine. Before use, please ensure that
the installed options do not come into
contact with other parts.

Do not use attachments that have not
been approved by Kenshi Heavy
Industry. Doing so may endanger safety
or have adverse effects on the operation
or lifespan of the machine.

Kenshi Heavy Industries shall not be
responsible for any injury, accident, or
product damage caused by the use of

unauthorized attachments.

Do not modify the machine

Unauthorized modifications to the machine
can cause injury or death. Do not make
unauthorized modifications to any part of

the machine.
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Safety

m General Precautions

Precautions during preparation

® -Using signalmen and/or signals
Understand the work area
® -[solation work area, unauthorized

Before starting the operation, it is important to personnel are not allowed to enter.
he situation in th k . . .
understand the situation in the work area to ® When working in water or driving

ensure safety. .,
Y through shallow streams, it is necessary

Check the terrain and ground conditions of the
to check the depth of water, whether the
work area. When working indoors, check the

o ground is solid, and the speed of water
structure of the building and take safety measures

if necessary. flow in advance. Please refer to the

" b b "
Be sure to avoid hazards and obstacles such as Precautions for Operation” for more
ditches, underground pipelines, trees, cliffs, usage instructions.
overhead power lines, or areas with falling rocks

or landslides.

Check the strength of the bridge

"“(f‘.i
’-

® Check the location of buried gas pipes, water

pipes, and power cables with the administrator.
If necessary, consult with the administrator and
determine the specific security measures that ~ When walking on bridges or structures, please
must be taken to ensure security. check the allowable load. If the strength is

® When working on the road, it is important to  jnsufficient, the bridge or structure should be

consider the safety of pedestrians and vehicles. strengthened
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Safety
General Precautions

Always keep the machine clean

® Wipe off lubricating oil, grease, soil,
snow or ice to prevent accidents caused

by slipping.

® Eliminate all loose objects and

unnecessary devices inside the machine.

® Eliminate dust, lubricating oil, or grease

from engine parts to prevent fires.

® (lean the area around the operator seat
and remove any unnecessary objects

from the machine.

Conduct daily inspections
and maintenance

Failure to identify or repair abnormal
conditions or damage to the machine can

lead to accidents.

Before operation, please conduct designated
inspections and repair immediately if

necessary.

If a malfunction occurs and cannot be
operated or the engine malfunctions, please
immediately shut down the machine
according to the shutdown procedure and
firmly park the machine until the

malfunction is repaired.



Before starting machine, keep all
non-authorized personnel away from this zone
Start the engine only after the safe startis

confirmed by checking the following items.

e  Walk around the machine and alert the

repair personnel and the personnel walking

around the machine. Start the engine only
after it’s confirmed that there is no person

around the machine.

Start by Jumper Cable

Start by jumper cable only as per the recommended
method. The improper use of jumper cable will
result in battery explosion or unexpected machine
motions.

Please refer to “In event of no battery power” to
understand more operation description information.
After Start of Engine

After the start of engine, fulfill following
operations and checking in a place without
personnel or obstacle. Upon detection of any

malfunction, stop the engine as per the

procedure and report malfunction. Warm up the
engine and hydraulic oil.

Check all instruments and warning devices for
normal functioning.

Check for presence of noise. Testthe engine

speed control.
Operate all control devices to ensure normal

functioning.



Safety
General Precautions

For Cold Weathers

Take cautions that the frozen ground, footplates,

and handrails are slip. Under cold weathers, do
not touch any metal part of machine by bare
hands. Your skin will be frozen on metal part to
cause serious injuries.

Do not use ethyl ether or starting fluid on the
engine. The starting fluid can cause explosion

and serious injuries or deaths.

Warm up the engine and hydraulic oil. Operating

joysticks without warm-up will result in slow or

inappropriate reaction or movement of machine

to cause accident.

About vibration

The hand-arm vibration value is 2.5 m/s2. The
uncertainty of measurement is 0.5 m/s2.

The whole-body vibration value is 0.5 m/s2.
The uncertainty of measurement is 0.1 m/s2.

Regarding noise

The A-weighted emission sound pressure
level at the operator’s station is 83 dB(A).
The uncertainty of measurement is 2.5 dB.
The A-weighted emission sound power
level is 95 dB(A). The uncertainty of
measurement is 1.5 dB. Measured
according to 2000/14/EC.

d\
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Safety

m General Precautions

Precautions during operation

Ensure good visibility
Check the field of view before operating the
machine

® When working in dark areas, install additional
lighting equipment as necessary.

® When the visibility is poor due to adverse
weather conditions (fog, snow, rain, or haze),
the machine should be stopped from operating
until the visibility improves.

® Unauthorized machine modifications or
installation of unapproved attachments may
affect visibility. The operator's field of view
must comply with ISO 5006.

Do not carry people on the machine

1)

All personnel are prohibited to sit on any part of

machine at any time during traveling or

operations of machine.

® Confirm the performance limits of the
machine.

® At shoulders, narrow areas, or areas with
obstructed vision, use signalmen.

® Do not allow anyone to enter the path of the
machine.

® Before walking backwards in the blind spot,
please check the safety behind and confirm

that there is no one behind.

When operating the machine, to ensure driving
safety, it is strictly prohibited to extend your feet
over the track guard.

When operating, please pay attention to
following the instructions on the control
panel. The function corresponding to the
serial number is

1. Turn off button

2. Horn button

3. Pay attention to all alarm indications on
the instrument panel

4. Start the key switch

5. Lighting button




Safety

m Operation Precautions

® When walking, the front shovel should be in
a raised state and ensure that the tipping

bucket is lowered to the limit position

® Try to avoid crossing obstacles as
much as possible. If this is necessary,
walk slowly. Do not cross obstacles
that will tilt the machine by 10 ° or
more.

® On uneven roads, keep walking at low
speed to avoid sudden starts, stops, or
changes in direction. Otherwise, the
working device may come into contact
with the ground, causing the machine
to lose balance and damage or
damaging the structure in the
surrounding area.

Precautions for driving on slopes
When walking up slopes or ramps, be careful not

to overturn or slide the machine.

® Do not walk on steep slopes where the
machine cannot maintain its stability. Please
note that in practical use, the performance of
the machine on slopes may decrease due to its
harsh operating conditions.

® Keep the driver's seat facing the hill when
climbing. When going downbhill, keep the
driver's seat facing the direction of the mountain.
In both cases, it is necessary to pay attention to
the ground in front of the machine when
walking.

® In emergency situations, lower the front shovel
to the ground and turn off the machine.

® When walking up slopes or ramps, it is necessary
to drive slowly. Reduce engine speed when
going downhill.

® Do not change direction on slopes or cross-

slopes. First, return to the flat surface, and
then select another path.

® When walking on gentle slopes covered with

grass or dead leaves, or on wet metal plates
or frozen ground, the machine may slip
sideways. Ensure that the machine does not
stop horizontally on a slope.

® If the machine stalls on a slope, please return

each lever to the center position and restart
the engine.



Safety
Operation Precautions

Operating the machine on snow or
ice requires extra caution

® When walking on snow or icy ground,
you should drive at low speed to avoid
sudden starting, stopping, or changing

direction.

. If th flUIll bilUVCl ib IllUVUd dbUVC LhC PCISUIL 'S
® In snowy areas, objects placed on the

. L head, there is a risk of the front shovel
shoulders and roadside are buried in the

suddenly falling.

snow and cannot be seen. There is a risk Ensure driver safety during loading

of the machine overturning or colliding

with covered objects, so always operate
with caution.
® [f the machine enters thick snow, there is -t e

arisk of overturning or being buried in the Lo

SNoOw.

® Drive carefully and do not exceed the

Do not load until the driver reaches a safe
place.

® For frozen soil surfaces, when the Do not swing or park the bucket on personnel
or the cab.

road shoulder or get trapped in snow.

temperature increases, the ground
. Pay attention to the vehicle position during
becomes soft, which may cause the loading

machine to overturn and cause the

operator to be trapped inside the machine.

® When parking the machine on unstable

ground, lower the front shovel.

Do not move the front shovel above > ."(
personnel's heads iy 8

Please also pay special attention to high-
voltage cables buried underground.
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Safety

m Operation Precautions

Pay close attention to hazardous
working conditions

Do not enter areas with soft
ground. Doing so may cause the
machine to tilt due to its own
weight, causing it to overturn or
sink into the ground.

® Do not approach unstable ground (cliffs,
shoulders, deep trenches). If the ground
collapses due to machine weight or
vibration, there may be a risk of the
machine falling or overturning.

® -Please remember that the soil is not
strong after heavy rain or blasting.

® -The top of the embankment and the top
ground around the excavation ditch are
also not solid.

Operating on slopes is very dangerous

When operating on slopes or ramps,
reversing the direction may cause the
machine to lose stability or overturn. Try to
avoid operating on slopes as much as

A

possible.

® When the tipping bucket is full of
material, avoid turning towards the
downhill direction. This will reduce
the stability of the machine and may
cause it to overturn.

Please pay attention to objects
above your head

When operating under bridges, in
tunnels, near cables, or indoors, be
careful not to hit objects with the front

shovel.



Safety
Operation Precautions

Please pay attention to flying objects

This machine is not equipped with
protective equipment to protect the
operator from flying objects. Do not use
this machine in hazardous areas where the
operator may be hit by flying objects.

Precautions during traction

20MEE

Improper operation, use of incorrect cables,
or improper inspection during towing can

lead to serious injury or death.

Danger can occur if the cable breaks or splits.

Use a wire rope that matches the traction
force.

Do not use twisted, twisted, or even damaged
cables.

Do not suddenly apply heavy loads on the
cable.

When handling cables, please wear safety
gloves.

Ensure that there is one operator on each
machine being towed and one operator on
each machine being towed.

Do not tow on slopes.

Please do not approach the cable when

towing.

Please refer to the "Traction" section for more

usage instructions.

Whe . . . for
pay attention to the angle display in both
horizontal and vertical directions, and do not
exceed the specified upper limit of the dumping
angle.

‘V‘V llCll LUULIU}}ill l.}lC wan\ius lll\JLiUll,
please note that the rearview mirror shown
in the above picture can observe the
situation behind the vehicle to ensure
driving safety.

The installation of the rearview mirror
meets the Class C field of view in the
standard 1SO14401-2009.

The installation of reflectors meets the
requirements of ISO12509-2004

T'he front Ieft Tower part of the front

frame of the vehicle's lighting can be
turned on for operation at night or in
poor lighting conditions.



Safety
Operation Precautions

Precautions when stopping

Safe parking

® Park the machine on a flat, solid, and safe [ ]
ground, and place the front shovel on the

ground. )

® If parking on a slope is necessary, the machine
must be firmly parked and prevented from

moving.

® When parking on the street, use grilles, warning
signs, lights, etc. to make the machine easy to
see even at night and avoid collisions with

other vehicles.

(Cop <

Before leaving the machine, do the following:

1. Lower the bucket and bulldozer to the ground.

2. Turn off the engine, remove the starting key

and take it away.

3. Turn off the power switch.
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Safety
Operation Precautions

Precautions during transportation

Safe loading/unloading of machines

accessories

Oblique
plane

Dist

ance betweolm— 15 * or smaller

slopes

During loading and unloading, the machine may
overturn or fall. Please take the following safety
measures:

Choose a solid and level ground and maintain
sufficient distance from the road shoulder.
Secure a slope with sufficient strength and size to
the truck carriage. The slope of the slope shall not
exceed 15 °. If the slope bends down too much,
use props or blocks to support it.

Do not use working devices to load or unload the
machine. Doing so may cause the machine to
overturn or fall.

Keep the truck carriage clean and free of oil,
sand, ice, snow, and other foreign objects on the
loading slope to prevent the machine from
slipping sideways. Clean the track.

Block the transport vehicle's tracks with wedges
to prevent movement.

When loading and unloading the machine, please
follow the signal from the signalman and walk
slowly.

Do not change the route on the slope.

Do not turn on a slope. The machine may tip over.

When turning on the truck carriage, the footing
may not be stable enough, so it should be done
slowly.

Use a wedge to secure the track, and then use a
cable or chain to secure the machine to the truck
carriage.

Safe lifting machine

® Master and apply the correct lifting
gestures.

® Check the lifting equipment every day to
see if any parts are damaged or missing,
and replace them if necessary.

® When lifting, please use a cable that can
lift the weight of the machine.

® Lift the machine according to the following
procedure. Do not operate in any other
way, as it may cause the machine to
become unbalanced.

® Please refer to the section on "Hoisting
Machines" for more usage instructions.

® Do not lift when there are operators on the
machine.

® When lifting, please proceed slowly to
prevent the machine from overturning.

® Keep all personnel away from the work
area during lifting. Do not move the
machine above the top of the head.
Safe transportation machine

® When transporting machines, it is important
to understand and comply with applicable
safety regulations, vehicle codes, and traffic
rules.

® To choose the best transportation route,
consider the length, width, height, and weight

of the truck after loading the machine.

® Do not suddenly start or stop or drive at high
speed during transportation. Otherwise, it
may cause the loaded machine to move or

lose balance.



Safety
19 Precautions for Maintenance

Precautions for Maintenance

Warning Information of “No Operation”
Sign

During the checking or maintenance of

machine, the start of engine or the touch of any
joystick by non-authorized personnel will
probably result in serious injury accidents.

Before maintenance, please stop the engine and

withdraw and carry the key.

Affix warning information “No Operation”
to an eye-catching place such as starter
switch and joystick.

Use of Correct Tools

—

Do not use any damaged or deteriorated tool o r
any tool designed for other application. Use
tools suitable for related operations.

Periodically Replaced Critical Safety Parts
Replace the fuel hoses periodically. The fuel
hoses will wear gradually along with time, even
if no wear symptom is visible.

Upon detection of any wear symptom, replace
the fuel hose, regardless of the replacement
schedule.

To understand more details, please refer to the

section “List of Critical Safety Parts”.

Explosion-Proof Lamps

While checking the fuel, lubricating oil,
coolant, and battery electrolyte, please use
explosion- proof lamps to prevent fire and
explosion. Otherwise, it will probably result in

explosion to cause serious injury accidents.
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No Access of Non-Authorized Personnel

o

During operations, the non-authorized

personnel are prohibited to access the working
zone. Take cautions during grinding, welding,
and use of hammer. You will probably be
injured by the flying fragments from the
machine.

Preparations of Working Zone

Select a stable and level working zone. Ensure
the appropriate illumination conditions. For
indoor operations, keep well ventilated.
Remove obstacles and dangerous goods. Clear
slippery areas.

Always Keeping Clean Machine

Please clean the machine before maintenance.
Stop the engine before cleaning the machine.
Cover the electric parts against water ingress.
The water ingress into the electric parts will
probably result in short-circuit or malfunction.
Do not clean the battery, electronic control units,
sensors, connector, or cab by water or steam.
Stop of Engine before Maintenance

While the machine is working or the machine is
not working but the engine is running, avoid
lubricating or further adjusting the machine.

If the maintenance requires the running of
engine, assign two operators for teamwork and
keep contact with each other.

One operator must sit in the driver seatto get
ready to stop the engine immediately when
necessary. This operator must pay special
attention not to touch any joystick or pedal,
unless it’s absolutely necessary.

The other operator for the maintenance must
keep the body and clothing away from motion

parts of machine.
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Keeping Away from Motion Parts

-

. Keep away from all rotating and motion

parts. The entanglement of hands or tools
into rotating or moving parts will probably
cause accidents of serious injuries or even
deaths.
Secure Fixing of Machine and Possibly
Falling Parts

Before the maintenance or repairs beneath the
machine, lower all movable working devices onto
the ground or lowest position and fix thetracks.

If it’s necessary to operate beneath the lifted
machine or device, always fix by cushion woods,
jack, or other firm and stable supports. Do not
access the area beneath the machine or working
device before it’s firmly supported. This operation
is especially important for the hydraulic cylinder

operations.
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Fixing of Working Device
During the repairs and replacements of bucket teeth

or side teeth, to prevent the accidental movement of

machine, securely fix the working device.

please follow the following steps:

1. Lower the lifting device to the stop.

2. Flip the bucket to the stop and insert the limit
pin.

3Plagg the heawonohisct in mstlapeositipn

When it is necessary to temporaril-)-/' pige heavy
objects or accessories on the ground during
disassembly or installation, be sure to place
them in a stable place. Do not allow
unauthorized personnel to approach places
where such items are stored.

weights or attachments onto the ground during
disassembling or installation, please ensure to
place them in a steady place. Keep the non-
authorized personnel away from the place for
storage of such objects.
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recautions for Refueling

 ®®

The smoking and open fire are prohibited during
refueling and near the refueling point.

Do not disassemble the fuel tank cap or refuel while
the engine is running or is not cooled down. Do not
splash fuel to any high temperature surface of
machine.

Refuel the fuel tank in a well-ventilated place. Do
not top up the fuel tank. Leave an expansion

space for the fuel.

Any overflown fuel shall be wiped away
immediately.

Tighten the fuel tank cap securely. If the fuel tank
cap is missing, replace with original cap only. The
use of non-authorized fuel tank cap with poor
ventilation will cause internal

pressure in the fuel tank.
Do not use fuel for any cleaning purpose. Use
correct fuel grade based on the season.

Handling of Hoses

The leakage of lubricating oil or fuel can
result in fire accident.

Do not distort, bend, or impact any hose.
Do not use any distorted, bent, or cracked
pipeline, metal pipe, or hose, otherwise it will

probably result in burst.

Re-tighten any loose connector.

Be careful when operating high-temperature
and high-pressure components

sl

flC-cl_b.C DLUF uic Cllgl_llc alu wait 1ul uic
machine to cool down before maintenance.
The engine, exhaust pipe, radiator, hydraulic
pipes, sliding parts, and many other machine
parts are really hot when the engine is just
stopped. Touching such parts can cause
scalding.

The engine coolant, hydraulic oil, and other
fluids are also under high temperature and
high pressure status.

Take cautions not to touch the hydraulic oil
while loosening engine hood or connector.
Operating the machine under such condition will
cause out-spray of hot oil to result in scalding or
injuries.

Instruction
box

The manual of this vehicle model is
stored in the manual box on the inner
side of the rear door, as shown in the
above picture
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Caution against Internal Oil Pressure
Take caution against internal oil pressure.
After the stop of engine, the pressure in
the hydraulic oil pipes can hold for a long
time.

Before the

maintenance, thoroughly

relieve the internal pressure.

-

-

A

The high pressure of hydraulic oil can

penetrate skin and eyes to cause serious
injuries and blindness or even death. Please
bear in mind that the hydraulic oil permeating
from orifices is nearly invisible to naked eyes.
While checking for leakage, wear goggles and
thick gloves and protect the skin by paper
boards or plywood to protect against the
harms of spraying hydraulic oil.

The hydraulic oil penetrating into your skin
must be cleared by a doctor familiar with such
injuries with surgical method within several

hours.
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Before working on the hydraulic system,

the pressure should be relieved first

Before the hydraulic system releases
pressure, if the cover or filter is removed or
the pipeline is disconnected, hydraulic oil

may spray out.

® Slowly loosen the exhaust plug to release
the fuel tank pressure.

® When removing the plug or screw or
disconnecting the hose, stand on one side
and slowly release it to gradually release
the internal pressure before removing it.

® Oil or oil plugs may spray out due to
pressure in the walking motor oil tank.
Please slowly loosen the oil plug to

release internal pressure.

Be careful of flying debris when using a

hammer

When using a hammer, pins or metal debris may

splatter everywhere. This may cause serious injury.

® When striking hard metal parts such as pins and
bearings with a hammer, please wear protective
equipment such as goggles and gloves.

® When striking the pin, please ensure that there

is no one around.
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Be careful of high-pressure grease

< |
)

&/

In tne track tensioning device, this model adopts a

\x

mechanical adjustment type. Please follow the

specified procedure below when adjusting.

® Loosen the fixing nut of the adjustment screw.

® Slowly turn the adjustment screw with a
wrench. If you need to tighten the track, please
adjust it clockwise, and vice versa.

® Check and verify the tightness of the track.

® After the tightness of the track is appropriate,
tighten the fixing nut of the adjustment screw.
If there is a malfunction. Please contact Kenshi
Heavy Industry service agent for repair.

Do not disassemble the track tensioning
device

The track tensioning device 1s"equ1pped_\|7vith a
strong spring. When the tensioning device of the
cover belt is accidentally removed, the spring will
pop out, resulting in serious injury. Do not

disassemble the belt tensioning device.

Disconnect the battery cable

Before performing electronic system operations or
welding, please disconnect the battery cable. First,
disconnect the negative (-) battery cable. When
reconnecting, finally connect the negative (-)
battery cable.

Please be careful when handling batteries
® The battery contains sulfuric acid, which can
damage the eyes or skin if accidentally
touched.
-If accidentally enters the eyes, rinse immediately
with water and seek medical attention promptly.
-If swallowed accidentally, drink plenty of water
or milk and seek medical attention immediately.
-If sulfuric acid comes into contact with skin or
clothing, it should be immediately washed off with
plenty of water.
® When operating the battery, goggles and
gloves should be worn.
® Batteries can generate flammable hydrogen
gas, which may cause explosions. Stay away
from open flames, sparks, or lit cigarettes and
other sources of ignition.
® When checking the electrolyte level, use a
flashlight.
® Before checking or handling the battery, make
sure to turn off the start switch to turn off the
engine.
® Please be careful not to let metal tools or any
metal objects come into contact with the
electrodes and cause a short circuit.
® When the electrodes are loose, electric sparks
will be generated. Be sure to tighten it.
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® Ensure that the battery cap is securely
closed.

® When the battery freezes, do not charge or
jump start the engine; Otherwise, an
explosion may occur. Heat the frozen
battery to 15C before use.

® Do not use batteries when the liquid level is
below the lower limit. Otherwise, it will
accelerate the internal aging of the battery
and shorten its lifespan. It can also cause
rupture (explosion).

® Do not add distilled water above the upper
limit. Otherwise, it may cause electrolyte
leakage. Contact with this liquid can
damage the skin or corrode machine
components.

® C(Clean the area around the electrolyte level
line with a damp cloth and check the level.

® Do not use a dry cloth for cleaning;
Otherwise, it can lead to static electricity
accumulation, combustion or explosion.

Regularly replace safety critical components

® To ensure safe use of the machine for a longer
period of time, regular refueling and inspection
and maintenance should be carried out. To
improve safety, please regularly replace safety
critical components such as hoses and seat
belts. For more details, please refer to the
"Regularly Replacing Safety Critical
Components" section.

® '"Regularly replaced safety critical components"
refer to components that have aged, worn, and
degraded in function after repeated use, and the
performance of such components may change
over time. The characteristics possessed by
such components can cause serious mechanical
damage or personal injury, and it is difficult to
determine their remaining service life solely
based on visual inspection or operating
experience.

® If any damage is found during visual
inspection, please replace the "regularly
replaced safety critical components”, even if
the specified replacement interval has not been
reached.
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Using a battery charging cable to jump start

® When using the battery charging cable to start the
engine, be sure to follow the correct steps below
to connect the cable. Incorrect cable connection
can cause discharge and battery explosion.
‘Don't let the "problem machine" and "rescue

machine" collide with each other.

‘Do not touch or contact the positive (+) and
negative (-) clamps of the battery charging cable with

the machine,

-When connecting, first connect the positive pole of
the battery charging cable to the positive (+) terminal.
When disconnecting, first disconnect the negative

cable from the negative (-) terminal (ground terminal).
-Please make sure to firmly connect the cable clamp.

-Connect the last clip of the battery charging cable

as far away from the battery as possible.

® When starting the engine with a battery charging

cable, always wear protective goggles and gloves.

® Use battery charging cables and clamps that are
suitable for the battery capacity. Do not use
damaged or corroded battery charging cables and
clamps.

® Ensure that the battery capacity of the "rescue
machine" is the same as that of the "problem

machine"



Safety
Precautions for Maintenance

Please entrust Ken Stone Heavy Industr

service agent to carry out welding repaiz

When welding operations must be carried out,
qualified personnel must be present in a fully
equipped workplace. To prevent damage to any
components of the machine caused by excessive
current or electric sparks, please follow the following

instructions.

® Before welding, the battery wiring should be

disconnected.

® Do not continuously apply voltage of 200V or

greater.

® The grounding point must be connected within a
range of 1 meter from the welding site. Do not
connect the ground terminal near the electronic

control device/instrument or connector.

® Ensure that there are no sealing rings or bearings

between the welding area and the grounding end.
® Do not connect the ground terminal around the
pin or hydraulic cylinder of the working device.
® When welding the machine body, the connector
of the electrical control device should be

disconnected before the operation.

Vibration borne by the operator

The test results on the vibration transmitted by the
machine to the operator show that the vibration borne
by the operator's upper limbs is less than 2.5 m/s2,
while in the seat area, the vibration borne by the body

is less than 0 Sm/s2.
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Inspection after maintenance

® Slowly increase the engine speed from low idle
to maximum speed and check for any oil or
water leakage from the repair parts.

® Operate each control lever and check if the

machine is operating normally.

Waste disposal

® Ensure that the waste oil discharged from the
machine is collected in a container. Improper
disposal of waste oil can cause harm to the
environment.

® When handling harmful objects such as
lubricants, fuel, coolant, solvents, filters, and
batteries, please comply with applicable laws

and regulations.

Handling of Hazardous Chemicals

Direct contact with harmful chemicals can cause
serious harm. The harmful chemicals used in this
machine include grease, battery electrolyte,
coolant, coatings, and adhesives.

Please handle hazardous chemicals carefully and

properly.
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Safety Signs

To guarantee the safety of operator and operation personnel in the working zone, please set up the

following safety signs (markings) at some portions of machine. Walk around the machine with this

manual and observe the contents and placement locations of these safety signs. Please review these

signs and operation instructions contained in this manual jointly with the machine driver.

o  The safety signs shall be clean, clear, and easily legible. If any safety label falls, is damaged, or
becomes illegible, please replace with new one. Please provide your product serial number while
ordering new signs from a Ken stone Heavy Machinery service dealer.

e If a part/body on which a safety sign is affixed is already replaced, affix a new sign to new

part/body.
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13

14

8

A

9

2

25

1-28



Safety

Safety Signs
*

1. Warning

Carefully read and understand the manual
before operations, checking, and repairs o f
machine.

L1

2. Safe distance.
Never approach to or stand in the
working zone of machine.

Jof

3. Danger from underbody bolts thrown
from track roller adjuster. To guarantee
the safe and correct operations, ensure
to read the operation manual before
adjusting the track roller adjuster.

LY

4. Risk from rotating parts. Please turn
off before checking and maintenances.

Val
S

—
STOP

5. Safe distance and danger from
collision with working device. Please
keep away from machine during
operations.

¥

6. No one is allowed to stand within
the scope of work

A DANGER

ITIS STRICTLY

FORBIDDEN TO
STAND IN THE
WORKING AREA
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8. Warning 11, It’s prohibited to touch any
joystick or traveling joystick while
getting on or off the machine,
otherwise the parts will be damaged.

by incorrect method will cause bodily injury]
accident.

Before operating the machine, ensure to real
and understand the operation manual attache

in the machine.

Ensure that all safety facilities are ready an
effective.

Before operating the machine, please faste
the seat belt.

= FER SRR E
9. DIESEL :ﬁm?gm!ﬂ“
Operation Handle or Running Cn::u
Laver is Fortedden. Otharwisa, it Wil
Cause Parts Darmage.
~ ~

DIESEL OIL TANK

Please select high-qual- S .

iy chosl raasonAbly | 12, Direction of improvement

according to the tem-

perature, local policy

and diesel classification.

10, HYDRAULIC OIL

13, Tipping bucket operation indicator

HYORAULICOILTANK
Please choose high-guality
anti-wear hydraulic oil in
summer, Please choose
high-gquality low-tempera-
ture hydraulic oil in winter.
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Safety Signs
L]
14, Throttle identification 18, Start identification
‘ é i %
| [RlE
15. High and low speed identification 19, Left marking

SNTRHINGCER S |

20. Right side marker

16, Battery identification

21. Model identification

[==+] XN800-D722

22, Stay away from high temperature signs
17. Main power switch Y Y & P £

identification

=3

¥
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23, Stay away from signs while

working

X

24, Hearing protection signs

—

N
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25. Ear side noise identification

DOUL pa

18

ey,

26. External noise identification

5o
s
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Control
ﬁﬂ Start key, Maintenance cover

\ Ay
A1

Lo |,

E -».__,—'IJ -
11/
4
P
o

1. High and low speed control lever
2. Front shovel control lever

3. Tipping control lever

4. Left travel control lever

5. Right travel control lever

6. Lifting device control lever

7. Manual throttle

8. Start switch

9. Power switch

If there are differences, it depends on the overall
machine parameters or the selected product.
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Control
Cover

Start Key Maintenance cover

ST e PO,

the safety lock handle is at locking position

and the engine is stopped.
When opening or closing the service cover,
please be careful not to pinch your hands or

other parts of your body.

The start key is used to start the engine.
Opening

1. Insert the hood key and turn it
counterclockwise to unlock the
maintenance cover.

Closing

1. Close the maintenance cover.

2. Insert the key and turn it clockwise to lock
the maintenance cover.
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Control
Switch

switch

start switch

Important: Do not repeatedly turn the starting
key from OFF to ON and then from ON to
OFF in a short period of time, otherwise it
may cause engine failure.

OFF...

shutdown, insertion and extraction

This position is used for engine
Move the key.
ON...

location, all

engine running position. At this
All electrical devices are running.
START...

releasing the key, the switch

engine running position, when

Automatically return to the ON position.
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power switch

Action:

Insert the handle and turn it right to the limit
position to connect the power supply.
left handle off the

Turn the limit and

disconnect the power supply.
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Control
Rod and pedal

Throttle control lever

Used to control engine speed.
(A) ... low idle

(B) ... maximum speed

controller

Attention: Please understand and familiarize

yourself with the functions of all control levers

before operation
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-, Operation
Before starting the operation

Before Start of Operations Getting
on/off Machine

Bypass inspection

Warning:
P Before starting the engine for the
first time on that day, perform a
daily detour inspection.
Please refer to "Maintenance,
Bypass Inspection" in Part 5 for
details.

Daily routine inspection

Before starting the engine for the
first time on that day, perform a
daily detour inspection.

Please refer to Part 5
"Maintenance, Daily Routine
Inspection" for details.

[ ] Do not jump on or off the machine.

° When stepping on the pedals, hold onto the
armrest to support your own weight, keeping
your body in a balanced position (hands and

feet).

(] Do not use the control lever as an armrest.
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Operation

’ Starting and stopping the engine

Before starting the engine

1. Check and confirm that the surrounding
environment of the machine is safe and
controllable.

2. Check and confirm that all control Tevers are in the
neutral position.

3. Turn the power switch handle to connect the
power supply.

4. Insert the key into the start switch and rotate it

to the ON position.
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warning

Toxic gas hazard, engine exhaust contains carbon
monoxide, which can kill you within a few
minutes. Although you haven't smelled the smell
of exhaust gas, you may still be exposed to
hazardous carbon gas. If you feel nauseous, dizzy,
or weak while using this product, please breathe
fresh air immediately. You may be poisoned by
carbon monoxide.

-Carbon monoxide gas may accumulate in the
occupied space. To reduce the risk of carbon
monoxide gas, please only operate this product
outdoors and away from windows, doors, and
ventilation openings.

According to the manufacturer's instructions,
install a battery operated carbon monoxide alarm
or a plug-in carbon monoxide alarm with a backup
battery.

The smoke alarm is unable to sense carbon
monoxide gas.

‘Do not operate this product in homes, garages,
basements, crawling spaces, sheds, or other
enclosed spaces, even if you use fans or open
doors and windows for ventilation. After the
product runs, carbon monoxide will quickly
accumulate in these spaces and stay for several
hours.

Always place this product downwind and point the
engine exhaust away from the occupied space.

warning

Fuel and its vapor are flammable and explosive.
Fire or explosion may cause burns or death: When
starting the engine, make sure that the spark plugs,
muffler, fuel cap, and air filter (if equipped) are
installed correctly., Do not start the engine with the
spark plug removed.

If the engine is full of water, set the choke (if
equipped) to the open or run position. Move the
throttle (if equipped) to the fast position and crank
until the engine starts. If there is a natural gas or
low-pressure gas leak in the area, please do not
start the engine- Do not use pressurized starting
fluid because steam is flammable.
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Starting and stopping the engine

Start of Engine

I_ﬁ Warning
® (lear all personnel from the work
area.

Important: Do not run the starting motor
continuously for more than 15 seconds. If the
engine fails to start, please wait for 60 seconds

and then try starting the engine again.

Important: If the engine stalls due to fuel shortage,
please add fuel. Starting the motor for a long time
before sufficient fuel enters will cause the starting

motor to fail.

Important: Before injecting fuel to start the diesel
engine, it is necessary to check whether there is air
mixed in the oil circuit. If so, the gas should be
discharged. Please refer to "Diesel Filter

Replacement” in Part 6.
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Before starting the engine, disconnect or remove all
external devices and engine loads Ensure that
directly connected equipment components, such as
but not limited to blades, impellers, pulleys, and
sprockets, are correctly connected. 1. Check the
engine oil. Please refer to the section on checking
the oil level. 2. Ensure that the device drive control
device (if equipped) is disconnected. 3. Push the
stop switch (if installed) to the ON position. 4. Move
the throttle control device (if installed) to the fast
position. Operate the engine in a fast position. 5.
Move the damper controller to the damper position.
Attention: When starting and warming up the
engine, it is usually not necessary to use a choke. If
installed, move the fuel shut-off valve to the open
position. 7. Rewind start, if installed: Grasp the
power cord handle tightly. Slowly pull the starter
power cord handle until resistance is felt, then
quickly pull. 8. Electric starting, if installed: Turn
the electric starting switch to the ON or Start
position. 9. When the engine warms up, move the
choke control to the RUN position.
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Starting and stopping the engine

Turn off the engine

Starting operation
Important: Do not suddenly turn off the engine when

operating under heavy loads or at high speeds. Doing

so may cause the engine to overheat or get stuck. Do

not stop the engine unless in an emergency.

1. Pull the throttle control lever to the L i
middle position. T

1.Return to the throttle control lever.

2.Allow the engine to idle for approximately 5
minutes.

3.Turn the start key to the OFF position and turn the
engine off.

2. Turn the start key to the START

position to start the engine.

3.Release the key immediately after the engine starts.
4.The key automatically returns to the ON position.

5.If the diesel engine cannot start after running the

starting motor for 10 seconds, please wait for 15

seconds before starting again. (Long term operation

of the starting motor can lead to the consumption of

battery power and may also burn out the motor.)
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Operations of Machine

Operations of Machine

XAL

Operation diagram

<o>

gfonF shovel Left Right
ipping 1
up/down L %I forward
Tipping Left row Right row
bucket backward backward
up/down l
Lifting/ low
Lowerin speed
$ g = Throttle
4 - Control
L o
= power ﬁ] w
= | . hig ]
switch
=] speed I
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-, Operation
| Operating the machine

Operate the walking control lever

Warning

s}

Do not allow anyone to enter the working range and
path of the machine.

There is a blind spot in the rear of the machine. Before
walking backwards, if necessary, check the safety

behind and confirm that there is no one behind.

Clear all obstacles in the machine path.

Moving the machine forward and
backward
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1. Pull the throttle control lever to increase
the engine speed.

2. Stow the front shovel operation device.

3. Operate the travel control lever as follows.

oy
I
R
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\

AGTO0E

During operation:

To move forward:

Then pull the travel control lever
forward. To walk backwards:

Then pull the walking control lever

backwards.
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Operating the machine

Pivot rotation

B T

To make a left turn ahead: Pull the right joystick
forward. To turn left from behind: Pull the right
joystick back.

When turning backwards, operate the left joystick in
the same way as the right joystick.

IR S54Y
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3
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Turn left when walking forward:

Place the left joystick in the center position.
Turn left when walking backwards:

Place the left joystick in the center position.

To turn right while walking, use the same method as
operating the left joystick to operate the right

joystick.
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Go Round

Turn left in place:

Pull the left joystick backward and the
right joystick forward.

Turn right in place:

Pull the right joystick backward and the
left joystick forward.

Switching between high and low speed
walking

Switching to high-speed walking:

Pull the high and low speed control lever
forward.

Switching to low speed walking:

Pull the high and low speed control lever
backward.
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:ad Operating the machine
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Parking

® Park the machine on a flat, solid, and safe

ground. Set the parking device. If it is
necessary to park on a slope, wedges should be

used to block the tracks to prevent the machine

from moving.

Caution

Do not stop the machine unless in an emergency.

Try to park at the best possible time.

L,J\.,..J
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Slowly place the left and right travel control levers

in the center position, and the machine stops.
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Operating the machine

Operating the working device
Operating the tipping bucket
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® Front shovel flipping up: Pull the ® Tipping bucket unloading: Pull the tipping
bucket control lever backwards.

® Flip bucket return: Pull the flip bucket

® [ owering the front shovel: Pull the lever forward.

® Please ensure that the front shovel is in
the position shown when unloading the
tipping bucket

o

front shovel control lever backwards.

front shovel control lever forward.
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Operating the machine

Operating the lifting device

]
ol
RTH6 L

® Lifting: Pull the lifting lever forward.

® Lowering: Pull the lifting lever
backwards.
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Operating the machine

Precautions for operation

Precautions when walking

Walking on obstacles (rocks, tree stumps, etc.)
may impose a significant load on the body and
may cause damage to it. Try to avoid crossing
obstacles as much as possible. If this is necessary,
walk at low speed to allow the center of the track

to cross the obstacle.

The rear of the machine must not be submerged in

water.
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Allowable water depth

Only when underwater does not exceed

the middle of the track shoe (1)
Only in water can this machine be used.

For parts that have been used in water for
a long time, sufficient grease should be
added until the old grease is squeezed

out.
Do not immerse the main body in water
or sand. If submerged, please contact a

Kenshi service agent for inspection.
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Operating the machine

Precautions for driving on slopes

/[ Warning

® Do not walk on steep slopes where the

machine cannot maintain its stability. Please
note that in practical use, the performance of
the machine on slopes may decrease due to
its harsh operating conditions.

® When walking on slopes or ramps, drive

slowly at a low speed. In an emergency,

lower the bucket to the ground and turn off

the machine. ® Do not change direction on slopes or cross
® When climbing a mountain, keep the driver's slopes. First, return to the flat ground, and then
seat facing the hill. When going downhill, choose another path.

keep the driver's seat facing the downhill
direction. In both cases, it is necessary to pay
attention to the ground in front of the

machine when walking.

® When walking on gentle slopes covered with
grass or dead leaves, or on wet metal plates or
frozen surfaces, the machine may slip
sideways. Do not park the machine horizontally

on a slope.
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Operating the machine

The operations that can be
performed on this machine

freight unload

transport
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'!# Stop the machine
N

STOp the machine ® Before leaving the driving position, turn off
Parking the engine and turn off the power switch. At
the same time, please be sure to remove the

key and carry it with you, then store it in a

designated place.

1.Place the left and right travel control levers in
the center position.
2.Pull the throttle control lever backwards to idle

the engine and lower the front shovel to the

ground.

® Park the machine on a flat, solid, and 3.Turn off the engine, remove the key, and turn off

safe ground and lower the front shovel .
the power switch.
to the ground.

4.Please refer to "Engine Off" in Part Three for

details
Check after turning off the engine
1. Check for oil or water leaks, check the working
device, cover, and lower frame. If any abnormal

conditions are found, please repair them.

2. Top up with fuel.

3. Remove the soil from the lower frame.
® Ifitis necessary to park or tilt the machine on a

slope, firmly park the machine and prevent it

from moving.

® When the machine is on the street, use grilles,

Luin auu ve suic w 1rcmuve we ATy WLCLL ICavilg.

warning signs, lights, etc. to make it easy to see

even at night and avoid collisions with other

vehicles.

=0




Operation
Handling in cold climates

Handling in cold climates
Preparation for Cold Climate

It is not easy to start the engine in cold weather
conditions.

Replace fuel and lubricants

Change hydraulic oil, engine oil, and fuel to models
suitable for cold climates.

Please refer to the "Fuel and Lubricant Tables" in
Part 5 for details.

Battery

When the temperature decreases, the battery
performance decreases.

Check the battery. If the battery is discharged, please
contact a Kenshi service agent for charging.

Please refer to "Checking the Battery Level and
Replenishing" in Part 5 for details.

Precautions after operation

Please follow the following precautions to
prevent the machine from being unable to
move due to soil, water, or freezing of the
lower frame.

3-16

Remove all mud and water from the body.
Especially clean the hydraulic cylinder rod to
prevent damage to the seal caused by soil or dust
on the rod surface entering the seal together with
water droplets.

Park the machine on a hard and dry ground. If this
is not possible, please park the machine on a
wooden floor.

Due to a significant decrease in battery capacity
in low-temperature environments, cover the
battery or remove it from the machine and store it
in a warm place. If the electrolyte level is low,
add it before starting work in the morning

Add distilled water. To prevent the battery
electrolyte from freezing at night, do not add

water after work during the day.

After a cold climate
When the climate warms, do the
following:

Replace the fuel and lubricating oil for each
component according to the model specified
in the "Fuel and Lubricating Oil Table".
Please refer to the "Fuel and Lubricant

Tables" in Part 5 for details
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Handling rubber tracks

Handling rubber tracks

Due to the use of rubber tracks, they have an
inherent weakness, namely a lack of strength. Please
be sure to comply with the following prohibitions
and precautions to prevent damage or detachment of

rubber tracks.
Ban

Do not walk or operate the machine in the
following locations:

® Walking on crushed stones, rough and hard
rocks, steel beams, scrap iron, or near the
edges of steel plates can damage rubber tracks.

® Walking on the riverbed or in areas with a

large amount of pebbles may cause the stones

to get stuck in the tracks and damage them or

cause them to fall off.

® Do not use this machine at the seaside as salt
may cause corrosion of the steel core.

® Do not allow fuel, lubricants, salt, or chemical
solvents to adhere to the track. These
substances may corrode the welded joints of
the track steel core and cause rust or
detachment. If any of these substances come
into contact with the track, they should be

immediately cleaned with water.

® If this machine walks on irregular surfaces,
such as newly paved asphalt roads, exposed
to bonfires or walking on hot iron plates
under scorching sun, it will cause
unconventional wear or damage to the
tracks.

® Do not move the rubber track to the ground
where it may slip, otherwise it may

accelerate track wear.

When operating this machine, please
follow the following precautions:

At any time, please try to avoid sudden
changes in route or turning in place on the
concrete surface. Doing so will wear or

damage the rubber tracks.

Avoid falling and causing strong impact
on rubber tracks.

Salt, Potassium chloride, ammonium
sulfate, Potassium sulfate and lime heavy
Superphosphate will damage the track. If
any of these substances come into contact
with the track, they should be thoroughly

cleaned with water immediately.

Do not let both sides of the rubber track

rub against concrete or walls.

Be particularly careful on snowy or frozen
surfaces in winter, as the tracks are prone
to slipping under such conditions.

Please use rubber tracks between -25 °C

and 55 °C.

When storing rubber tracks for a long
period of time (three months or longer).
Please store indoors in a place that is not

exposed to direct sunlight or rain.
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Prevent rubber tracks from falling off

Observe the following precautions to prevent
track detachment:

Always maintain appropriate tension on the
track.

® When the vehicle wants to cross large steps
such as pebbles or larger rocks (15
centimeters or deeper), it should climb the
steps at a right angle and do not change the
route on the steps.

® Please avoid walking when placing one
track on a slope or protruding part while the
other track is on a flat surface (when the
machine is tilted at an angle of 10 ° or
more). Please walk with both tracks on a flat

surface.
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Do not change direction when the track is loose
as shown in the figure.

In this case, if the machine moves backwards,

the rubber tracks will come off.

In this case, if the machine rotates, the

rubber tracks will come off.
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Transportation
Loading and Unloading

off during unloading. Ensure to take the
following safety measures:

e Select a solid and level ground and keep a
sufficient spacing from the road curb.

e  Fix the ramps of sufficient strength and dimensions
to the cargo body of truck. The inclination of the

ramps shall not exceed 15°. If the ramps deflect

downward excessively, please support the ramps
by supports or cushion blocks.

e Do not load or unload the machine by working
device. Otherwise, it will probably result in
rollover or falloff of machine.

e  Keep the truck cargo body and the ramps clean
without oil, sand, ice/snow, or other impurity, in
order to prevent the side slip of machine. Clean the
tracks.

o  Block the wheels of transport truck by wedges to
prevent movement.

e  While loading or unloading the machine, drive the
machine slowly in 1 | gear (low speed) as per the
signals of the mgndler

e Do not change direction on ramps.

e Do not slew/swing on ramps. Otherwise the
machine will probably roll over.

e  Slewing/swinging the machine on the cargo
body of truck will probably result in unstable
legs of machine. Therefore, operate slowly.

° If possible, lock the cab doors after
loading. Otherwise the cab doors will probably
open during the transport.

e  Plug securely the tracks by wedges and then fix

the machine to the truck cargo

body securely by ropes or chains.
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During the loading or unloading of machine,
please ensure to use ramps or platform and

abide by following procedures.

between

1. o—oce.e., apply the parking dev1ce of
transport truck and block the wheels by
wedges.

2. Place the ramps securely onto the truck
cargo body. The inclination of the ramps
shall not exceed 15°.

3. Align the center of truck cargo body with
the center of machine and align the center
of ramps with center of tracks.

4. According to the signaler’s signals, drive

the machine straightly up or down along the

ramps in st gear (low speed).

5. Load the machine to designated position
of transport truck. Refer to “Transport Status”
in page 4-6 for details.
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Lifting of Machine

Lifting of Machine
E Warning
signals.

e  Daily check the lifting device for
damaged and missing parts and when
necessary replace.

o  Please use the ropes of sufficient
capacity for the machine weight during
lifting.

o  Lift the machine as per the procedure
described below. Do not operate by any
other method. This is really dangerous
as it will probably result in imbalance o f
machine.

e Do not operate the lifting if thereis any
operator on the machine.

o  Operate slowly during lifting to prevent
the rollover of machine.

o  During lifting, keep all personnel away

from working zone. Do not move the

machine over any person.

L o Thic lifi b Licakl

for the models with standard overall
parameters. The gravity center varies depending
on the installed attachments and optional
devices.

Tounderstand more details, please contact your

Ken stone service dealer.

Lifting

1. Raise the front shovel to its highest

position.

2. Turn off the engine, remove the starting
key, turn off the power, and leave the

machine.

3. Install the cable as shown in the following
figure. Install the cable and lifting
accessories, taking care not to touch the

machine body.

4.  Slowly lift the machine until it leaves the

ground.

5. Stop lifting until the machine becomes

stable, and then lift the machine again.
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Transportation
Fixing of Machine

Fixing of Machine

After loading the machine to designated position, fix as per
following requirements.

Transport Status

Lower the bulldozer blade.

Safety measures taken during

transportation
Turn off the engine, turn off the power, remove the
starting key, and lock all locks. A\
Place stop blocks (wedges) before and after the ® when transporting machines, 1t 1s important to

track.

Tie chains or cables to the lower frame of the

machine and secure them to prevent machine side L4

slip.

Secure the front shovel with a chain or cable.

Important: A wooden block can be placed below the
front shovel to prevent damage to the ground by the

front shovel.

understand and comply with applicable safety
regulations, vehicle codes, and traffic rules.

To select the optimal transportation route,
consider the length, width, height, and weight of
the truck after loading the machine.

Do not suddenly start or stop or drive at high
speed during transportation. Otherwise, it may
cause the loaded machine to move or lose

balance.
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Overview
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Overview Maintenance Overview
Tomaintain the good status and long-term
serviceability of the machine, please fulfill the
checking and maintenance correctly and safely
abide by the procedures recommended by this
manual.

Based on the total operating time of the
machine, the checking and maintenance items
can be divided into several groups: Every 10h
(Walk-around checking and daily routine
checking), every 50h, and every 250h. Please
refer to the reading of hour meter to determine
the checking and maintenance timing. The
items for which the checking and maintenance
intervals can’t be determined are listed i n
column “As necessary”’.

When the machine is operated in extremely
severe environment (Dusty or high temperature
environment), fulfill the checking and
maintenance ahead of the periods specified by
maintenance schedule.

Maintenance Precautions

Do not fulfill any other checking or
maintenance item not listed in this manual.

For the items not listed in this manual, please
ask your sales or service dealer for help.
Keeping Machine Clean

e  Clean the machine before checking and

maintenance. Keep the machine clean.

o  Stop the engine before cleaning the
machine. Cover the electric parts against
water ingress. The water ingress into the
electric parts will probably result in short-
circuit or malfunction. Do not clean the
battery, electronic control units, sensors,
connector, or operating room by water or

steam.

Fuel, Lubricating Oils, and Greases
e  Select fuel, lubricating oils, and greases as

per the “Fuel and Lubricant Table”.

e  Use the water-free fuel, lubricating oil, and
grease. Take cautions to eliminate the
ingress of dusts during replacement or
filling of fuel, lubricating oil, and grease.

e  Store the fuel, lubricating oil, and grease in
designated location and guard against the

ingress of water and dusts.

Precautions for Refueling
e  If the fuel filler port is installed with a

filter screen, do not remove the filter
screen during refueling.

e  Please ensure to tighten the fuel tank cap
after refueling.

o  The refueled volume shall not exceed the

designated fuel volume.

No Cleaning of Engine Parts by Fuel
It’s prohibited to clean engine parts by fuel. Use
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non-inflammable detergent.

Guard against Ingress of Dusts

The installation and disassembling of parts shall

be operated in a dust-free place. Clean the
working area and clean the parts to guard
against ingress of dusts.

Cleaning of Mounting Surfaces

Keep clean the contact surface of parts during
the installation and disassembling. If the sealing
grooves of the contact surfaces are damaged,
please contact your sales or service dealer for
repairs or breakup.

Seal Rings and Split Pins
Ensure to replace all disassembled seal

rings and split pins with new ones.
e  Take cautions not to damage or twist any

seal ring during installation.

Seal Rings

Seal rines
=

——
S

| 11}
Lem\&'m'mrwf-fhetldl\

wrapped with seal ring.

e+l M +la | stla 1
YV I1ie Wlayt}lllé UIU SCITW Plué wilarsuovar
ring tape, thoroughly remove the used seal

ring tap from the threads and clean the

threads.
e  Wrap the threads with seal ring and notice
to leave 1~2 end threads of screw plug not

wrapped with seal ring.

Waste Disposal

e  Ensure to collect the drained oil of
machine into a container. The improper
treatment of waste oil will pollute the

environment.

e  Wihile disposing harmful
including lubri€RififtSoil, fuel, coolant,
filter, and battery, please abide by the

applicable laws and regulations.

Checking after Maintenance

®  Accelerate the engine speed gradually
from idling speed to fastest speed and
check for leakage of oil or water from
repaired parts.

e  Operate all joysticks and check machine

for normal operations.

Precautions for Wire Connections of Battery

o  Before operating the electronic system or
performing electric welding, disconnect
the wires from both electrodes (+ and -) of
the battery.

e  Ensure to disconnect it from the grounding
electrode (-). Finally connect the
grounding electrode during connection.

e Do not disconnect the battery wires during
the normal running of engine. Otherwise,
the rotary converter circuit or other parts
will probably be damaged.
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Service Data

Fuel and Lubricant Table

Please refer to following table to select appropriate fuel, lubricating oil, and grease based on the

temperature.

o  Regardless of the specified periods, replace the oil when the oil is too dirty or already

deteriorated.

e  Never mix the oils of different trademarks while adding fuel/oil. Toreplace with fuel/oil of other

trademark, please replace completely.

Fuel Specified fuel

The diesel shall meet the following specification. This table lists some diesel specifications

available in the world.

DieseLspecificati

GR25D

China

Region

Diesel-speecifications

Region

ASTANMDQTS

HS K2204 q;ade )
= e

No. 1-D, S15 No. 2-D, S15

Bio-dicscel

USA

Bio-diesel mixture BS ASTM
D6751,D7467

ENS90-2009

Canada

ISO 8217DMX

Worldwide

Bio-diesal

EU

Bio-diesel mixture B5

EN14214, EN590

BS2869-A1 or A2

UK
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To—aantain-the—-beiforia. H H
T+ e POt 0

clean and high-quality fuel.

e Toprevent freezing in cold weathers, please choose diesel still
suitable when the actual temperature is less by at least 12°C than
the expected minimum outside temperature.

e  Please use diesel with cetacean number at 45 or higher. During
the operations in low temperature or high altitude regions, use
fuel
of higher cetacean number.

i Use fuel with sulfur content (volume ratio) at <0.5%. Use ultra-
low sulfur fuel especially in U.S. and Canada.

Fuel tank Diesel The use of fuel with high sulfur content can probably result in

sulfur acid corrosion in engine cylinders.

e Do not mix the diesel with kerosene, used engine oil, or residual
fuel. It’s prohibited to use kerosene.

e  The low quality fuel will reduce the engine performance and/or
damage the engine.

e  It’s not recommended to use fuel additives. Some fuel additives

will deteriorate the engine performances.

Saﬁe‘f‘ FeastEe foruse-of-bio-diasal

The warranty regulation of the engine manufacturer is void for the

engine using disqualified or deteriorated bio-diesel.
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Lubricant
Type depending o n
. T Replacement
Position Type temperature .
period
-20-100 1020 3040°C
Qilsump Diesel engine fuel First 50h *

Hvydraulic oil tank

API: grade CD
ACEA:E-3,E-4 or E-5

Anti-wear hy

Afterwards every
250h

Every 2000h *#**

—Cooling system |

draulic oil

Coolant (Water +

Every 1000h

coolant) **

B oD TR e

200 oyttt O
SAE: 1814C orJ1034 30%coelantmixture
Traveling reducer Gearbhox — T T T First 250h *
gear APIL: GL-4 SAE 90 Afterwardsevery

1000h

Q]Pwing maotor gear Every 50h
Slewine beari Lithium-base grease Everv 50h
EP-2 -
—Workingdevice | MILLGI 2# | Daily orevery 10h
Arm Al necessary
* Iflthe traveling time accounts for a high ratio of the total opetating time, replace the

gear oil ahead of the specified periods.
*#*: Use running water (soft water). Do not use well water or river water. If the outside temperature is

<0°C, add coolant (antifreeze). Determine the mixture ratio as per the coolant manufacturer’s

instructions.

*##%: The replacement period of hydraulic oil depends on the type of hydraulic oil in use. The new

machine is filled with Ken stone genuine hydraulic oil 46 at the time of delivery and the

hydraulic oil replacement periods described in this manual are based on the use of Ken stone

genuine hydraulic oil 46. When common anti-wear hydraulic oil is used, replace the hydraulic oil

once every 2,000h.
API: American Petroleum Institute
ACEA: Association eds Constructors Europeans SAE: Society of Automotive Engineers
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Periodical Replacement of Hydraulic

Oil 2000 F

With installed hydraulic breaking hammer, the ‘\ yditaulic device

hydraulic oil deteriorates faster than the /_ ‘T. 1500 _\ N replacement period

common digging operations. Ensure to replace E = " ] 'Lg'/

the hydraulic oil and oil return filter element. —é 1000 N = __-’/

e  The failure to replace timely will result in G Hilterreplacthient
damage of machine and breaking hammer ‘g 500 r':'_ o mpfrioci - __:__
hydraulic system. To prolong the lives of § e ":“‘_-._._ i Tl I |
hydraulic devices, please timely replace %z e -/.1I.£_;; o Tr
the hydraulic oil and oil return filter ~ breaking hamfier Opgpating%tio (% 100
element as per the table below. :

o  During the replacement of hydraulic oil, ): For the use of common-anti-wear-hydraulic

clean the oil suction filter screen. oil.

Replacement period (Hour)

1 —time N5
st
2 _time 100
nd
Reriodi 1200(660) 200
By taking the breaking hammier operating ratio

of 100% for instance. Refer to “Hydraulic

Breaking Hammer” in page 8-6 for details.
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List of Wearing Parts
Periodically replace the wearing parts, including filters and filter elements, as per the table below.

System

ITem

Part name

Repracement period

Hydraulic system

Hydraulic suction
filter

FIlter

Tirst SU hours and then every SUU hours

ventlator

Every 1000h

[Euel Sy stem

ols R |
FINCT TalUTuaET

h la¥-Fa\}
LEVCLy Z0VUlI

Aol 1000k -l 2 1
CVeTy 1,000 oo Creatimg Ty c1es

Air filter system

Air filter

filter

(Whichever comes first)
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List of Tools (If installed)

List of tools
S/N Name and specification Unit Quantity Remark

1 [Tool box PCH 1
2 ISocket hex. wrench (4mm) Piecd 1
3 |Socket hex. wrench (Smm) Piecg 1
4 ISocket hex. wrench (6mm) Piece 1
5 ISocket hex. wrench (8mm) Piecd 1
& ISocket hex. wrench (10mm) Piecg 1
7 ISocket hex. wrench (12mm) Piece 1
] [Combination wrench, 8mm Piecd 1
g |Combination wrench 10mm Piece 1
10 __|Combination wrench 12mm Piecd 1
11___|Combination wrench 13mm Piecd 1
12 |Combination wrench 14mm Piecg 1
13 __|Combination wrench 15mm Piecg 1
14 |Combination wrench 16mm Piecd 1
15 |Combination wrench 17mm Piecd] 1
16 |Combination wrench 18mm Piecg 1
17___|Combination wrench 19mm Piecd 1
18 ISocket head. 10mm Piecg 1
19 ISocket head 11mm Piece 1
20 |Socket head 12mm Piecd] 1
21 |Socket head 13mm Piece 1
22 |Socket head 14mm Piecd 1
23 |Socket head 15mm Piece 1
24 |Socket head 16mm Piecd 1
o5 |Socket head 17mm Piecg 1
26 |Socket head 18mm Piecd 1
27 |Socket head 19mm Piece 1 Extended socket head
28 |Socket head 21mm Piecd 1
29 |Socket head 22mm Piece 1
30 |Curved extension rod., 12.5mm Piecd 1
31 IShort extension rod, 12.5mm Piece 2 One long and one short each
30 |Wire cutter, 200mm Piece 1
33 INipper pliers, 200mm Piecd 1
34 |Ratchet wheel handle, 12.5mm Piecg 1
35 |Adjustable wrench, 300mm Piecd 1
35 |Ball hammer, 1.5pon Piecg 1
37 |Straight screwdriver. 200mm*8mm Piecd 1
3g |Phillips screwdriver, 200mm*8mm Piece 1
39 |Grease gun, 400g Piecd 1
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Table of Tightening Torques
Nuts and Bolts (Grade 1S0O10.9)

Unless otherwise specified, tighten the nuts and bolts to the torques listed in table below.

e  The tightening torques for installation of plastic caps are not listed in the table below. T o
understand more details, please consult with your sales or service dealer. The excessive
tightening torque will cause damages.

e  [f the replacement is required, replace with nuts and bolts of same dimensions and specifications.

P 9
0-1"0
= E SO 1 e
Width across flats — Dimension (a) X Tightening torque
Category (b) pitch Common connection
mm mm Nem Etlb
10 M6X 10 98405 7 2404
12,13 M8 X 125 22 6+1 1 16,608
1417 MIOX 15 471424 34 7417
Coarse thread 17.19 MI2X 175 83 4:+4.1 615430
1922 MI4X 20 134 4467 99 1449
22 24 M16X 20 207.9410 153.3+77
27.30 M20X 2 5 4109420 3031+ 151
12,13 M8X 10 245+12 181409
1417 MI10X 125 5042 5 36,9418
17.19 MI2X 15 873443 644432
Fine thread 1922 MI4X15 135 346 99 8+50)
22 24 MI6X15 2206:+11 1627+ 81
27.30 M20X 15 452 1422 3334+ 16.6
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Critical Safety Parts

<

Critical Safety Parts

To operate the machine safely, please fulfill the periodical checking and maintenance. The following

critical safety parts shall be replaced periodically to improve safety. These parts can cause serious

injuries or fire accident if they are damaged.

List of Critical Safety Parts

organism

Regutar reptacementof safety criticat—

components

time

T"UCT S ySICIL

TUCT TIIC

Hydrauticpipetpumpoutict

TTyUraulIc pIpc (PUIIp SUCHIOI POty

ITyulauliC pIpT{wWdIKIIlE T1UL0L)

host
Hydraulic
system
Working
device

TIyUrauirc pIpe (I CyIIaeT PIPCITITT )

Hydrauticpipettippimg cytimder pipetimey

ITyulauliC pIpT (ITUIL SHUVCT Ty IIIUCT IIC)

Every 2 years
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The materials of the above-mentioned critical safety parts will deteriorate along with time to cause
wear or deteriorated performance. It’s difficult to determine the deterioration extent during periodical
checking. Therefore, such parts shall be replaced with new ones to guarantee stable performance, even
if such parts are still working well. Please be noted that, regardless of the replacement schedule, any
part with wear symptom must be replaced immediately. Upon detection of any deformed or cracked
pipe clamp, immediately replace it together with hose. Please consult with your sales or service dealer
for the replacement of safety parts.

Except the critical safety parts, check and tighten the hydraulic pipes and when necessary replace.
During the replacement of hydraulic pipes, replace the O-ring and seal ring as well.

Check the fuel and hydraulic pipes as per the schedule specified by the following table. Refer to

“Maintenance”.
Chaclana tuna, Chaclanaa
heckinetyp heckingHerm

Laakaca ofhs Ch-m-li e fual g conoaotor
=) J |5 4

Daily routine checking

Laakaca-of budeals efualninag £
ryaratt —aerPpip i

Monthly checking ) ) .
Damage (Cracking, wear, and tear) of hydraulic or fuel pipe
Leakage-ofhydraulic-orfuel-pipe-connector
t=) J
Aging, distortion, and damage (Cracking, wear, and tear) of hydraulic or fue
Yearly checking

pipe and/or status of hose in contact with other machine parts
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Maintenance List
)

Maintenance List

Phnnbing andanaintenance-item pngn
Walk-Arcund f‘hanl(ing
ﬂppn}ng of engine hood and machine hood for nhpnl(ing S5.16
Walkearound checking of machine .16
Checkingin driverseat 3 1A
Dailyv routine checking (Every 101
Checking and adding of engine o1l S.18
Checking of fuel level 318
Checking of hudraulic gil tank ail level and adding of o1l 5,10
Lubricationof Working Device 521
Exvern 50h
Checking and qﬂjnctmont of track tension. 523
Lubricate-slew Gng SUppoLt and-slew, Gng motor gears 524
L Water drainage from fuel tank 525
Checking of battery electrolute level and adding of electralyute 526
Exverz 250k
an]ar\pmnnf of onginp oiland-filter 528
(‘Ipaning of air filter 5.20
Checking of accelerator contral svustem 5.30
Dpqunpmpnr of fuel filter 5.1
Exver 1000k
Dp?lqnp the air filter 5.33
Check and qujucf the pnginp valve clearance. 5.33
Every 1500hL
Check and clean-the engine fuel injpr-fnr 5.35
Every 2000h
5.36
[COnMecton of ENgine valve sears
Dpplqm: hydraulic il and clean suction filter 5.36




Maintenance
Maintenance List

A O r e 4
Mamntemance List

Checking and maintenance-item Page
&
As necessany
¥
Replace the teeth 3 2Q
P
Replace the bucket 5.39
P
Lubricateiovsticks-and-pedals 5.40
+ P
Check the rubber track 5.41
Replace the rubber track 5.42
P
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Maintenance

@ Walk-Around Checking

-
Walk-Around Checking
Fulfill the following checking before the first start of engine each day.

7, Warning

immediately.
Before operations within the machine, please securely fix the engine hood or machine hood.

Keep the engine hood and machine hood closed under windy weather or while parking the

machine on a slope.

Before starting the engine, patrol around the machine and remove any combustible materials

around the engine. At the same time, check the machine for oil or water leakage, as well as loose

or damaged nuts, bolts or wires.
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Maintenance
Walk-Around Checking

Inspect

1. Check for branches, leaves, oil, or other
combustible materials around the engine and
battery.

2. Check for leaks of lubricating oil or engine
coolant around the engine.

3. Check for oil leaks in hydraulic oil pipes,

hydraulic devices, hoses, or joints.

Bypass the machine for inspection
Check for damage to hydraulic accessories and hoses.
Check for damage to the hook and anti slip stop.

Check the handrails, pedals, and anti slip surfaces for

damage and loose bolts.

Inspect the tracks, track shoes for slipping, track
rollers, idlers, and sprockets for damage, wear, and

loose bolts.
Check the walking motor for oil leakage.

Check the protective plate for damage and looseness of

nuts and bolts.

Check the label for dust or damage.

N
T
W



Maintenance
Daily routine checking (Every 10h)

Daily routine inspection

Before starting the engine for the first time every

day, please perform the following checks.

A VIVIV Upviutivin PAvMov vULimuvy wai) v

checks; Repair immediately if necessary.

® Before carrying out work inside the machine, be

sure to secure each machine cover.

L1CadC Ll V11 WIC CUZIIC allu wall 1U1 UIC 1aciie to

cool down before performing maintenance.
Inspect

dipstick

® Find and pull out the oil dipstick, and dry
the lubricating oil with a cloth.

® Insert the dipstick all the way back in and
then pull it out.

® Check the lubricating oil on the dipstick.
The oil level should be between the upper
and lower limits. If it is below the lower

limit, it should be supplemented.

5-16

Add oil
1.Remove the fuel filler cap.

2.Add oil between the upper and lower limits of
the dipstick.

3.Problems can occur if the oil level is too high
or too low.

4.Start the engine and run at low idle for 5
minutes before turning off the engine.

5.After about 10 minutes, check the oil level.

Check fuel level

l !0 IIOE smo!e Or open am!! when |!an!l mg

fuel or working on fuel systems.

® Do not remove the fuel tank cap or add fuel
when the engine is running normally or has not
cooled down yet. Do not sprinkle fuel on the
high-temperature surface of the machine.

® Fill the fuel tank in a well ventilated area.

® Spilled fuel should be wiped clean
immediately.

® Do not top up the fuel tank. There should be
room for oil expansion.

® Tighten the fuel tank cap firmly.

® Use the correct fuel level according to the
season.

Refueling

1.Check the fuel level.
2.If the fuel level is low, open the fuel tank cap to

top up.
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Maintenance
Daily routine checking (Every 10h)

Check the oil level of the hydraulic oil tank and
replenish it

oy ‘Warning
DULULU UIU Ly ULAULIL 5 S 15 UUPIUDDULLZAAL,
if the cover or filter is removed or the pipeline
is disconnected, hydraulic oil may spray out.
1. Slowly loosen the air plug to relieve

the pressure inside the box.

asheck
T

The oil level will vary with the oil temperature.
Maintain the machine with the posture shown in the

following figure and check the fuel condition.

Machine posture when checking hydraulic oil level

2. Fully retract the oil cylinder.
3. Lower the front shovel and turn off the engine.
4. Check the oil level with a Level sensor.

When the oil temperature is about 20 °C: the
oil level line should be above the observation
hole. If it is lower than the observation hole, it
should be supplemented.

When the oil temperature is about 50 to 80 °C:
the oil level should be slightly below the upper
limit.

Replenish hydraulic oil

Adding hydrauli
above the observation hole when refueling. This
can damage the hydraulic circuit or cause oil
injection. If accidentally done, turn off the engine,
wait for the hydraulic oil to cool down, and then

drain the excess oil from the drain port.

Important: Please do not forget to apply pressure to
the hydraulic oil tank to avoid damage to the pump
due to air suction. (If not equipped with a

1 vent§asquly loosen the air plug to relieve internal

pressure, then remove it.
Add hydraulic oil to the middle of the observation

hole.

Pressurize the hydraulic oil tank as shown in the

following figure.

Attachment: For machines equipped with
ventilators, pressurization is not required.

Pressurized hydraulic oil tank

Start the engine and run at low speed.
Remove the exhaust plug.

Fully extend the tilting bucket, front shovel,
and lifting device cylinder.

Turn off the engine, tighten the exhaust plug,
and then apply pressure by retracting the

cylinder.



Maintenance
Daily routine checking (Every
10h)

Lubrication working device

1.

2.

3.

Maintain the machine in the posture shown in the above figure, lower the lifting
device to the stop, lift the tipper and insert the limit pin, lower the front shovel

to the ground, and then turn off the engine.

Use a Grease gun to lubricate the grease fittings.

Wipe off excess grease
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Maintenance
Every 50 hours

Every 50 hours

Check and adjust the tension of the track

iy Warning
® If it is necessary to work under a raised
machine or working device, be sure to use
wooden blocks, jacks, or other stable and
sturdy supports. Do not get under the machine

or working device until it is firmly supported.

Check

[T 1T 1S @ TUDDET tracK, place tne v~ mark at tne
joint
The upper center of the track frame.

2. Use the working device to lift the body.
Slowly operate the control lever.

5-20

5. UNECK tNE QISTANCE DELWEEN tne DOLOMm
surface of the frame in the middle of the track
frame and the top surface of the track

Gap (A or B).

The gap (A or B) needs to be within the
following range:

Rubber track 35 to 50 mm



Maintenance
Every 50h

adjustment

adjustment
Increase tightening force
Remove the cover plate.

Slowly rotate the tensioning bolt

clockwise with a wrench.

Check the tension of the track.

Reduce tightening force
Remove the cover plate.

Slowly rotate the tensioning bolt

counterclockwise with a wrench.

Check the tension of the track.

W
0
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Maintenance
Every 50h

thalats 1 -1 1
KT UattCr y oIt IO vVeT

iy Warning
Do not use batteries when the liquid level 1s below
the lower limit. Otherwise, it will accelerate the
internal aging of the battery and shorten its lifespan.
It can also cause rupture (explosion).
Batteries can generate flammable hydrogen gas,
which may cause explosions. Stay away from open
flames, sparks, or lit cigarettes and other sources of
ignition.
Clean the area above the electrolyte level line with a
damp cloth and check the liquid level. Do not use a
dry cloth for cleaning; Otherwise, it can cause static
electricity to accumulate and cause combustion or
explosion.

® When operating the battery, one should wear
protective goggles and protective clothing.

® Do not add distilled water above the upper
limit. Otherwise, it will cause the electrolyte to
leak out. Contact with this liquid can damage
the skin or corrode machine components.

® The battery contains sulfuric acid, which can
damage the eyes or skin if accidentally touched.

® If accidentally enters the eyes, rinse immediately
with water and seek medical attention promptly.

» If swallowed accidentally, drink plenty of water
or milk and seek medical attention immediately.

*  If sulfuric acid comes into contact with skin or
clothing, it should be immediately washed off
with plenty of water.

Checking

1. Open the maintenance cover.

2. Check the fluid level. The fluid level must
be between upper limit (H) and lower limit
(L). If not, add distilled water till the fluid
level reaches upper limit (H).

3. Check terminals for looseness and

contamination.

Adding

If the adding of distilled water is required, ad d

water before start of operations, in order to

prevent freezing.

1. Takeout the cap (1) and add distilled water
till the upper limit (H) is reached.

2. Clean the ventilation port on the cap and

securely tighten the cap (1).



Maintenance
Every 200h

Every 200h

Replace the engine lubricating
oil and oil filter

Please turn off the engine and wait for the machine
to cool down before performing maintenance.

The engine, exhaust pipes, radiator, hydraulic pipes,
sliding components, and many other parts of the
machine are very hot when the engine is just turned

off. Touching these parts can cause burns.

The engine oil is also very hot. Be careful not to
touch the hydraulic oil when loosening the cover or
plug. Performing machine operations in this

situation can cause burns or injuries.

1. Find and remove the fuel filler (1).

Place a plate under the drain plug (2) to hold the

waste oil.

Remove the oil drain plug (2) to drain the engine oil.
Important: Check for metal powder in the waste oil.
If it contains a large amount of metal powder, please

consult your sales or service agent.
Remove the old oil filter and insert a new filter

Press on the oil drain plug (2) and tighten it with a

wrench.

Add lubricating oil between the upper and lower
limits of the dipstick (1). If the oil level is too low or

too high, it can cause problems.
Tighten the fuel filler cap.

Start the engine and run at low idle for 5 minutes

before turning off the engine.
After about 10 minutes, check the oil level.

Replacement of oil filter

o |+ —
Unscrew the bolt and
pull out the oil filter




Maintenance
Every 200h

Clean the air filter

machine to cool down before performing
maintenance.

® The engine, exhaust pipes, radiator, and many
other parts of the machine are very hot when the
engine is just turned off. Touching it can cause
burns.

® When using compressed air, please wear

necessary protective equipment, such as goggles
and filter masks, as metal fragments and other
objects can splash and cause serious injury
accidents.

Important: Be careful not to scratch the filter element.
Do not use damaged filter elements.

Important: When operating the machine in a dusty
environment, please inspect and maintain the machine
daily.

Important: Be sure to securely install the filter element
and dust cover. Otherwise, dust being sucked into the
cylinder can cause engine damage.

1. Find the air filter.

2. Loosen the butterfly nut and remove the
outer shell.

3. Loosen the nut and remove the filter
element.

4. Cover the entrance on the back of the body with a

cloth or tape to prevent dust from entering.
5. Clean the interior of the casing.

6. Clean the filter element with dry compressed air
(294 to 490kPa). First, blow air from inside the filter
element along the crease. Then blow air from the
outside, and finally blow air from the inside.

7. Use a light bulb to illuminate the inside of the filter
element for inspection. If any small holes or stains are
found, replace them.

8. Install the filter element and tighten it.

9. Install the casing and tighten it.



Maintenance
Every 200h

Check the throttle control system
Fuel tank exhaust
® The throttle control lever and governor located on

the engine side are connected by cables. Check if The specific method is to unscrew the

the throttle cable is stretched or loose in its fixed . L.
nut connecting the fuel injection pump

position.
and high-pressure oil pipe, press the

® If the throttle cable is stretched or loosened in a .
pressure reducing handle, pull the
fixed position, a malfunction may occur.
starting device back and forth to pump
® Experience is required for replacing or adjusting

oil, release air, until no bubbles emerge
the throttle cable. Please entrust your sales or

. from the fuel.
service agent to do so.

Diesel filter replacement

Remove the diesel filter from the fuel tank and
replace it.

Drain all fuel from the tank

Unscrew the drain bolt and fastening nut on the
fuel tank switch.

Remove the filter from the fuel tank and insert a

new filter.
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Maintenance
@ Every 1000h
)

Every 1000h
Replace the air filter

For details, refer to "Cleaning the Air
Filter" on page 5-29.

A Warning

machine to cool down before maintenance. .

o  The engine, exhaust pipe, radiator, and
many other machine parts are really hot
when the engine is just stopped.
Touching such parts can cause scalding.

I T olled £il

element or a filter element with damaged

washer or seal ring.

Important: Ensure to steadily install the filter

element and dust cover. Otherwise, the ingress

of dusts into the cylinders will damage the

engine.

Checking and Adjustment of Engine
Valve Clearance

These operations require experiences. Please

ask your sales or service dealer for operations.
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Maintenance

ﬁ Every 1500h
-

Every 1500-hour

Checking and Cleaning of Engine Fuel
Injector Nozzles
These operations require experiences. Please

ask your sales or service dealer for operations.
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Maintenance
Every 2000h

“Every 2000h

Replace hydraulic oil and clean
oil suction filter element

A Warning

- A avuov ssaa vas vae vaapgiaas Traae aus weae

machine to cool down before performing
maintenance.
The engine, hydraulic system, and many other parts
of the machine are very hot when the engine is turned
off. Touching these parts can cause burns.
The hydraulic oil is also under high temperature and
pressure. Be careful not to touch the hydraulic oil
when loosening the cover or plug. Operating the
machine in this situation can cause burns and injuries
due to hot oil spraying.
Before the hydraulic system is depressurized, if the
cover or filter is removed or the pipeline is
disconnected, hydraulic oil may spray out.
Slowly loosen the exhaust plug to release the fuel
tank pressure.
When removing plugs or bolts or disconnecting
hoses, stand on one side and slowly loosen them to
gradually relieve internal pressure before removing

them.

1. Adjust the machine to the hydraulic oil level check posture.
Please refer to "Checking the Hydraulic Oil Tank Level and
Replenishing" on pages 5-17 for details.

2.Slowly loosen the air plug (1) to reduce internal pressure,
then lower the plug.

3.Place a plate under the oil drain plug (2) to hold the waste
oil.

4.Loosen the oil drain plug (2) and drain the hydraulic oil.

5.Loosen the bolts and remove the flange (3).

6. Loosen the bolts, remove the oil suction filter element (4),

and clean it.
7.Clean the inside of the hydraulic oil tank.
8.Replace the vent plug (1) (if equipped).
9. Install the oil suction filter element (4) into the oil tank.
10.Install the flange (3) back into its original position.
11.Tighten the oil drain plug (2).
12.Remove the thread head (6).

13.Fill hydraulic oil from the wire block (5) to the middle

position of the circular oil mark.

14.Place the thread head (6) in position and tighten it.

15.Pressurize the hydraulic oil tank. (If not equipped with a
breather, refer to "Pressurized Hydraulic Oil Tank" on pages
5-18).

16.Install the vent plug (7).

17.Remove the air from the hydraulic oil circuit as described
in the "Exhaust” section below.

18.Adjust the machine to the hydraulic oil level check position
and check the oil level after the oil temperature drops.

19.(Please refer to "Checking the hydraulic oil tank level and

supplementing" in this section for details)



Maintenance
Every 2000h

exhaust

Important: After replacing the hydraulic oil, the
air in the hydraulic pipeline and hydraulic
device should be discharged. Otherwise, it

may damage the hydraulic device.

Oil cylinder

Start the engine and run at low speed for 10

minutes.

Keep the engine running at low idle, then
extend and retract each cylinder 4 or 5 times,
taking care not to extend (retract) the cylinder

to the end.

Run the engine at high speed, then extend and
retract each cylinder 4 or 5 times, taking care

not to extend (retract) the cylinder to its end.

Return the engine speed to low idle, then
extend and retract each cylinder 4 or 5 times,

all the way to the end.
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Maintenance
Asnecessary

Lubrication rod

£
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the engine, remove the start key, and store it.

Otherwise, the machine may suddenly move,

causing serious injury or death.

If the control lever cannot be flexibly operated,
please lubricate with oil.

ot

Check rubber tracks

If the condition of the rubber track becomes as
follows, please repair or replace it. For details on
repair or replacement, please consult your distributor

or service agent.
Rubber track

If the entire track is stretched and cannot be
adjusted, please replace the track.

(1) Convex block

L -
If the height of (A) is 5 millimeters or less, please
replace it.

(2) Steel rope

If two or more sections of the steel rope are exposed,
please replace them.

If half or more of the side of the steel rope is cut,
please replace it.



Maintenance
As necessary

(3) Metal core Replacing rubber tracks

S /A Warning

® If it is necessary to work under a raised

| machine or working device, be sure to use
wooden blocks, jacks, or other stable and

sturdy supports. Do not get under the

machine or working device until it is firmly

supported.
Even if one metal core falls off, it needs to ® If maintenance must be carried out while
be replaced. the engine is running, arrangements
should be made
(4) Rubber

® Two people work as a team and maintain
communication with each other.

S | ® One person must be in the driving position
60mm in order to immediately turn off the engine
or more .| if necessary. This person must be

| particularly careful not to touch the control
| lever or foot pedal, except when
necessary.

+ The other person performing maintenance
must ensure that their body or clothing is
kept away from moving parts of the

If the crack length is 60 millimeters or longer, machine.

please repair it. If the steel rope is visible,

regardless of the length of the crack, please

repair it as soon as possible.
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Maintenance
As necessary

disassembly
1. Fully relax the tension of the rubber track.

Please refer to Part 5 "Checking and Adjusting

the Track Tensioning Force" for details.

body.

3. Place an iron pipe (1) in the rubber track and
slowly rotate the sprocket in the opposite
direction.

4. Rotate the sprocket until the iron pipe (1) is
tightly against the tensioning wheel and the
rubber track is lifted away from the tensioning
wheel, then stop rotating the sprocket.

5. Slide the rubber track horizontally and
remove it from the track frame. Follow the same

procedure to remove another rubber strap.

5-34

install

1. Use the working device to lift the engine body

2.Place rubber tracks on the sprocket.

3.Place an iron pipe (1) in the rubber track and
slowly rotate the sprocket in the opposite direction.

4.Rotate the sprocket until the iron pipe (1) is tightly
against the tensioning wheel and the rubber track is
lifted away from the tensioning wheel, then stop
rotating the sprocket.

5.Slide the rubber cover inward, install it onto the
tensioning wheel, and then pull out the iron pipe.

6.Check if the rubber track is securely installed on
the sprocket and check for tension

7.0n the wheel.

8.Tighten the rubber track to the standard tension.

9.Please refer to "Checking and Adjusting the Track
Tensioning Force" in Part 5 for details.

10.Install another rubber track according to the same

procedure.
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Maintenance during Long-Time Parking

<

Maintenance during Long-Time
Parking

Parking Procedure

If it’s necessary to park the machine for >30
days, please park the machine indoors. If it’s
necessary to park outdoors, please park the
machine on a wood-paved level ground and

cover the machine by water-proof cap to keep

dry.

1. Clean the machine.

2. Check for oil/water leakage and cracking
and check for any loose nut or bolt.

3. Refuel and replace hydraulic
oil and lubricating oil.

4. Lubricate the grease fitting by a grease
gun.

5. Fully retract the bucket and bucket arm
cylinders and lower the bucket and
bulldozing blade onto the ground.

6.  Apply anti-rusting oil to the hydraulic
cylinders.

7. Disconnect the negative cable of battery

and cover the battery to guard against

freezing.
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During Parking

i Warning

enclosed place with poor ventilation.

If the natural ventilation is not possible,

install ventilation fan, fan, extended

exhaust pipe, or other ventilation device.
T . .
once a month to circulate the oil
throughout whole system.
Check the battery and when necessary
charge the battery. Please ask your sales or

service dealer for charging.

Start of Machine after Parking

Important: If the above-mentioned

“Parking procedure” is not followed during the
long-time parking of machine, please consult
with your sales or service dealer before

restarting the machine.

1.  Wipe away the lubricating oil from the

piston rods of the hydraulic cylinders.
When necessary, add lubricating oil o r
grease.

Reuse of Engine

1.  Fulfill the daily checking.

2.  Pte-lubricate the engine before start.

a. Crank the engine for 15s and notice to
keep the fuel system closed t o

prevent start of engine.



Maintenance
@ Maintenance during Long-Time Parking
-

b.  Stop for 30s.

c. Repeat this procedure, till the engine is
already cranked for 1min in total. This can
enable the sufficient oil circulation
throughout the lubrication system of engine.

4.  Getready the fuel system.

Start the engine. Idle the engine for
approximately 15min and then:

e Check for normal oil pressure.

*  Check for leakage of fuel, engine oil, and coolant
and check indicator lamps and/or level gauge for
normal functioning.

5. Avoid operating for a long time at minimum or
maximum engine speed or operating the loaded

residue within the first loading hour.
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Troubleshooting

E—F | No Battery Power
| |
No Battery Power cable to start engine.
The following symptoms indicate no battery Lmpactant The Limpercableand clomaciouce,
power. shall be suitable to the battery capacity. Do not
e  No rotation of starter motor or start failure

of engine.
e Low volume of horn.

Remedy procedure

Start the engine by the booster battery on other

machine (booster machine) and jumper cable.

E ‘Warning

ensure to connect the cable by correct

procedure. The improper use of jumper
cable will result in battery explosion o r
unexpected machine motions.

¢ The booster machine and the machine
with depleted battery are prohibited for
mutual contact.

e The positive (+) and negative (-) clamps
of the jumper cable are prohibited for
mutual contact.

e During connection, firstly connect the
jumper cable to positive (+) terminal.
During disconnection, firstly disconnect
the cable from negative (-) terminal.

e Connect the last clamp of jumper cable
to a point as far as possible from the

battery.

Always wear goggles while using jumper

6-2

use any damaged or corroded jumper cable or
clamp.

Important: Ensure the same capacity for the
battery on the rescue machine and the battery
on malfunctioned machine.

Important: Ensure to connect the cable clamps
securely.

Connection of Jumper Cable

Important: Place the starter keys of both
rescue machine and malfunctioned machine to

OFF.

Banesy of malfectionsd
machine

Batarv of rescue fmachine

+

Tokengind Block

1‘_?-: Iil

1. Connect a clamp of jumper cable (K) to

k

the positive (+) pole of malfunctioned

machine.

Connect the other jumper cable clamp (R)

to the booster (+).

3. Connect the jumper cable clamp (B) to the
charger (-).

4.
jumper cable

Connect the other clamp of



Troubleshooting
No Battery Power

(B) to the engine support of the from the charger (-).
malfunctioned machine. Connect the 3. Disconnect the jumper cable (R) clamp
clamp to a point as far as possible from the from the charger (+).
battery. 4.  Disconnect the jumper cable clamp (R)
After Start of Engine from the uncharged machine (+).
1. Check and ensure that the wire clamps are Recharging
already connected securely to various Please ask your sales or service dealer to
terminals.

recharge the depleted battery.
2. Start the engine of rescue machine and run

it at high speed.
3. Start the engine of the malfunctioned

machine.

Disconnection of Jumper Cable

After the successful start of the engine of

malfunctioned machine, disconnect the jumper

cable in reverse sequence of the connection

procedure.
Battery of rescy Battery-of-malfunctioned
machine machine

1.- Disconnect the clam'p't of jumper cable (B_)
from the engine support of malfunctioned

machine.

2. Disconnect the other jumper cable (B)
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Troubleshooting

Other Symptoms
[ |
Other Symptoms

For the symptoms not listed in table below or the further existed problems after appropriate solutions,

please consult with your sales or service dealer.

type

—Problem Cause————Solutions
Fhetefrand-rightjoysticks1—0—Fackofgrease-onteft
cannot move flexibly and right joysticks ® Lubricate the joystick
Bucket, stcwilig or walking | @ 111c sately 10CK [ever | @ Lowel (Ielease) U satety |
operations cannot be has been raised lock lever. Please refer to
performed (locked) page 2-11.
® Hydraulic oil level is ® Add to the specified liquid
too low level. Please refer to page 5-
® The hydraulic oil is not 19.
Not enough digging power hot enough ® (Clean the air filter. Please
® Air filter is clogged refer to page 5-29.
® Incorrect hydraulic oil | ® Replace hydraulic oil. Please

refer to page 5-36.

Tlaolalat 11
oaoTc o warK ot

inflexible

O—S+ £ . locaad
JTONC O TOrCIZooIeeT

stuck

The machine turns right/left

O—A-stone-or-foretgnr—
object is stuck.

® The track tension
adjustment is faulty

® Remove foreign objects

® Adjust the track to the
specified tension. Please refer
to page 5-23.
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Troubleshooting

E—F p | Other Symptoms
[ |
Problem Cause Solutions
Can't turn or turn inflexibl .
Y slewing support Please refer to page 5-24
Hedrahie-oievelt
The hydraulic oil low level. Please refer to page 5-
temperature is too high 19
The starter motor rotates ® There is air in the fuel page 3-18.
) system ® Exclude air. Please refer to

but the engine does not
start

® Water in the fuel system

pages 6-7.
® Drain the water. Please refer
to pages 5-25.

blue smoke

O—TFracls-are-tootoose————O—Inerease-the-tenston—Please—
Tracks fall off
racks fafto refer to page 5-23,
Fhe-engmeemttsback O—Air-fitertscltogged—1—0—Clean-the-atr-frier—Please—
smoke from time to time refer to pages 5-29,
O—Foomiehot O—Aditst-to-the-speetfred—
: liquid level. Please refer to
Engine exhausts white or ® Inferior fuel pzcllge 5-18.

The engine produces
irregular noise (combustion|
or mechanical noise)

pipe

® Change the fuel.

—8—Replace—thefoel—
—0—Reptace-the-exdratstpipe—

For replacement matters,
please consult your sales or
service agent,
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Troubleshooting
Other Symptoms

Common faults and troubleshooting methods of diesel engines

— . Difficulty starting

_Fault characteristics and causes Exclusion method
| @ Cold weather sticks Lse the specifiedgradeof engine oil-or prcheat-the engine o
engine oil, difficult to start inject it into the oil pan, but do not bake the oil pan;
®  Check for moisture and other dirt inside the fuel tank and diese
Tuel system malfunction filter element. If the filter element is blocked by dirt, clean it with
Poor diesel circulation . . . . .
Diesel freezing clean diesel or replace the filter element. If there is moisture in the
There is air inside the oil pipe diesel, clean the fuel tank and oil pipe, and replace the diesel.
The needle valve of the fuel injector | ® Use diesel of the specified brand.
is stuck, carbon deposits are formed | ® Release the air and tighten all oil pipe fittings.
in the injection hole, and the ® Clean, grind or replace the fuel injector components, and adjust the
pressure islow fuel injection pressure to the specified value.
Wear of fuel injection pump plunger ® Replace the plunger components.
Insufficient compression
forceExcessive wear on piston
rings, pistons, or cylinder liners ®  Replace piston rings, pistons, or cylinder liners.
Poor sealing, air leakage, or ® Grind the intake and exhaust valves and valve seats, replace them if
incorrect clearance between the . . e
valve and valve seat necessary, check the valve clearance and adjust it to the specified
The cylinder head nut is not value.
tightened or the cylinder gasket is
burnt out
— Tncnf'Fir‘iPnf pﬁ‘XIPT
Eault characteristics and causes Exclusionmethod
| Insufficient compression force
The gap between the intake | ® Refer to the troubleshooting method in "Difficulty to Start" fault 3
and exhaust valves is incorrect | ® Adjust according to regulations
Air filter blockage ® (Clean or replace the filter element with clean diesel or kerosene
Poor diesel fuel supply ® Check the fuel tank switch, clean the diesel filter and oil circuit
Speed too low ® Adjust the speed control handle to reach the specified speed.
Worn fuel injector components | ® Troubleshooting according to the Sth method of "Fuel System Fault"
or incorrect fuel injection in Fault 2 of "Difficulty to Start"
pressure
= Diesel engine self garking
Fattehareetertstesand-eatses Exelustonmethod
® If there is too little diesel in the fuel tank, immediately add enough, |
® Diesel interruption If the oil pipeline and diesel filter are blocked or leaking, remove
dirt and air.
® Insufficient engine oil or
lubrlcatl(?n syst.em ® Check the oil level with an oil dipstick, and add it if it is insufficient.
malfunction causing
bearing shells to bite
Fuel ini ® The fucl inj hould be cl | and | |
are stuck replaced if necessary.
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Troubleshooting
Other Symptoms

. Exhaust emits black smoke

Eaultch istice-and-ca Exclusion method
@ ad - .
Tescl engine overloa - -
g not match, it should be adjusted
® Check the injection pressure and sprav condition and correct them
®  Poor atomization of fuel injectors
If they are damaged, replace them
| @ Airfilter ]'\]r\r'](agp ® (Clean and rP[\]cmp the filter element
® Cvlinder leakace and | ® Tlse the method of "difficult to start” and “insufficient compressjon
insufficient compression force force" to troubleshoot
® Hich internal friction
- . @ Lubrication system Iaulls and oil passage blockages have caused |
resistance and  lubrication . e . .
. various friction pairs to bite and pull, and have been resolved.
system malfunction
E _Other fanlts
Eault characteristics and causes Exclusion method
Excessive 0il leakage from the
exhaust port
® Wear of piston and cylinder
. p Y ® replace
liner ® replace
® Worn valve guide plac
. ® (Cleaning or replacement
® Adhesion, wear, or breakage R
of piston rines ® Dismantle and reassemble
P g . . ® Drain the oil to the normal level
® Install the second piston ring
upside down
® Excessive oil filling
Fuel injectors often get stuck
® Rapid parking under high | ® To avoid rapid parking under high temperatures, gradually unload
temperature the load and reduce the speed to stop. Clean the fuel system, replace
® Diesel fuel not clean, diesel the clean diesel and diesel filter.
filter damaged
® Check the lubrication system, such as whether the filter and
@ . Ihc rcd mark on thc oil . X X .
. lubrication oil passage are blocked, whether the oil pump is normal,
pressure  indicator  valve . X .. .
whether the oil level is sufficient, and take corresponding measures
suddenly drops . .
to eliminate it.
® Check if the lubrication svstem is functioning properly, whether

® The speed fluctuates from
high to low or increases

sharply

® Sudden abnormal noise

L4 lmmeﬂlafely SfOp Thc machine and carerul y 1nspecf €very moving

there is air in the oil pipeline, and take corresponding measures to
eliminate it. When the engine speed increases sharply (speeding),
block the intake pipe (avoid blocking it directly with your hands) or
cut off the oil circuit,

part
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Troubleshooting
traction

traction

Improper operation, unsuitable cable, or improper
cable inspection during towing can lead to serious
injury or death.

If the cable breaks or detaches, there is a danger.

Use cables that match the traction force.

Do not use twisted, twisted, or even damaged

cables.
Do not suddenly apply heavy loads on the cable.
When handling cables, please wear safety gloves.

Ensure that there is one operator on each machine
being towed and one operator on each machine

being towed.
Do not tow on slopes.

Please do not approach the cable when towing.

Important: If the engine is not started or the machine
is not running, do not tow the machine. Doing so

may damage the towed machine.

Important: When using traction holes for traction,
please strictly follow the following steps. Failure to
pay attention to any of these steps may result in
damage to the traction hole or other parts of the

frame.
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Towing machines

Use the following procedure to tow heavy objects or
machines that are stuck in mud and cannot be driven

out by themselves.

® Allowable force: 28.2 KN

® Tie the cable to the hook and loop.

® Hook the hook and loop onto the traction hole.

® Ensure that the cable maintains a cone angle
of 20 ° or less with the walking frame.

® Move the machine and tighten the cable.

® Move the machine at a low speed of 2 km/h or
lower to a location that is relatively short from

the site (convenient for maintenance).
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Parameters

@ Basic Parameters

Applicable models: RH800-D722

RHS00-D72Z Technical paramefers UNI1
Qunerating weiaht Ko 70
r o (=3 f=}
mavimum navlaad Ko [*TATA)
r=J r=]
Bucket canacitsy w3 Q26
r J *
Type-ofworking Self ]nading and
device unloading
Maodel KIIBOQOTAD72D
nGCPIanmpnf 1 n.'71 Q
Rated output
Kw/T/min 10272500
Engine power/speed
Maximnm
. N.m/r/min 42.9/2000
torque/rotating speed
Net weiaht Ko 631
[=] o
EX‘@"“Q] dimensions mia 426%380%52()
Maximaumatraveline coee
K e r kKm/h 4.0
(High/low)
Speed Minimum-walking speed kan/hb 20
Maximumcrade-ability 30°
[=} J
Cronnd-nrassura. Kona 2613
P e :
Tracks Materiat Ruabber
e . Screw-adiustment
T CIISIOIN COIMUUI Lpr
Pumn Geardauble nunmn
i r i
\xroﬂ,mg pressure 1\/1?43 16
Elou L ’/min 20
Tank capacity
Hudeaulicoiltank
ye T yp:
capacity
Euel tank capacitu 1 16
T J

All ratings of the machine are obtained when the machine is operating on a solid horizontal
support surface. If the working environment conditions of the machine differ from the above-

mentioned reference conditions (Such as the operations on uneven ground and slope), the
operator shall take these conditions into consideration.
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Parameters
Basic Parameters

Applicable models: RH800
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Original Declaration

MANUFACTURER:
Mame: Shandong Ken Stone Heavy Machinery Co,, Ltd.
Address: South of Mational Highway 309, Dingyuanzhai Town, Guanxian County, Liaocheng City,

Shandong Province, China

AUTHORIZED REPRE SENTATIVE:

AUTHORIZED TO HOLD TECHNICAL FILE ON BEHALF OF MANUFACTURER ABOVE

HEREBY DECLARES THAT THE BELOW MENTIONED MACHINE:

DESCRIPTION OF MACHINERY

PRODUCT NAME: CRAWLER DUMPER
MODEL/TYPE: XMB00-D722
SERIAL NO.:

MANUFACTURER YEAR:

IN ACCORDANCE WITH:

MACHINERY DIRECTIVE 2006/142/EC

EM 474-1:2022; EN 474-8:2022+AC:2022

EMC DIRECTIVE

2014/30/EU
EM IS0 13766-1:2018, EN 150 13766-2:2018

A5 WELLAS TO THE FOLLOWING OTHER DIRECTIVES AND THE CORRESPONDING NATIONAL

REGULATION 5:

MNOISE DIRECTIVE

2000M4/EC & 2006/88/EC, DLGS 2682/02

EQUIPMENT ACCORDING TCQ THE DEFIMITION GIVEM BY ANMEX |, ITEM 18 OF NOISE DIRECTIVE.

CONFORMITY ASSESSMENT PROCEDURE FOLLOWED: ANNEX VIl OF 200011 4/EC

NOTIFIED BODY: EUROPEAN CERTIFYING ORGANIZATION S P.A NBOT14, VIA MENGOLINA 33,

FAEMZA(RA), ITALY

HOLDER OF THE TECHNICAL DOCUMENTATION: MANUFACTURER

MEASURED SOUND POWER LEVEL:

dBi(A)

GUARAMTEED S0UND POWER LEVEL: dB(A)

SIGMED ON BEHALF OF SHANDOMG KEN STONE HEAYY MACHIMERY CO., LTD.

STAMP&SIGNATURE:

MAME:

POSITION:

PLACE:

DATE:
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